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PREFACE

These volumes are provided to program and project personnel for review and use
prior to the directives review process. Department personnel are encouraged to
contact the Office of Engineering and Construction Management to discuss and
comment on sections as the issues warrant. Official comments and responses will
be accomplished through the Department’s directives management process over
the next year.

The devel opment of these processes and practices has been undertaken to provide
a common foundation for program and project management across the DOE
complex. The primary objective isto assure the application of sound management
principlesthat provide a disciplined, systematic, and coordinated approach to
program and project planning, execution, and closure. The goals are to facilitate
and support the acquisition of capital assets that meet mission needs and aid in
achieving and sustaining excellence in program and project management.

These two volumes will support the Department’s mission, enhance management
of public funds, and improve our credibility in acquisitions of capital assets, when
properly applied and tailored by experienced and qualified program and project
managers. Their use will assist in delivering projects on schedule, within budget,
and capable of meeting mission performance, safety, and quality standards.

The Department’s projects by their nature are diverse and range from conventional
construction to complex research and devel opment systems. These processes and
practices are broad enough to encompass the large variety of missions and
projects undertaken in DOE, while allowing for tailoring to the specifics of
individual projects.

Sample forms, matrices, schedules, and plan examples are included that can be
used directly or customized. When possible, actual examples of successful
strategies or forms areincluded. The program and project management volumeis
keyed to acquisition processes and phases, and provides proven project principles
and considerations from pre-concept through closure. The practices, which may
be applicable to more than one phase, is organized topically and focuses directly
on activities or elements of program and project management. The practices are
intended to provide substantial level of detail and examples.

Thisisawork in progress that will continue to evolve. Additional information
that is specific to systems, construction, and other types of efforts will be provided
in future versions.
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1.1

PURPOSE AND OVERVIEW

The Department of Energy (DOE) Order 413.X, Program and Project Management
for the Acquisition of Capital Assets, has been recently prepared and distributed for
implementation. This Order ismandatory for all DOE projects, including the Na-
tional Nuclear Security Administration (NNSA), regardless of funding type or phase
of execution

The objective of DOE Order 413.X isto provide the DOE project management
direction for the acquisition of capital assetsthat are delivered on schedule, within
budget, and fully capabl e of meeting mission performance and environmental, safety,
and health standards.

The Contractor Reguirements Document (CRD), an Attachment to the Order, sets
forth the requirements of the Order that must be applied to management and operat-
ing/management and integration (M& O/M &1) contractors and other prime contrac-
torsresponsible for project execution at DOE facilities. Contractor compliance with
the CRD will be required to the extent set forth in a contract.

Thismanual describestheinitiation and implementation of aprogram/project from
preconceptual through turnover for operation or surveillance. Safety, quality stan-
dards, and requirements are al so presented. The decision-making and budgeting
processes are described, aswell asthe roles and responsibilities for management and
oversight.

Thismanual contains both requirements and guidance and, in some areas, should be
tailored to the size, risk, and complexity of the work to be performed. Tailoring can
be applied to al projectsfor oversight, acquisition planning, performance reviews,
reporting, change control, and Critical Decisions (CDs). Tailoring does not exclude
application of the requirements, but simply assures application is commensurate with
need. Where differences exist between conventional and environmental management
projects, parallel activities are described.

PROJECT GUIDING PRINCIPLES

Asaresult of project management experience, anumber of “guiding principles’
have emerged over time. These principles are basic overarching guidance that have
been proven applicable to projects and project management activities. Even though
the following principles do not appear verbatim in either the manual or the Practices,
the philosophy expressed in the principlesisreflected throughout both documents.
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Leadership

Project management must propagate effective leadership to energize project teamsto identify,
support, and achieve project objectives.

Roles and responsibilitiesmust be clearly defined with authority and accountability consistent
with assigned responsibilities.

L eadership expects and nurturesteaming at all organizational levels.

L eadership engages and uses systematic reviewsto ensure mission, safety, and quality criteria
are met.

Safety

Project management must demonstrate an unequivocal commitment to safety and environmental
excellence.

Quality

Project management must commit to continuousimprovement and must consider quality
integral to delivering projects.

Human Resources

Project management must emphasi ze theimportance of the continual devel opment of individual
and team skills. Suitably qualified and experienced personnel must be assigned to Integrated
Project Teams. To the extent possible, the continuity of key project members must be main-
tained throughout the project.

User/Owner

User/owner organizations must be involved early and continuously in project evolution and
decisions.

Stakeholders

Project management must plan and conduct stakeholder activities, including communicationson
aproactive two-way basi swith utmost authenticity.

Processes

Formal tailored processes must be implemented throughout all project phases.

Project Execution Plans (PEP) are the cornerstone of all project planning.

Performance baselines must be rigorous and definitive; risk assessed with sufficient contingency
to provide a high confidence of success. Performance baselines are monitored, evaluated, and
reported against.

Change control must be rigorous and timely.

Acquisition Planning and Project Execution Planning are the cornerstones of project planning.

These are not one-time events, but are meant to guide the project manager in the implementation
and execution of project delivery.

Performance baselines must be established, monitored, evaluated, “ managed to,” and reported
against. Change control must be rigorous and timely, with a strong preference to solutions
within the overall scope/performance, schedule and cost baseline.
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1.2

1.3

PROGRAMMING

The DOE programs are major ongoing activities having defined goal's, objectives,
requirements, and funding levels, and may include one or more projects. Projects
are significant activitiesidentified by a program and characterized as having
defined goals, objectives, requirements, life-cycle costs, a beginning and an end.

Programs (and projects) vary significantly in their complexity, cost and impor-
tance. Projects are formulated to define an affordable concept and are planned to
meet mission objectives that are defined in the DOE strategic plan. In accordance
with systems engineering principles, programs explore afull range of implementa-
tion options including the development of new technologies. Programs perform
life cycle cost and performance analyses on project concepts expected to have a
high degree of technical and operational feasibility. Risk management principles
are used in cost formulations, and top-level requirements are generated that
provide for subsequent assessment of subtier mission operational and project
activities. The formulation processisinteractive rather than a discrete set of
linear steps. Various alternative solutions are considered and the solutions are
optimized to determine the implementation approach.

Programs are responsible for establishing ranking criteriafor their projectsto
determine priority and subsequent implementation (or rejection). Based on the
outcome of this process, activities enter the budget in an optimum manner. Each
program will establish priority guidelines as well as overarching guidelines that
will be applied to the selection and implementation of projects. Mission safety,
and protection of the public, worker and environment will receive the highest
consideration. Stakeholder concerns will also be considered in this process.
Decisions will be documented and include review and comment steps prior to
finalization.

PROGRAM/PROJECT ACQUISITION MANAGEMENT

Projects mature through a planned sequence of activities that begins with a con-
cept or identified need, then through a process geared to ultimately produce a
desired product. Portions of the project’s sequence are timed to produce results
that are consistent with the budgetary requirements described in Section 4.

Although each project follows asimilar pattern asit moves from one project phase
to the next, care needsto be taken to initiate controls and oversight commensurate
with the complexity and cost of the proposed work. Management controls are
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necessary at every level, but should be tailored to meet requirements, not just to
assure compliance.

1.3.1 Mission Need/Acquisition Strategy and Strategizing
I mplementation

Acquisition planning and strategizing for a program or project meansobtaining a
project or product that is defined as being consistent with the department’s or a
program’s strategic goals, plans, and objectives. Thisis documented in an Acqui-
sition Plan that evolvesinto an element of the PEP, a product of the project plan-
ning phase and a prerequisite to requesting CD-1. The strategy isto define, in
light of the available knowledge of the activity (mission need, conceptual design,
etc.), how aproject or product may be best and most cost-effectively obtained by
the Government. Traditionally, DOE has placed the burden of procuring new
products on the M& O/M& | contractors. However, where appropriate, more
effective means of acquisition are now being used such as competitive bids, and
privatized, performance-based, and incentivized contracts. The approach selected
isdefined in the Acquisition Plan. The planning and preparation for an Acquisi-
tion Plan begins when a Department need isidentified, well in advance of when a
contract award is planned.

The acquisition strategy and the resultant Acquisition Plan establish the program/
project’s path forward for selecting the principle participants and their relation-
ships. Since these determinations are necessary early in the life-cycle activity, the
development, completion, and approval of the plan should be given the highest
priority.

Acquisition Plan

An acquisition strategy serving the Government’s best interests shall be
developed and documented in the Acquisition Plan. The plan should focus on
selecting a prime contractor who is capable of proficiently accomplishing the
desired result. Thiscontractor will award lower-tier subcontracts and manage
those subcontracts to assure accomplishing system, project or program goals.

The plan shall specify the dates (milestones) when decisions should be made
to facilitate attainment of the acquisition objectives. The plan shall address
all the technical, business, management, and other significant consider ations
that will control the acquisition process. Depending on the nature, circum-
stances, and stage of the acquisition, the specific content of plans can vary, How-
ever, the more important contents include:
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» Background and objectives, including program or projects mission need and
program relationship

» Scope of work outline

» Development and testing requirements and planned tradeoffs
» Cost, budget, funding and life cycle considerations

» Schedules, including milestones

» Proposed approach to procurement including sources; competition; make or
buy; selection process; prime contractor; contracting methods; options and
milestones. A performance-based contractor incentive process and a statement
whether the Government or a prime contractor will conduct the competition.

» Safety requirements

A complete outline of elements that should be included in an Acquisition Planis
included in Practice 2, Acquisition Strategy and Plan.

I ntegrated Project Team

An Integrated Project Team (IPT) shall beresponsible for developing the
Acquisition Plan. The IPT, led by the Federal project manager, is approved by an
appropriate SAE or AE. The IPT should consist of a Program Manager, a Federa
Project Manager (once assigned), and a Contracting Officer who is provided or
approved by a Director of Procurement. Because of the |PTs diverse responsi-
bilities, the team also includes personnel having background and experiencein
contracting, fiscal, legal, and appropriate technical field. At specified timesor
whenever significant changes occur, the | PT shall review and revise the plan,
asappropriate.

Asearly aspossible, the IPT should establish quality, quantity, and delivery re-
guirements; the contracting method to be employed; and whether procurement
specialists need to beincluded in the team.

PROJECT OVERVIEW

Projects are specific undertakings that involve diverse scopes of work, ranging
from designing and building anew high energy testing facility to developing anew
computer system. No matter how dissimilar, all projects can be characterized by
being divided into specific phases, which have abeginning and an end. The sum of
these phasesiscalled the project lifecycle.
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Thetask of defining aproject by lifecycle phasesisanecessary first step toward
successful project management. Through this approach, the application and
integration of the proven techniques of project management drives the improved
performance and manageability of work accomplishment.

For clarity, the most commonly understood project (design and construct) is used
asthe generic basesfor thismanual. For other lifecycles and phases, substantial
coverage is provided by the Project Management Institute (PM1) PMBOK®, as
well asavast array of literature on project management.

1.4.1 Utilizing Project Lifecycles and Project Processes

Many projects may have subproject lifecycleswithin the larger overall project. For
example, adecommissioning project may require adisposal facility—the subproject
component. Therefore, breaking the subproject out and dealing with it as a design/
construct project while performing the main project as a disposition project isthe
appropriate approach since both have different lifecycle phases. Project processes,
as described in the PMI PMBOK®, have been devel oped and documented so that
they can be aligned with most all project phases, however, some confusion can
occur since the process areas (see below) have names which aso sound like
phases. Project processes have been generically organized into the following six
overlapping phases (see Section 7, Project Planning, Integration and Reviews) by
PMI:

» initiating

» Planning

v

Controlling

v

Executing
» Closing

Whilewords like planning, execution, and mission broadly represent project phases
and related processes, it isdesirable to break them down into more specific
subphases. Inthismanual, they are generally broken down into the following
subphases:

» Preproject/preconceptual planning

» Conceptual design

» Preliminary design
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PROJECT PLANNING
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Final/detailed design
Construction

Acceptance
Operationsg/mission/closure

vV v vy

All of the appropriate phases of a specific project should be identified and must be
successfully planned, integrated, and executed by the project manager. Numerous
examples, particularly Figures 1-1 and 2-3, are organized by phases. Examples of
major inputs, milestones, and outputs are provided to assist the integrated project
team in assuring comprehensive planning in devel oping the specifics of aproject.
Considerable experience has been incorporated into these examples and particul ar
care should be given to ensuring that appropriate deliverables of one phase are
complete prior to moving into the next phase.

All projectsareinherently unique, so differences are expected, but when deviations
are necessary from past lesson learned, clear understanding and management
acceptance should be sought and documented.

RESPONSIBILITY, AUTHORITY, ACCOUNTABILITY

As used in this manual, project manager refers to the Federal project manager
unless specifically identified as the contractor project manager. The Federal
project manager has overall authority, responsibility and accountability for all
assigned projects. Inthefollowing situations, however, the project management
activitiesidentified in this manual may apply to the contractor project managers:

a. Whenan M&1/M& O or other DOE prime contractor awards a project-related
contract.

b. When management of contractsisidentified in a DOE contract as an activity to
be performed by the contractor.

¢. When agreed upon between the Federal and the contractor project managers.
Such agreements, however, must be in compliance with the terms and condi-
tions of the DOE/contractor contract.

d. Any other project circumstances as agreed upon between the DOE and the
contractor, provided such agreements do not violate contractual terms and
conditions.
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In the situations cited, the contractor’s project manager becomes responsible for
managing assigned project/subcontract activitiesand is delegated the necessary
authority to accomplish the assigned work. Accountability, however, accompanies
delegation of authority, and the Federal project manager still retains ultimate
project responsibility, authority, and accountability—these cannot be totally del-
egated or abrogated. On the other hand, any responsibility delegated to either the
Federal or contractor project manager must be inseparably linked with the author-
ity necessary to accomplish the assigned task.

All agreements between DOE and a contractor clarifying project management
responsibilities are documented in the Project Execution Plan and/or Memoran-
dum of Understanding (MOUSs). If an MOU isused it shall be consistent with
the PEP. The federal project manager isresponsible to assure all PEP/MOU
requirements are met.

REFERENCES AND REQUIREMENTS

The project manager ensures that the appropriate revisions of the applicable
requirements documents, at the time the project performance baseline is approved
(CD-2), are applied throughout the project. Application of later (following CD-2)
revisions of requirements documents are approved through the project’s change
control system.

To assist the reader and to make this manua more “ user-friendly,” manual Require-
ments (i.e., shall statements) are presented in bold type. These requirements are
also listed within the Practices, Appendix A, titted REQUIREMENTS. The
requirements are cross-referenced to the manual by page and paragraph.

Thismanual contains specific References throughout. 1n addition, supplementary
references and suggested reading are presented in the Practices, Appendix B:
REFERENCES.

The acronymsused inthismanual arelisted in Appendix C of the Practices.
Appendix C aso included acronyms commonly used in the project management
discipline.

The Practices also contain aGlossary. This definition of terms help assure that all
manual and Practice users have acommon understanding of terms and their usage.
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PROJECT DEFINITION

During project planning, the bases/scope of a project are defined and devel oped.
Typically, these basesinclude a

» Justification of Mission Need/outline project scope.

v

draft Project Execution Plan (PEP).

v

high level project design criteria or functional design criteria.

v

preliminary cost estimate range.

v

preliminary project schedule range.
These are normally prepared as part of a project’s planning effort.

These“preliminary” initiation efforts develop and define/establish early project
scope, schedule, and cost ranges, as a basis for follow-on project efforts; and, to
demonstrate consistency with the DOE's strategic goals, plans, and objectives.

An important secondary purpose isto assure that all organizationsinvolved in
developing the project are cognizant of and in agreement with the project as
outlined and defined by these early project definition documents. A third purpose
isto request and obtain CD-0, Approve Mission Need.

PROJECT PLANNING PHASE

The overall goal of the planning phase isto approve and develop an idea, need, or
concept into a viable project with sufficiently valid scope, schedule, and cost
information to enter the next phase of development.

2.1.1 Preconceptual Planning

A need or opportunity isidentified that may be in response to arequirement
developed or perceived by any entity: DOE, contractor, oversight organization, or
the public. This need is developed into a concept or mission, and a program
sponsor is sought/appointed. Historical information and technical data that
support the mission concept is developed into a Justification of Mission Need
document by the responsible program office. This documentation needsto in-
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clude sufficient detail to enable reviewers to assess the need for and impacts of the
proposed work. In all cases, the Justification of Mission Need shall include

» adescription of the conditions or regulatory requirementsrequiring
action.

» benefitsto the Department of Energy (DOE) and the public.
» alternative actions considered.

» an outline scope definition.

» planning/feasibility cost estimate.

» preliminary acquisition plan.

» planning/feasibility schedule(s) and milestones.

At thistime, if possible, a suitably experienced and qualified Federal project
manager isidentified, and the Integrated Project Team (IPT) isorganized. Ap-
prove Mission Need (CD-0) allows a proposed project to proceed to conceptual
design.

2.1.2 Conceptual Design

If not already in place, a Federal project manager is nominated and appointed, and
operating or expense money is provided for the conceptual design effort. This
effort is contracted or added to the site prime contractor’s contract. In thiscase, a
responsible contractor’s project manager is appointed. The IPT isfurther devel-
oped to encompass the Program Secretarial Office (PSO) management and other
support staff, as appropriate. The IPT shall also include the contractor project
manager. The purpose of a“living” IPT isto assure IPT membership and associ-
ated skills reflect and support the changing project phases. In later phases this
team expands or contracts, but the concept of working together as an integrated
unit will be fostered and retained. The type of project proposed will generally
dictate the rigor imposed on the conceptual design, and may extend to testing of
materials or processes, depending on the complexity of the proposed project.

In addition to the conceptual facility/equipment design culminating in a Concep-
tual Design Report (CDR), adraft Project Execution Plan (PEP) is devel oped.
The PEP describes or references safety, quality, and environmental requirements.
Integrated with the PEP are draft Contracting and Procurement, Project Risk
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Assessment, Safety, and Quality Plans—all support managing the project aswell as
the request for CD-1.

The PEP will specify all documentation and the level of completion required to be
provided for CD-2, Approve Performance Baseline. For nonremediation work,
Project Data Sheets (PDS) are also developed. The PDS, which requests capital
funding, may, however, be delayed until additional design work is completed.
Project documentation shall support therequest for CD-1, which establishes
the project’s preliminary schedule and cost baseline ranges. At thistime, the
project undergoes a validation process (Verification of Mission Need) to confirm
that the scope, cost, and schedule estimates are compatible. With appropriate
approvals, the project movesinto the Project Execution Phase. Details of the PEP,
and validation review are provided in Section 7, Project Planning, Integration,
and Reviews.

2.1.3 Preliminary Project Execution Planning

With the completion of the Project Planning phases, those documentsre-
quired to obtain Critical Decision-1 (CD-1, Approval of Preliminary Baseline
Range) approval shall also be completed, approved and provided. These
include

» an Acquisition Plan.

» aConceptual Design Report.

» aPreliminary Hazard Analysis Report.

» aPreliminary Project Execution Plan.

» adesign funding estimate.

» preliminary baselinerangesfor scope, schedule, and cost.
» aProject Data Sheet for design.

» aVerification of Mission need.

Theinitial safety and environmental impacts, functions, and requirements; alter-
native analysis and trade off studies; technology development needs; and risk
management plans are useful in developing these documents.

The preliminary project scope shall be defined in a Work Breakdown Struc-
ture (WBS) and WBSdictionary that are developed based on the project’s
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major elementsand deliverables. The WBSfacilitates additional planning and
controlling of work scope and should reflect the way the work will be performed
and managed. Project cost and schedule ranges shall be developed based on
the project WBS. At thispoint in the project, the WBS will not be of sufficient
detail to support a definitive performance baseline.

Asrequired by DOE O 413.X, in conjunction with the CD-1 submittal, these
documents shall be submitted for SAE/AE approval.

Where long-lead procurement is required to support a project, a phased CD-3 may
be requested at thistime.

EXECUTION PHASE

In the execution phase, preliminary concepts are further defined and devel oped
into design documents that may be used to procure or manufacture components,
fabricate large systems, or construct facilities. At this point, (1) reporting require-
ments and baselines for project control are established and maintained, (2) envi-
ronmental and safety requirements are satisfied, and (2) the final design configura-
tion is approved.

This phase is subdivided into two segments: design and construct/fabricate or plan
and remediate. During design, the project is subject to peer or independent
reviews and the use of value engineering techniques to ensure the appropriateness
and cost effectiveness of the design output. Again, these activities should be
tailored to the size, complexity, and needs of the project. Safety, environmental,
and quality plans and requirements are to be maintained throughout the process.
The project manager shall not to commit to the performance of any tasks
without confirming the availability of funds.

2.2.1 Preliminary Design

Using the products of the conceptual design, thistask initiates the devel opment of
adesign that is adequate for procurement and construction. This phase of the design
is complete when it includes sufficient information to support performance base-
line development. Generally, thisis roughly equivalent to 20 to 35 percent of the
total design effort. During preliminary design the following occurs in support of
the request for CD-2:
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1. Technical scope, schedule, and cost performance baselines are devel oped and
become the input for the CD-2 request.

2. Cost and schedule performance are maintained for the design task.

3. Total Estimated Costs (TEC) and Total Project Costs (TPC) are monitored
and controlled through the change control process as final baselines are
developed.

The PEP is updated and issued.

Safety, quality, and environmental documentation are refined.
Project data sheet for construction is prepared.

Review of contractor’s project management system is performed.

Performance measures for the contractor’s performance are finalized.

© © N o g &

An Independent Cost Estimate (ICE) is performed to further validate the
cost/scope relationship.

10. A performance baseline external independent review is performed.

With thisinformation, the project progresses to CD-2, Approve Performance
Baseline.

2.2.2 Final Design

Theremaining 70 percent of the design consists of finalizing work under way and
then producing and releasing construction and procurement documents/packages.
Asthe designisfinalized, the PEP, scope of work, cost estimates and schedules
are updated and documented through the change control process. Even through
considerable detailed design remains to be done, the 30 percent will support solid
cost and schedule estimates. Justification of Mission Need is again reviewed,
particularly with respect to changing conditions that are not within the control of
the project, such as overall site priorities, new technologies, change in cleanup
strategy, changes in planned funding, and so forth.

2.2.3 Construction

With the design complete, the project isready for CD-3, Approve Start of Con-
struction. Construction and procurement are now initiated. Wherever appropri-
ately supported, fixed-price contracts are issued. Performance is measured in
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2.4

terms of cost, schedule, scope, and contractor role. Approved and validated
project baselines, completed designs, and energetic-management control signifi-
cantly mitigate problems during this phase of DOE projects, especially those
unigue projects having specialized equipment and processes.

Asdescribed in Section 14, Project Controlling, rigorous change control helps
control scope creep which in turn controls schedule and cost creep. The require-
ment to report the project and budget status continues throughout construction
completion, operational testing, final acceptance, and turnover of the facility (or
equipment) to the user. At this stage, the project is ready to progressto CD-4,
Approve Start of Operations or Project Closeout. A key part of obtaining CD-4 is
the delivery of appropriate project-related documentation that supports the start of
operations.

MISSION PHASE

The Mission Phase is considered the Operations Phase. At thistime, the project is
complete and the facility isturned over in an operational state to the user, and
planned operations continue until the mission is accomplished. Program opera-
tions funds are used to operate and maintain the facility until the end of its useful
lifewhen it is decommissioned. For Environmental Management (EM), the
project may be turned over to operate during the remediation phase.

ENVIRONMENTAL MANAGEMENT PROJECTS

Asdefined in the EM Integrated Planning Accountability System Handbook, some
Environmental Management (EM) projects do not necessarily have the same
acquisition phases as conventional projects. To determine the step-by-step process
by which EM projects are acquired, it isfirst necessary to determine the type of
projects being initiated. Thisis determined through a site evaluation that reviews
for the entire site: historical records, production reports, audit reports, interviews
with operations personnel, and so forth, with the intent of identifying all areas that
might be contaminated from past activities. These sites could be grouped together
to form operable or waste units based on geographic location, type of contamina-
tion, or aregulatory driver, or some other criteriathat is agreeable to the respon-
sible organization. Remediation of operable or waste units shall be accom-
plished through establishing and executing projects. The EM has divided its
work into the following categories:
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» EM Conventional Projects

» Environmental Restoration (ER) Projects

» Facility Disposition Projects (transition, deactivation, and decommissioning).
Except whereiit is consistent with information already presented, each phase of

the acquisition process is described in the follow subsections.

Critical Decisionsfor Environmental Restoration Projects

Planning Phase Execution Phase Post-Closure Phase
Site Egzﬁi%iﬁg/?g;vsand Engineering Construction/ Closeout or
Evaluation Remedy Selection Remediation Stewar dship
* * * *
CD-0 CDh-1 CD-2/3 CD-4
Approve Approve Approve Approve
Mission Need Preliminary Start of Construction Preliminary
Baseline Range Remedial Action Baseline Range

Figure 2-1. Critical Decisions for Environmental Restoration Projects

2.4.1 EM Conventional Projects

EM work that may be categorized as conventional shall be projectized and
managed as a separate project. The acquisition processis the same as a con-
ventional project, except there are often more regulatory driversthat initiate the
project activity.

2.4.2 Environmental Restoration (ER) Projects

Restoration projects are executed in accordance with applicable federal and state
regulatory requirements including Resource Conservation and Recovery Act
(RCRA), Comprehensive Environmental Response, Compensation, and Liability
Act (CERCLA), and tri-party agreements (e.g., Federal Facility Agreement). The
phases of ER activities and their relation to critical decisions (CDs) are presented
in Figure 2-1 and discussed in the following sections. It should be noted that ER
projectsfor a specific waste site often contain multiple subunits with various
remedies (e.g., interim actions and removal actions) that may result in multiple
CDsfor each phase. Multiple subunitswill be documented in an appropriately
tailored Project Execution Plan (PEP).
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2.4.2.1 Planning Phase

The goal of the planning phaseisto identify the contaminants associated with a
potential waste site and determine if the site requires further characterization and
remediation. This processincludesinitial identification through the Preliminary
Assessment (PA)/Site Investigation (SI) phase of CERCLA, the RCRA Facility
Assessment (RFA) phase of RCRA or other identification process and progresses
through the applicable regulatory steps to enable sufficient scope, schedule, and
cost estimates to be devel oped.

Ste Evaluation

A thorough site assessment hel ps determine the type of remediation, if needed,
that will be required and the type of project required to implement the remedia-
tion. An evauation should include reviews of historical records and maps, pro-
duction reports, operator logs and reports, audits, interviews with knowledgeable
personnel, etc. Based on the results of these efforts, sites can be prioritized and
organized into projects that will result in the most cost-effective solutions.

Characterization, Feasibility Reviews, and Remedy Selection

Characterization is the second step in the planning phase. This step involves
guantification of the nature and extent of contaminants present at a site and the
associated risks of the contaminants to human health and the environment as well
astheidentification of remedial alternatives that will meet the identified prelimi-
nary remedial goals. The alternative methods are screened and technically evalu-
ated during the Feasibility Study (CERCLA) or Corrective Measures Study
(RCRA). The preferred remedial alternative isthen presented to the regulatorsin
the form of either a Proposed Plan (CERCLA), Statement of Basis (RCRA), or
other regulatory document. After approval by the appropriate regulatory agency
or agencies, these documents are subject to public notice and comment as man-
dated in the appropriate regulations. Public meetings can be held to address any
significant issues or concerns that the public might have regarding the proposed
aternative. After the public participation requirements are complete and changes,
if any, have been incorporated, a Record of Decision (ROD) or RCRA permit
modification is prepared, as appropriate. These documents specify the remedy and
implementation schedul e agreed to by the US DOE, US EPA, state, Tribal Na-
tions, and other stakeholders. However, in some cases, partial remedia decisions
are made and implemented while the final remedial decisionispending. This
approach can increase the risk of significant changes to the project scope but does
allow early implementation of components of the remedy, which in turn can reduce
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costssignificantly. Theseearly or interim actions may mitigate animmediate
human health or environmental hazard or provide an integral step prior to imple-
menting thefinal action. Planned approaches should be clearly documented in the
PEP.

2.4.2.2 Execution Phase

Completion of characterization and approval of CD-1, Approve preliminary
baseline range, allows the planned remediation to move into the execution phase.
Typically, the schedule range for remediation has been predetermined during the
characterization step.

Approved plans are further defined and field, bench, or treatability testing may be
performed in this phase. Baselinesfor project control are developed, and report-
ing isinitiated per pre-established requirements. All environmental and safety
requirements are satisfied, and the final design configuration is approved. Re-
quired regulatory documents, plans, designs, and permits, as required, are submit-
ted and must be approved by the appropriate agencies prior to implementation.

Engineering

Studies conducted during this phase establish the technol ogies or processes
necessary to remediate the particular site in accordance with the requirements
established in the ROD or RCRA permit. Activities may include treatability
(proof-of-principle) studies, additional characterization, establishment of project
technical requirements and design criteria, hazard analysis, and finalization of the
regulatory and permitting requirements. A portion of these activities may have
been performed prior to CD-1 as part of the characterization step.

During engineering the following activities are performed:
» Safety documentation is prepared and approved (e.g., health and safety plans).
» Engineering completed (e.g., design drawings, specifications).

» Environmental documentation is prepared and approved (e.g., National Envi-
ronmental Policy Act evaluation).

» Third-party concurrence obtained (e.g., public notices).

» Construction requirements are devel oped (e.g., waste management plan).

Often the environmental restoration design isdefined in specifications sufficient to
allow the work to be contracted/subcontracted. Corrective Measures/Remedial
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Action Implementation Plans specifying the design are submitted to the regulators,
and with regulatory approval, construction/remediation may begin. Before con-
struction begins, however, the plans, specifications, and al other documentation
will be used asinput to CDs 2/3. Approval of CDs-2/3 will move the project into
the construction portion of the execution phase, which must be accomplished in
accordance with the statutorily mandated schedules.

Construction/Remediation

There are essentially two types of ER construction projects. those where the
remedial action is actually accomplished by the construction activity (e.g., engi-
neered cap, excavate and dispose, soil grouting), and those that construct afacility
that will complete or perform the remediation (e.g., wastewater treatment facility).

For ER projects where the remedial action is accomplished by the construction
activity, the execution phase is completed when construction is complete. For
remedial actions requiring the construction of treatment facilities, the execution
phase is complete after the operating facility is constructed and successfully
turned over to an operations entity.

2.4.2.3 Post-Closure Phase

Post closure is the final phase in the acquisition process for an ER activity. De-
pending on the activity, there may be a discrete closure or the site/facility may be
turned over for long-term stewardship, which may include operation, maintenance,
and monitoring in accordance with the ROD, Closure Plan, or equivalent. The
acquisition would be considered closed upon successful turnover.

2.4.3 Facility Disposition Projects

Facility disposition projects address the decommissioning of surplus contaminated
facilities. Decommissioning activitiesinvolve the decontamination and safe dispo-
sition of facilitiesthat have been deactivated. Safe disposition may include

» reuse of adecontaminated building.
» demolition of afacility, with rubble removed from the site.

» entombment which might involve collapsing a structure and capping the con-
taminated rubblein place.
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Facility disposition projects follow adecision-making process similar to that of
Environmental Restoration projects characterization, followed by detailed analysis
of alternatives and aformal remedy selection. However, there are differences to be
considered, as shown in Figure 2-2.

Critical Decisionsfor Facility Disposition Projects

Project Planning Phase Project Execution Phase Mission
Preconceptual | Conceptual Preliminary Final _ .
Planning Design Design Design Construction Operations
* * * *
CD-0 CD-1/CD-2 CD-3 CDh-4
(Combined Decision)
Approve Approve Approve Approve
MissionNeed  Performance Start of Construction Start of Operations or
Baseline or Remedial Action  Project Closeout

Figure 2-2. Critical Decisions for Facility Disposition Projects

» Project Planning Phase

The goal of thisphaseissimilar to that of ER: identification and devel opment
of aprocessfor facility disposition frominitial facility identification, character-
ization of

the problem, identification of apreferred solution, performance of an environ-
mental review, engineering the solution, and finally implementing the design.

Facility Identification

Theinitial step inthe planning phase for disposition projectsincludesformal
identification of thefacilitiesthat are ready for disposition and acceptance of
responsibility by the appropriate project organization. Thisstep isequivalent to
Mission Need and is documented by CD-0. After turnover from operations,
facilitiesare normally kept in asurveillance and maintenance mode until ready
for final disposition. Because of thelarge number of facilitieswith limited
funding, and low priority, S& M on most facilities often last for aconsiderable
period.

Characterization

A facility shall be characterized for typesand amounts of contamination,
alternative corrective actions developed, and the preferred alter native
selected. Whereas ER projects use the RCRA or CERCLA guidance to formal-
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2.5

ize the process, facility disposition projects normally use the NEPA process to
accomplish the sameresult. This process resultsin the preparation of either an
Environmental Impact Statement (EIS) or an Environmental Assessment (EA).
The resulting decision is (1) documented in the form of a ROD for an EIS,
Finding of No Significant Impact (FONSI) for the chosen approach treated in
an EA or (2) defined in a Categorical Exclusion (CX) description. (This phase
is considered compl ete with the approval of the NEPA documentation.)

Approval to start detailed design (project execution phase) in accordance with
the NEPA decision, is documented by CD-1/CD-2, Approve Performance
Basdline.

» Project Execution Phase

Except for minor differencesin terminology, the execution phase for facility
disposition is the same as that for ER projects such as, preliminary design, final
design and construction/disposition. (Approval of final design and readinessto
proceed with disposition is documented by CD-3, Approve Start of Construc-
tion or Remedial Action.)

» Mission Phase

During the mission phase, remedial actions begin and project closeout docu-
mentation is prepared. If appropriate, an independent verification contractor
makes the necessary reviews and field checks to verify that specified end
conditions have been met. (CD-4, Approve Start of Operations or Project
Closeout, documents approval to begin this phase.)

If appropriate, long-term surveillance and maintenance or other institutional
controls may continue after the project is considered compl ete.

DOCUMENTATION

A significant number of required documents must be devel oped and issued during
thelife cycle of aproject. These documentation activities begin prior to precon-
ceptual design and are not completed until after project closure. Figure 2-3 depicts
the typical stages of a project and alarge sampling of the potential documentation
needed to support moving to the next phase. Many of the identified documents are
not only integral to project development but are necessary for the project to
proceed from one phase to the next.
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Preconceptual Design

Cost:
DOE approval if conceptual design
costs exceed $600,000 limit

Maturity:
Need to know estimated conceptual
design cost

Schedule:
No schedule requirements to go
from Pre- to Conceptual Design

Technical:
Support the Conceptual Design
Estimate

Maturity: *

» Assessments and studies

» Design Criteria (Orders,
regulations, codes & stds.)

¢ Functions

* ldentify Technology Develop-
ment activities

¢ Information Utilization Strategy

¢ Mission

¢ Operational Strategy and
Automation Strategy

¢ Performance Requirements

e Preliminary Vulnerability
Assessment Study

¢ Preliminary Site Clearance
Permit

* Review of Alternatives

* Risk Assessment

» Site Selection Criteria

* Small-Scale testing

« Systems Engineering Manage-
ment Plan

Conceptual Design

Cost:
DOE Authorization

Maturity:
Need cost range estimate of Prelimi-
nary Design; Target Project Cost

Schedule:
DOE Approval

Maturity:
Need Preliminary Design schedule

Technical:
Support cost and schedule and
Conceptua Design Report (CDR)

Maturity: *

+ Alternative Studies

+ CDR

» Complete Facility Design
Description, approve Facility
Functional and Operational
Requirements, and draft Program
Requirements

» Complete system design
description

» Conceptua Vulnerability
Assessment Study

» Develop Key Technical
Parameters

* ldentification of system
boundaries

* ldentify engineering develop-
ment versus proven process

* ldentify permitting requirements

+ Dréft Interface Control
Documents (1CD)

Preliminary Design

Cost:
Congressiona funding

Maturity:

Project performance TEC and TPC
performance baseline including
contingency at CD-2

Schedule:
Project schedule

Maturity:
Project TEC/TPC

Technical:

Engineering devel opment
completed, with contingency for
open issues

Maturity: *

¢ Complete Accident Analysis

« Component requirements
identified

¢ Configuration Mgmt. Plan

¢ Facility Design Description
completed

» Final Characterization and Site
Selection

« Initiate Pressure Protection
Plan

e P&ID Rev.0

« All Construction and Procure-
ment Packages Complete

¢ |CDsissued

¢ Preliminary layout drawings of
major components

» Performance Verification
a) Full-Scale Tests
b) Refinement/Optimization

—Engr.-Scale Tests
—Integrated Runs
¢ Material Balance

Final Design

Cost:

No special requirements to go from
final design to construction—under
change control

Maturity:
CD-3 pre-construction release

Schedule:

No special requirementsto go from
final design to construction—under
change control

Maturity: Not Applicable

Technical:
Complete design documentation

Maturity: *

» All detailed design drawings,
calculations, specifications, etc.,
except field run items

* Test Plans Issued

 Construction Punchlist

* ORR Planning and Preparation
developed

* Finalize Pressure Protection Plan

* Site Clearance Permit

» Testing requirements identified

 All construction and procurement
packages complete

* |CDsissued

Construction, Startup/
Turnover

Cost:
No requirements—under
change control

Maturity:
CD-3 released, CD-4
complete at closeout

Schedule:
No requirements—under
change control

Maturity: Not Applicable

Technical:

Maturity: *

e All as-builts complete

» Performance Verification
a) Operating Parameters

Definition

b) Process Optimization

e Task plansissued

¢ ORR Planning and
Preparations

Preliminary Design Authorized >
Project Baselines Established as TEC and TPC >
*Technical Maturity — those applicable deliverables necessary to proceed to the next project phase

Figure 2-3. Project Documentation by Typical Phases
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Preconceptual Design

Technical Maturity continued: *

Conceptual Design

Technical Maturity continued: *

Preliminary Design

Technical Maturity continued:*

Final Design

Safety and Hazard Analysis/

» Technology Development
Program Plan
a) Program R& D requirements
b) Define R& D program phase

Safety and Hazard Analysis/
Vulnerability Assessments
 Draft Safeguards Requirements
Identification
Supported by:
—Preliminary VE Study
—Hazard Assessment Document
—Proposed Process Material
Flow

» Emergency Preparedness Hazard
Survey and Screen

» Hazard Assessment Document
(HAD)
Supported by:
—Facility layout
—Hazardous materia inventory

 |dentify preliminary structures
and systems with preliminary
safety classifications

« Information Utilization Plan

¢ Operational/Automation Plan

¢ Preliminary Characterization
and Site Selection

¢ Proof of Concept Testing

« Regulatory Management
Strategy

¢ Risk Management Plan

* NEPA (EA, EIS approved)

Safety and Hazard Analysis/
Vulnerability Assessments
¢ Preliminary Functional
Classification
Supported by:
—Preliminary Hazards Analysis
—Selected Alternative Study
¢ Preliminary Shielding Analysis
Supported by:
—Facility layout
—Radiological material location
¢ SRI,Rev.0
Supported by:
—Conceptua VE Study

» Reliability, Availability,
Maintainability Evaluation

» System Design Description at
system level

¢ System boundaries identified

 Technology Development
activities complete

¢ Updated Risk Management Plan

» Valueengineering

Safety and Hazard Analysis/

Vulner ability Assessments

¢ ALARA Review
Supported by:
—Preliminary Design

« Automation and Information
Design approach finalized

« PSARRev. A

¢ Preliminary Emergency

* Preparedness Hazard Assess-
ment
Supported by:
—PSAR Rev A
—Preliminary Design
—Project Cost Estimate

Vulnerability Assessments
¢ Accident Analysis
Supported by:
—Final Design
—Final Functional Classification
¢ Basisfor Interim Operations
¢ Criticality Analysis
Supported by:
—Final Design
—Draft Vulnerability Assess-
ment Report
—Final Functional Classification
—Administrative Controls
—Final Hazards Analysis
—Accident Analysis
—Criticality Analysis
¢ Final Shielding Analysis
Supported by:
—Final Design
¢ Fire Hazards Anaysis
Supported by:
—Final Design
—Final Functional Classification
¢ Preliminary technical safety
requirements
¢ PSAR Report

—Emergency Action Levels

Construction, Startup/
Turnover

Safety and Hazard Analysis/
Vulner ability Assessments
« Emergency Preparedness
Hazard Assessment
¢ Fina Fire Hazard Analysis
Supported by:
—Final Drawings
—Walk down
—Tests
¢ FSAR
Supported by:
—As-builts
—Final Hazards Assessment
—Startup test results
—Site Safeguards and
Security Plan
—Safeguards and Security
Management Report
—Final Vulnerability Assess-
ment Report
—Tests (force on force)
¢ Technical Safety
Requirements
Supported by:
—FSAR

Preliminary Design Authorized

Project Baselines Established as TEC and TPC

Technical Maturity —those applicable deliverables necessary to proceed to the next project phase

>

Permit Applicationsand Approval



INTEGRATED SAFETY, ENVIRONMENTAL,
AND QUALITY MANAGEMENT

A key component of the successful project is that safety, health, environmental,
and quality issues are addressed early in aproject’slife-cycle and fully integrated
into all project activities. The responsibility for safety, health, environment, and
quality isaline management responsibility, owned by the entire project team,
starting with the project manager. An Integrated Safety Management System
(I1SMS) ismost effective when devel oped early and implemented in project plan-
ning, project design, construction, testing, and operation. AnISMSisan overall
management system designed to ensure that environmental protection and worker
and public safety is appropriately addressed in the planning and performance of
any task. The fundamental premise of Integrated Safety Management (ISM) is
that accidents are preventable through early and close attention to safety, design
and operation, and with substantial stakeholder involvement in teams that plan
and execute the project, based on appropriate standards. During the design phase,
the project has the unique opportunity to eliminate or minimize hazards, and
incorporate cost-effective accident prevention and mitigative design changes.
Thisincludestaking afresh look at the reference design to provide safety through
design. Implementation of safety, health, environmental protection, and quality,
therefore, cannot be through independent programs but needs to be fully integrated
based on ISM principles and project plans, programs, and procedures. Integration
must occur no later than the initiation of conceptual design.

Throughout this manual, the term safety encompasses protection of the public, the
workers, and the environment. Quality isacritical element of anISMSand is
integrated into the project management programs along with safety, health, and
environmental protection program requirements. This section first discusses
integration of safety, health, environmental protection, and quality into the project
management systems viaan ISMS. Although encompassed by 1SM, the specifics
and unigue assets associated with meeting safety, environmental protection, and
quality requirements, including required documentation, are then described indi-
vidually..
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3.1 SAFETY

A primary and continuous responsibility of project management is safety. This
includes safety of project personnel, as well as those that will operate or maintain
the facility, or that could otherwise be affected by the decisions made during the
project planning, design, construction, and testing stages. Thisresponsibility begins
at the time a project or remedial action is planned and continues until project or
remedial action is completed. Asthe project manager develops and maintains
project baselines, the focusis on providing a safe quality design.

Department policy DOE P 450.4 requires that safety management systems be used
to systematically integrate safety into management and work practices at all levels
so that missions are accomplished while protecting the public, the worker, and the
environment. Integrated Safety Management (ISM) isrequired as part of DOE
management of projects. As stated in DOE P 450.4, Safety Management System
Palicy,

Thisis to be accomplished through effective integration of safety management
into all facets of work planning and execution. In other words, the overall
management of safety functions and activities becomes an integral part of
mission accomplishment.

This policy requiresthat ISM functions and principles apply to all project and
remedial action activities through all phases of these efforts. Ensuring adequate
protection of the public, workers, and the environment is an essential part of
selecting the integrated project team and performing project activities, including
project planning, design, technology development, construction, testing and
turnover, and facility disposition. Each of these key areasis discussed in later
subsections.

Project management, in using |SM, ensures that work processes related to design
are executed with attention to safety; and that work processes related to research,
development, testing, use of hazardous materials, and construction techniques are
executed with proper controls. This section will describe how ISM functions and
principles are to be applied to the execution of a DOE project during each of its
stages. DOE is committed to conducting all work on its projects so that missions
can be accomplished with adequate controlsin place to protect workers, the
public, and the environment. For those facilities that contain, or will contain,
hazardous material's, continuous development and integration of safety analysis as
an integral part of designisrequired. In other words, the fulfillment of safety
functions by systems and structures becomes an integral part of fulfillment of
project and mission functions.
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TheISMS, along with the basi c assumptions regarding quality and the specific
requirements for the project from DOE, provide a framework under which the
Project Execution Plan (PEP) and lower-tier documents such as implementation
plans and procedures are developed. If the project is covered by an existing DOE
site ISMS, then that governing site ISM S should be implemented within the
project. If an existing ISMS can be used or modified to accommodate the project,
then it is recommended that the project implement the site program through the
PEP. If the project includes multiple companies, additional ISM S documentation
may have to be developed to demonstrate compliance within each of these organi-
zations with the specific project ISM S requirements.

3.1.1 Integrated Safety Management System

AnISMSisasystem designed to ensure that environmental, worker, and public
safety is appropriately addressed in the performance of any task. A fundamental
premise of ISM isthat accidents are preventable through early and close attention
to safety, design, and operation, and with substantial stakeholder involvement in
teams that plan and execute the project, based on appropriate standards. The
ISMS consists of (1) the objective (2) the guiding principles (3) the core functions
(4) the mechanisms of implementation (5) clear responsibilities for implementa-
tion and (6) implementation. Assuch, an ISMSis characterized by a management
system’s ability to implement the five core management functions and seven
guiding principles using the key implementing factors as described below.

To implement ISMSS, the project needs to have a commitment to a standards-based
safety program. Articulation of these objectives and principlesisimportant, but
not sufficient, to achieve effective safety management. The challenge to estab-
lishing a standards-based safety approach in a project isto provide the rigor
associated with the standards, yet provide the flexibility to apply a hazards-based
tailored approach to defining the requirements. ISMS, as an integral part of
project management, ensures that work processes related to design, testing, and
construction are planned and executed with proper controls and with appropriate
attention to safety.

The successful safety system functions effectively within safety mandates, consid-
ering budget and resource limitations. It enablestailoring so that hazards are
identified and controlled, yet maintain the design, planned operation, and project
tasks not burdened with inflexible, prescriptive controls that needlessly inflate
costs, and constrain the project, and do not enhance safety. Thus, tailoring within
project management functions (planning, analyzing hazards, establishing controls,
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performing tasks, assessing implementation, and providing feedback) should enable
tasks to be managed at the appropriate levels. In effect, management systems
function to optimize task planning and performance to enable those closest to the
task —those who perform the task, those who manage or supervise it, and those
who will be affected by the results—plan, and assume responsibility for it.

To assure that the design provides afacility that facilitates safe operation and will
not have open safety issues at project startup, safety and environmental issues
need to be identified and addressed early. Proper ISM S implementation ensures
that both design and physical work are performed with proper attention to poten-
tial hazards, regardless of the type of activity being performed.

3.1.2 Integrated Safety Management Through Design

Addressing safety issues early permitsadesign for safety approach within the
project. The goal isto ensurethat safety is*“designed in” early instead of “added
on” later with increased cost and decreased effectiveness. Safety through design
is not just meeting the specified safety requirementsin the design; it is the project
team taking specific actions regarding safety. It includes making design changes
to eliminate hazards, minimize hazards, mitigate consequences, and preclude the
eventsthat could release the hazard. Addressing hazards with a safety through
design approach does not always require that systems, structures or components
be added that will prevent or mitigate the releases. It may involve removing or
moving systems or changing approaches to the design that result in a safer facility
and improved operations. It may result in fewer safety class and safety significant
controls being required in the final design.

For nuclear facilities, the integration of anticipated hazards into the facility design
requires special considerations. DOE has established the Safety Analysis Report
(SAR) or the Hazards Analysis Report (HAR) as the preferred method for autho-
rizing operation for its most hazardous facilities. The SAR aso provides acritical
feedback mechanism for the project. To assure integration of safety and design
the documents that support SAR preparation (e.g.; Hazards Analysis Document,
Fire Hazards Analysis, Emergency Response evaluations, etc.) need to be initiated
early and developed along with the design. 1SM provides the framework to
provide continuous coordination between these two activities is necessary
throughout the design process to ensure the final design meets both mission and
safety requirements.
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3.1.2.1 Objective

The project objectiveisto systematically integrate safety into management and
work practices at all levelsand at all stages of the project so that missions are
accomplished while assuring protection for the public, the worker, and the envi-
ronment. Thisisaccomplished through effective integration of safety manage-
ment into all facets of project planning and execution, such that the overall man-
agement of safety functions and activities become an integral part of the project.
The ISM S description needs to address the project roles and responsibilities for
the designer, the constructor, and the startup operator during each phase of a new
facility development. Due to the changing need in each area, the project manager
needs to assure that appropriate coverage is provided from these areas on the IPT
for each phase of the project.

3.1.2.2 Guiding Principles

ThelSM Guiding Principles and Core Functions provided in DOE P 450.4,
Safety Management System Policy, shall be applied to ensurethat safety is
integrated into design. These principles asthey relate specifically to project
management and the design process are:

» Line Management Responsibility for Safety: Project management is directly
responsible for ensuring the facility structures and systems, or the remedial
activities recovery actions, protect the public, the workers, and the environ-
ment.

» Clear Roles and Responsibilities: Clear and unambiguous lines of authority and
responsibility for ensuring safety isintegrated into facility design/remedial
action planning are established and maintained at all organizational levels
within the Department, the project, its contractors, and its suppliers.

» Competence Commensurate with Responsibilities: Project personnel need to
possess the experience, knowledge (including project procedures and controls),
skills, and abilities that are necessary to discharge their responsibilities. Facili-
ties, including those that contain, or will contain, hazardous material, require
specific competencies including hazard analysis, accident analysis, safety
system design, QA, facility construction, and facility operation and mainte-
nance, which are tailored based on risk.
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Balanced Priorities: Safety, programmatic, and operational requirements need to
be effectively fulfilled by facility features. Protectingthe public, theworkers,
and the environment shall bea priority for all new design, construction,
modification, or remediation.

| dentification of Safety Standards and Requirements: The project manager
should assure the hazard evaluation processis initiated early and continued
throughout the project. Before detailed design is performed, the associated
hazards must be evaluated and an agreed-upon set of safety standards and
requirements established which, if properly implemented, will provide ad-
eguate assurance that the public, the workers, and the environment are pro-
tected from adverse consequences of facility operation.

Engineered Controls Tailored to Function Being Designed or Performed:
Engineering controls that are designed to prevent and mitigate hazards are
tailored to the facility function or the remedial activity and the associated
hazards.

Approval to Proceed: Design reviews are performed to verify that safety has
been adequately integrated into the evolving design before approval isgivento
proceed to the next design phase, procurement, construction, or operation.

3.1.1.3 Core Functions

The expectations for an integrated saf ety management approach can be described
by a successive set of actions or activities. This management system is modeled
by the five core safety management functions; adopted as shown below to reflect
the design process:

Define the Work o Baseline Scope of Work

Analyze the Hazards o Analyze Potential Hazards

Develop and Implement Hazard Controls Develop Design Controls/
Requirements

Perform Work within Controls . Perform Work/Design

Assessment and Feedback - Review, Feedback,

Improvement and Validation

The five core safety functions areillustrated in Figure 3-1. Although the arrows
indicate ageneral direction, these are not independent, sequential functions.

3-6
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DOE
Direction

Define Scope of Work
(Design Baseline)

N
\of

Safety and design documentation
come under change control. The
design report from the previous
stage becomes the baseline for the
next stage.

) N

Feedback/Improvement
(Review and Validation)

Safety documentation is reviewed as
part of the design report. Safety
criteria must be satisfied. Design is
validated against mission needs.

f

Perform Work/Design

The creative step, where the working
design is produced that satisfies
requirements, criteria, and other
project constraints.

N

DESIGN
FOR
SAFETY

4=

Analyze Potential Hazards

Hazard and accident analyses are
performed in more detail.

¥

Develop/Implement Controls
(Develop Design Requirements)

Hazard controls are translated into
safety functions and progressively
more detailed requirements

Work Product

(Design Output becomes part of baseline)

Figure 3-1. Safety Aspectsin a Typical Design Stage

Baseline Scope of Work

During each design stage, safety and design documentation are progressively
developed, become more detailed, and the additional detail, comes under change
control. The design report from a previous stage becomes the baseline for the

next stage.

Analyze Potential Hazards

Hazards and accidents are analyzed in progressively more detail in each design
stage. Safety analysts must work closely with project engineersto develop a
common understanding of the facility, systems and processes, possible hazards
including hazardous materials, and the envisioned operation of the facility.
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Develop Design Controls/Requirements

Hazard controls are translated into safety functions and progressively more de-
tailed requirements affecting the facility design. Hazard analysis and accident
analysis (if needed) will identify aspects of process and facility design necessary
for safety, as well as systems that are dedicated to the fulfillment of necessary
safety functions. In addition to physical controls, Administrative Controls required
to provide or support the safety functions are identified.

External constraints, such as laws, rules, codes, standards, and contracts are
examined for their applicability. Relevant criteriaand requirements are extracted
and entered into the project-specific design manuals.

PerformWork/Design

While not aways visible as adiscrete function in the process, design isthe* cre-
ative” function of the process where the architect/engineer produces aworking
design that will satisfy requirements, criteria, and other constraints. The working
designs are committed to “ paper” and assembled into a design package that con-
stitutes the output of this stage and comes under configuration (change) control.

Review, Feedback, Improvement and Validation

Thisfunction consists of unscheduled (lower-tiered) reviews and (upper-tiered)
scheduled critical decision reviews. Safety design is specifically included in the
review, and safety review criteriaare established for each stage. Thereview
criteriafor earlier stages are reexamined in each stage to ensure corrective actions
from prior reviews have been taken and those changes have not invalidated earlier
reviews. For nuclear facilities, general criteriaareidentified for each stage of
design and construction in the detailed description of each stage given in the
Practices. These criteria should be adapted and used, as relevant, for specific
projects. The process of developing the safety documentation (e.g.; SAR) pro-
vides avaluable feedback and improvement mechanism for this function.

3.1.3 ISMS Implementation for Project Management Activities

Aspreviously described, ISM isan essential part of all project activities. The
guiding principles and core functions of ISM should be utilized throughout each
project. This section discusses applying I1SM to some key project activities,
project planning, design, technology development, construction, and facility
disposition. To assure project execution planning appropriately addresses the
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interactions between the seven principles and five core functions, a crosswalk of
guiding principles and core functions against implementation within the proce-
dures and practicesis helpful. This crosswalk provides avaluable tool for project
management to assure the implementation procedures address |SM functions and
principles. A continuing focus of ISMS implementation is to assure that the
stakeholders are fully and appropriately involved with the current phase of the
project or detailed planning for the next phase.

3.1.3.1 Project Planning

Project planning should include early identification of potential hazards. For
nuclear facilities, activities recommended in DOE G 420.1-1, section 2 will be
conducted at the appropriate stages of the design. The PEP should include a
section that addresses |SM implementation within the project. A principle of
project planning isthat it be routinely evaluated to assure that all areas are fully
integrated and that changes in one area are reflected in other areas. A valuable
safety communications tool for projects with hazardous facilities (those catego-
rized above Hazard Category 2), isthe lower-tier safety analysis and documenta-
tion plan. The plan may be used to communicate the level of safety documenta-
tion that will be available at each critical decision point in the project. Early
agreement on the level of safety documentation by phase, both the project and
regulating body not only supports project planning, but minimizes regulatory
issues later in the project. The Practices provide an example of one of these plans
and the level of documentation for arelatively complex facility. For small, less
complicated scopes, this safety planning may be effectively covered in the PEP.

3.1.3.2 Integrating Safety with Design

Delivering afacility or amodification that can meet its mission requirements
while maintaining the safety of the public, workers, and the environment is essen-
tial for asuccessful project. For those facilities that contain, or will contain,
hazardous material's, continuous development and integration of safety analysis as
an integral part of designisrequired. Thisisaccomplished using ISM within
design asdescribed in Section 3.1.2. Thetask of developing the safety basisfor
the facility often drives design and operational requirements. Integration of safety
and design permits timely and cost-effective solutions to be developed early in the
project rather than as a crisis backfit at the end of the project. Providing adesign
that only meets all of the specified safety requirements may not be adequate to
implement a safety-through-design approach.
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3.1.3.3 Project Authorization

During project design, construction, and startup there are clear, top-tier project
hold points based on risk or hazards, for which an authorization to proceed is
required. These top-tier project hold points are identified on the project integrated
schedule. Safety and environmental documentation support each of these authori-
zation points. The authorization basis for the design phase for facilitieswith a
DOE-STD-1027 categorization of HC-3 or higher must include the PSAR, the
SER for the PSAR, and the feedback from independent design reviews. Authori-
zation for facilities below HC-3 is based on an Auditable Safety Analysis (ASA),
such as through a Health and Safety Plan (HASP). The results from these ele-
ments should be used to develop the basis for authorizing and completing design
work. During the construction phase adherence to the approved PSAR (or ASA)
and enforcement to the PSAR/SER requirements should be key elements for
authorizing construction work. Finally, the authorization basis for the startup
activities should be completing the PSAR required items as well as the SAR/SER
items needed to satisfy the DOE approved FSAR. Each of these authorizing
documents (and the I SM description) need to be updated periodically (typically
annually) as aresult of mission changes, budget changes, feedback from design
reviews, construction/startup issues and to reflect the development of the FSAR
which only occursin the later phases of new facility development. Hold points
should also be implemented at alower “task” level to assure that proper attention
has been placed on each of the potentially affected areas prior to these project
critical decision points.

3.1.4 Safety Documentation and Project Support

Timely development of safety documentation iscritical to project implementation
and support of design and construction activities. As described in Section 2,
Figure 2-3 depicts the major stages of the project and the documentation needed
to support each stage.

A key project element is the alignment of the requirements, the documentation,
the facility, and the work practices associated with the facility throughout all
project phases.

Critical rolesfor safety, following the design phase, are construction or remedia-
tion safety, testing and turnover activities, and ultimately, safety for the operations
phase, which is not covered in this manual.
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3.1.4.1 Safety in Technology Development and Demonstration Activities

Any activities associated with tests, experiments, proof-of-principle or technology
development related to a project must also be carried out using the guiding prin-
ciples and core functions of ISM according to DOE P 450.4. These activities
must be adequately planned, have hazards analyzed and controls put in place, be
performed within controls, and have areview and feedback function.

3.1.4.2 Construction Safety

Construction safety is best implemented using five core functions and principles of
DOE P 450.4 and itsimplementing guide. To assure cost-effective implementa-
tion, plans for construction safety need to be developed as part of project planning
and documentation. Itiscritical that during construction, hazards are analyzed
and appropriate controls established to protect workers. These controls should be
those specified by OSHA, plus any others needed to ensure safety. Safety pro-
grams then ensure that construction activities are performed within controls.
Finally, review mechanismsverify appropriate implementation of the construction
safety program and that the constructed facility meets design/safety requirements.

Preparation and use of install ation/assembly proceduresisan example of avaluable
control. These procedurestypically identify the methods of erection, specia
tooling/rigging, hold points and acceptance criteria. This planning/documentation
ensures the task is thoroughly evaluated prior to proceeding. Involvement of all
affected functions in the preparation of these procedures minimizes potential
issues during construction.

3.1.4.3 Acceptance Testing and Turnover Safety

Acceptance testing and turnover safety is best implemented using five core func-
tions and guiding principles of DOE P 450.4 and itsimplementing guide. Itis
critical that during this phase, hazards are identified and evaluated, and proper
controls established. Of particular importance, are hazards associated with stored
energy (pressure, temperature), electrical, fluid flows, and operating equipment.
Of critical importanceis controlling ownership of portions of thefacility during
this phase. Knowing which portions of the facility have been turned over to
operations and which portions have not is critical to maintaining safety during
turnover. If aphased turnover is planned, special attention needs to those struc-
tures, systems, and components that are in operation, and the interfaces with
nonimpacting structures, systems, and components.
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3.2

3.1.4.4 Safety in Facility Disposition Activities

Projectsinvolving Facility Disposition activities should use the guidancein DOE-
STD-1120-98, Integration of Environment, Safety, and Health into Facility Dispo-
sition Activities.

ENVIRONMENT

The principle for environmental integration is that Project Managers are commit-
ted to being stewards of the environment and execute projects in an environmen-
tally sound and responsible manner. The scope of DOE projects often involves
the handling, treating, storing, transporting, or disposing of hazardous, toxic, or
radioactive material or waste. DOE is committed to complying with al applicable
environmental laws and regulations, and for being responsible in preserving and
improving the quality of the environment. DOE demonstrates this commitment
by integrating environmental safety, including pollution prevention, waste minimi-
zation, and resource conservation activities, into all DOE projects. DOE aso
applies atailored approach to environmental management to ensure a cost-effec-
tive, value-added approach to complying with environmental requirements and
concerns. A key principleisthat projects conduct all activitiesin a manner
appropriate to the nature, scale, and environmental impacts of these activities,
while maintaining compliance with applicable federal and state legislation and
regulations. Specific implementation practices and requirements are described
322

3.2.1 Background

International Standards Organization (I1SO) 14001 principles have been used by
DOE sites and projects to implement an environmental management system as
required by Executive Order 13148. 1SO 14001 defines aframework for the
environmental management system associated with most DOE projects. The
system is composed of the elements of an organization’s overall management
structure that address the immediate and longterm impact of its products, services,
and processes on the environment.

3.2.2 Environmental Protection and Compliance

Each DOE project shall beimplemented under awritten environmental
management process to anticipate and meet growing environmental perfor-
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mance expectations, and to ensur e ongoing compliance with national and
international regulatory requirements. This management process may either be
facility/project specific or a sitewide management system. Environmental man-
agement processes are discussed in Executive Order 13148, " Greening the Gov-
ernment Through Leadership in Environmental Management" and DOE G 450.4-
1A, "Integrated Safety Management System Guide." Theenvironmental base-
linefor the project shall be established prior to any work being performed at
thesite. For ER projects, the environmental baselineistypically provided as an
integral part of the baseline risk assessment. 1n addition, environmental baseline
monitoring may be required for one year prior to beginning construction.

Implementation of an environmental management system may be through compli-
ance, and certification to 1SO 14001, "Environmental Management Systems—
Specification with Guidance for Use." In general, if aproject isgoing to imple-
ment 1SO 14001 or an equivaent environmental management system, the man-
agement program should achieve the principles noted below. These principles
become specifics within the project overall ISMS.

» Assess potential environmental impacts
» Assesslegal and regulatory requirements

» Establish an appropriate life-cycle environmental policy, including a commit-
ment to prevention of pollution

» Determine the legidative requirements and environmental aspects associated
with project activities, products, and services

» Develop management and employee commitment to the protection of the
environment, with clear assignment of accountability and responsibility

» Encourage environmental planning throughout the project’slife cyclefor all
project activities from planning through closeout

» Establish adisciplined management processfor achieving targeted performance
levels

» Provide appropriate and sufficient resources, including training, to achieve
targeted performance levels on an ongoing basis

» Establish and maintain an emergency preparedness and response program

» Continuously evaluate environmental performance against policy, appropriate
objectives and targets, and seek improvement where appropriate
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Establish and maintain appropriate communications with the customer and
internal and external stakeholders

Encourage and, as appropriate, require contractors and suppliersto establish an

environmental management system or other type of written environmental
management process.

Environmental considerations are part of most projects, regardless of the project
type (e.g., design, construction, environmental cleanup, or facility startup). The
Integrated Project Team needs to understand the regulatory framework for the
various environmental regul ations—particularly those associated with environmen-
tal cleanup. Thereforethe | PT shall include support from an environmental
specialist. Thetypica steps each project needsto complete to ensure it meetsits
environmental stewardship commitment are outlined in Figure 3-2.

| Establish Project Scope |

| Establish Permit Typelﬂ

[ Determine Project Type | | _ construction - Cleanup
Determine Regulatory — US EPA — State — Fish and Wildlife
Authority — Local — Army Corp of Engineers
Evaluate Project —EE/CA - RSE
Activities - EIS
Determine Applicable —RCRA —TSCA —CERCLA
Regulations or Guiding - CWA —1S014001 - NEPA
Systems - NPDES —CAA
Y
Permits and Regulatory No = =
>
e Proceed with Project |

Complete Application
Process

L [Complete Review Process |

| Receive Permit Approval |

Establish Permit and
Regulatory

A

Compliance Mechanisms

Figure 3-2. Typical Environmental Activities for DOE Projects

3-14

PROGRAM AND PROJECT MANAGEMENT
Integrated Safety, Environmental, and Quality Management (10/01/00)




3.3

An example of one of the environmental regulations that may be applicable to the
project isthe Comprehensive Environmental Response, Compensation, and Liabil-
ity Act (CERCLA). CERCLA isguided by the National Oil and Hazardous
Substance Pollution Contingency Plan, commonly referred to as the National
Contingency Plan (NCP). Thisplan outlinesthe stepsthat shall be followed in
responding to situations in which hazar dous substances, pollutants/contami-
nants, or oil areinadvertently released into the environment. The NCP
establishes the criteria, methods, and procedures that the U.S. Environmental
Protection Agency (EPA) and other federal agencies (including DOE) are required
to use to determine priority releases for longterm eval uations and response.

The NCP does not specify project cleanup levels or how a cleanup will be con-
ducted. The NCP relies on other regulations, (e.g., RCRA, Clean Water Act
(CWA), and Clean Air Act (CAA)) to provide cleanup levels and the framework
for managing a CERCLA project site. Figure 3-3 outlinesthe CERCLA regula-
tory hierarchy.

CERCLA Statute

NCP

RCRA CWA CAA TSCA

Figure 3-3. CERCLA Regulatory Hierarchy

DOE projects may have additional environmental regulations that projects must be
required to meet. The NEPA processis an example of one such regulation. This
processis adecision-making and planning tool for any DOE project that could
have an environmental impact, not just environmental cleanup projects.

QUALITY ASSURANCE

The Project Manager isresponsible to plan and implement a Quality Assurance
Program for the project and for assuring that along with safety, health, and envi-
ronmental protection isintegrated with the project. The line organizations are
responsible for assuring the quality of the project. Quality Assurance (QA) begins
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at project conception and runs through design, development, construction, fabrica-
tion, operation, remediation, and D& D. Quality affectscost, availability, effective-
ness, safety, and impact on the environment. Therefore, appropriate aspects of
quality assurance need to be given careful consideration during the preparation of
project documentation. Thisisaccomplished when there is arecognized need to
obtain thelevel of product and performance quality necessary to accomplish
program objectives; providereliability and continuity of operations, commensurate
with Departmental responsibility for health and safety; and for the protection of
personnel, the environment, and property.

» Theproject manager isresponsiblefor defining and assuring effectiveimple-
mentation of required QA activities to be established and implemented by the
contractor.

» Line management is responsible for assuring compliance with quality imple-
menting procedures and practices.

QA is mandated through the promulgation of an Order (414.1A) and aRule (10
CFR 830.120). The Order isfor al projects and facilities, and requires that both
DOE and its contractors prepare and comply with an approved Quality Assurance
Plan (QAP). Title 10 CFR 830.120 identifies the top-level quality assurance
requirements for establishing quality assurance programs for DOE management,
operating contractors, and organizations performing work at or for DOE nuclear
facilities.

The Order and Rule providethe basic areasto be covered by the project
Quality Assurance Program. For nuclear projects, 10 CFR 830.120 and its
attendant Price Anderson Act Program shall beimplemented. For other
programs, DOE Order 414.1A shall be applied.

10 CFR 830.120 and DOE O 414.1A have the same basic 10 requirements,
subdivided into three sections. Successful implementation of these criteria can be
summarized as follows:

A. MANAGEMENT
— Criterion 1 — Program
A written QAP has been be developed, implemented, and maintained.

— Criterion 2 — Personnel Training and Qualification
Personnel have been trained and qualified for the task assigned and training
iscontinuing.
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— Criterion 3—Quality Improvement
Processes are in place to detect and prevent quality problems, control
nonconforming items, identify cause and correction of quality issues, and
provide for improvement.

— Ciriterion 4 — Documents and Records
Documents are prepared, reviewed, approved, and issued to specify require-
ments or establish designs. Records are specified, prepared, reviewed,
approved, and maintained.

B. PERFORMANCE
— Criterion 5 —Work Processes

- Work is performed to established standards and controls
- Items are identified and controlled for proper use
- Iltems are maintained
- Instruments are calibrated and maintained
— Criterion 6 — Design
- Sound engineering standards and principles are being used in the design
- Designs incorporate appropriate requirements and bases
- Design interfaces are identified and controlled

- Design adequacy has been or will be verified or validated by an
independent group before the design isimplemented

— Criterion 7 — Procurement

- Procured items and services meet established requirements

- Suppliers are evaluated against specified criteria

- Suppliers are routinely evaluated to assure continuing acceptability
— Criterion 8 — Inspection and Acceptance

- Inspection and testing are done to establish acceptance and performance
criteria using equipment that has been calibrated and maintained.

C.ASSESSMENT

— Criterion 9 — Management Assessment

- Managers assess their processes
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- Problemsthat hinder achievement of objectivesareidentified and
corrected

— Criterion 10 — Independent A ssessment
Independent assessments are planned and conducted to measure item and
service quality, measure adequacy of work performed, and promote im-
provement by groups sufficiently independent of the performersin order to
assure the effective performance of these responsibilities. These assessors
are technically qualified and knowledgeable in the assessed areas.

3.3.1 Quality Assurance Program (QAP)

The Quality Assurance Program (QAP) describesthe overall quality management
system and the project responsibility and authority for quality-related activities.
The QAP covers the functional activitiesinvolved in the production of end items,
products, and services.

Senior management demonstrates commitment and |eadership to achieve quality
through active involvement in the devel opment and implementation of the Quality
Assurance Program. Line management isresponsible for assuring that line per-
sonnel are indoctrinated and trained to the requirements of the QAP Manua and
the respective project procedures that implement the quality requirements.

Project personnel are responsible for achieving quality in the performance of their
work activities.

The QAP identifies line management ownership of quality and providesfor line
management responsibility and involvement at all levels. It further recognizesthe
need to continuously assess and improve internal processes.

3.3.2 QAP Requirements

The Integrated Project Team shall preparea QAP at the earliest possible
stage; no later than the beginning of conceptual design. The QAP should
address all the applicable elements of either the Rule or the Order. Guidanceis
provided in DOE G 414.1-2 as to what should be considered in preparing the QAP
to meet the Order and would also be appropriate guidance for the Rule. The QAP
isaliving document, subject to review and revision as the project grows and
matures, for example, when a project contractor for the design. The QAP will
require revision to address the methods to be used to ensure the design agency is
incorporating quality and quality requirementsin design activitiesand deliverables.
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The IPT should tailor the selected standards to the requirements of the project to
assure an adequate level of control isapplied to all project activities. This means
that the project activities to be performed should be addressed, explaining the
methods used in order to assure the activity is appropriately controlled.

The key requirements to be considered when devel oping the Project Quality
Assurance Program area are included in the references identified in the Practices,
Appendix A.

3.3.3 Program Development

Typically, projects select an appropriate industry standard and tailor that standard
to meet the applicable requirements of the rule or order and the requirements of
the project. For example, anuclear facility construction project may select ASME
NQA-1 as an appropriate industry standard to base the QA program and develop a
cross reference matrix between the prepared NQA-1 program and the require-
ments of 10 CFR 830.120. Tailoring of QA requirementsis discussed later in this
section. Regardless of the standard selected, a matrix of applicable project proce-
dures to meet the selected industry standard and the rule and order requirements
assures that all appropriate control features arein place. An important feature of
the program isto carefully separate the project nuclear aspects from the non-
nuclear features because of Price Anderson Amendment Act (PAAA) consider-
ations.

The QA program matrix is made of implementing procedures from all aspects of
the project. This means that implementing procedures such as procurement
procedures, engineering procedures, test procedures, safety procedures, environ-
mental procedures, assessment procedures, and others, as well as the quality
assurance procedures are identified in the matrix that makes up the overall Quality
Assurance Program for the Project.

The Project QA organization supports the project at al levels, aiding in develop-
ing systems and procedures necessary to assure compliance with the applicable
project requirements. The QA organization also provides an independent level of
assurance, through audits, surveillance, and reviews, that the project, customer,
and regulatory requirements are being met. Asaresponsible member of the
project, QA member(s) is responsible to support the project effort to complete the
project on time, within budget, and within requirements.
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3.3.4 Implementation

Quality program implementation occursin phases. Asearly aspossible (but no
later than the beginning of conceptual design), the quality standard to be
applied shall have been selected and the Quality Assurance Plan (QAP)
prepared. The QAP, includes the quality program matrix identifying how the
applicable DOE standards will be met. The QAP and matrix identifies all of the
controls required and provides details for implementing the control features,
including identification of those controls needing to bein place early. There-
maining systems and procedures will be planned and scheduled for implementa-
tion prior to need. This means that the procedures for the control of procurement
activities will be developed and issued before the procurement activities com-
mence. The design control system procedures will be implemented before com-
mencing design activities are to be controlled. Likewise, construction procedures
need to be prepared and implemented prior to starting the construction phase.

3.3.5 Tailoring

A very important task in the development of al formal project processes, including
the Project QA program is determining what and how the quality program require-
mentswill beapplied. This“tailoring” of requirementsisessential to minimizing
quality cost by focusing the QA effort on the areasimportant to successfully
meeting the users quality expectations. For example, as soon asthe radiologically
significant components of thefacility areidentified, quality program planning
should commence to assure that the appropriate quality controls are applied during
design, procurement, fabrication, and testing.

Anessential component of tailoring the quality requirementsis categorizing facility
systems and components. Early in the preconceptua stage, the project team
should develop a method early in the preconceptual stage to categorize project
system, components, and activities based on such things asradiological, environ-
mental, cost, and schedule impact. Where there are existing site categorization
systems, the project should seriously consider implementing them rather than
creating new systems.
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3.4

3.5

SOURCE DOCUMENTS

The DOE orders provide requirements for specific activities, such as packaging
and transportation (DOE O 460.1A and 460.2), worker protection (DOE O
440.1A), etc. The specific set of applicable laws and DOE Orders, Standards,
Policies, Manuals, and Guides guiding appropriate implementation of safety,
health, environmental and quality requirements must be defined for each project.
DOE Guides and DOE Standards support implementation of the Orders. The key
source documents to be considered when devel oping and implementing the safety,
environmental, and quality portion of the project management activities are listed
in the Practices, Appendix B, References. Some of these source documents
provide hazard, task, or facility specific requirements.

RELATED EARLY PROJECT PLANNING ITEMS

For many DOE projects, Safeguards and Security (S&S) isan integral part of
project planning and execution. S& Srefersto the parameters of physical security
that are built into afacility concerning access control, intrusion alarms, construc-
tion of vaults, property protection features, Operational Security (OPSEC) and
even architectural surety. S& S requirements, when applicable, shall be addressed
early intheinitial phases of a project and along with safety, quality and environ-
mental protection, integrated throughout all project phases. The IPT should
include S& S representation, if appropriate, and it should be confirmed and inte-
grated by the project manager. Lifecycle cost analysisand overall system engi-
neering should identify the requirements and costsfor S& S during the early project
planning.

S& S should be considered and incorporated into all phases of a project, examples
from Figure 1-2 and Figure 2-3 would be:

» Preconceptual planning—draft apreliminary vulnerability assessment and
initiate OPSEC considerations.

» Conceptual design should include amore detailed conceptual vulnerability
assessment.

» S& S standards and requirements are incorporated into the design criteria,
specificationsand drawings.

» Construction and testing should address and confirm S& S design requirements.
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Plans and considerations related to S& S should be included as part of the PEP and
may affect other components of the PEP, such as emergency preparedness plan-
ning, communications, and procurement planning.
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PROGRAM/PROJECT DEVELOPMENT,
PROGRAMMING AND BUDGETING

The Office of Management and Budget (OMB)/Field budget processes conform to
OMB Circular A-11 and the HQ Annual Budget Call. For EM, additional guidance
isprovided by the Integrated, Planning Accountability, Budgeting System

(IPABS). Considerations should be given to other plans and agreements aswell as
the integrated priority listing. Inthis manual, aconventional, construction-type
project isused as an example.

A summary of the overall DOE budget processis presented in Figure 4-1. Each
year the annual cycle repeatsitself for the following budget year and beginsin
December/January (almost 22 months prior to the start of the budgeted FY).

The process begins with the budget formulation stage. Thisiswhere funding
requirementsfrom all site sources are received, analyzed, and prioritized. This
effort culminatesin the Field Budget Request submitted to DOE HQ. Thisin-
cludes the new requirements for requesting Project Engineering and Design (PED)
funding.

The Field responds to HQ questions as the budget request moves through the HQ
Program Offices, the Chief Financial Officer, the OMB, and Congress. (The“HQ
Program Guidance” is synonymous with the signed appropriationshbill.) While
approval can occur by the start of the execution year (current FY), failure results
in aContinuing Resolution Bill which can place constraints on certain construction
and other activities.
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Typical Project Phases Correlated with the Federal Budget Process
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Congress appropriates money to each year.

3. PSOsperform strategic planning to build a FYBY+1 Priority Project
List. The BR for PED Fundsfor these projectsisbased on parametric *Federal Budget Cycle for Annual Budget Request
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5. If Long-Lead Procurement (LLP)isrequired, a BR for LLP funding
should be approved asa partial CD-3 during the conceptual design
phase and submitted into the budget cycleto ensure timely receipt of
LLPfunds.

4-1. Typical Project Phases Correlated with the Budget Process
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4.1 CONVENTIONAL PROJECTS

Asdescribed in Section 1, Purpose and Overview, aneed or opportunity isidenti-
fied and a concept is developed into amission need. Approval of the Mission Need
(CD-0) allows a proposed project to proceed to the next step in the planning
phase. Thereisno specific funding/budget for this preconceptual activity; any
realized costs are normally absorbed by theidentifying organization. However,
with the mission approved, a programmeatic sponsor undertakes the program/
project and it moves from the preconceptual phase to the Conceptual Design
phase. Funding then comes from the programmatic operating/expense (OPEX)
source. While OPEX may be included in the program budget, it is usually not
explicitly identified.

Asillustrated in Figure 4-2, these activities can take place amost anytime during
the planning years. The goal isto complete the Conceptual Design, and all cost
and schedul e budget ranges in time to meet the milestone * Field Budget submis-
sionto HQ.” Properly timed, the funding is coordinated with project devel opment
in order to support the most cost-effective execution of the project.

To meet this milestone, aformalized set of requirements exists for work that
receives capital funding. These requirements are also generally required for Oper-
ating expense-funded construction. The Project Data Sheet (PDS) isthe formal
request document that accompanies (1) the Field's annua submission to HQ and
(2) the Department’s annual budget request to OMB and Congress. Contracted
work isnot initiated until funds have been confirmed to the respective program/
project office through the planning programming, budgeting, and acquisition
process. Because all capital funded projectsinclude both operating and capital
funded activities (other project costs), the PDS requests and reflects both types of
funds (1) capital (TEC) and (2) operating (OPC). The sum of these fundsis the
Total Project Cost (TPC). Use of each of these funds on a project islimited and
controlled, and separately reported. That is, each type of fund isidentified for
specific project activities and cannot be commingled (see Practices, Glossary). In
the case of operating funded projects, TEC and OPC may be from the same
funding source.

The process is further refined and prioritized through the preparation of the multi-
year work plan. Thisdocument contains project-level estimated scope, schedule,
cost, and performance measures for the entire life of the project. These estima-
tions are updated annually to support the planning and budgeting process, and
they reflect past performance plus any changesin expected funding requirements
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and/or priorities. The project proposal is then incorporated into atotal-site inte-
grated priority listing. Thislisting, whichincludesenvironmental and program
mission budget requirements, becomesthe Field budget submission. The priority
listing is devel oped using graded criteriathat includes such factors as mission need,
regulatory requirements, public and worker safety, national importance, cost
mitigation, and so forth. Each site developsits own listing, which isintegrated
into adepartmental list as part of the Corporate Budget Review process. Thisisan
iterative process and is performed for each budget year for which funding is
requested. (Note that the request for budget is prepared and submitted about 18
months prior [FY -2 or two years before the start of the fiscal year in which project
execution is to begin] to the actual Budget Year [FY-1].)

As appropriation bills are signed and the budget is passed on to the Field in the
form of aBudget Guidance for program/project execution—design, construct,
fabricate, test, and turnover. Since only thefirst FY of the project’s total proposed
effort isfunded, dollar resources are limited. Contracting and other procure-
ments shall consider the available fundsto avoid liability.

With the completion of aphysical facility and turnover to the user, funding shifts
back to operating dollarsfor al future plant activity, including maintenance.
However, upgradesto afacility may be funded as a General Plant Project (GPP),
whichiscapital money under $5M. Whilelimited in availability and restricted in
use, its authorization processis not so rigorous.

4.1.1 Project Engineering and Design

A new processto provide capital funding for design has recently been adopted
within the Department. The Field may now separate Preliminary/Final design cost
estimates on the Project Data Sheet (PDS). HQ Program Offices will extract
design costs from the PDS, as appropriate, for funding from a separate Project
Engineering and Design (PED) capital-funded design pool.

Potential benefits from this approach are expected to be improved scope definition
and cost estimates, reduced cost overruns and schedule slips, and improved project
performance. Also, sincethisisaseparate funding commitment, it adds an addi-
tional control point for managing construction projects. Design-related tasks may
be conducted with PED or operating funds as determined by the program offices.
Details of thisfunding alternative areincluded in the appropriate Fiscal Year (FY)
budget call.
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4.2 ENVIRONMENTAL MANAGEMENT PROJECTS

The need for environmental remediation work comes from atotally different
perspective than conventional projects. First the work isdriven by formal deci-
sions through the NEPA, the CERCLA, and the RCRA Acts process, and also may
be afunction of a Tri-Party Agreement. Asaresult, DOE islegally bound to fund
and execute the projects in accordance with these agreements.

Second, little funding for EM projectsis from capital accounts. EM projects are
amost entirely funded from operating/expense sourcesfor their entirelife, from
preconceptual planning to final remediation.

Finaly, individual EM projectsare usually part of alarger project at the Field level.
Because of the large number of projects, limited funding, and regulatory require-
ments, it isimportant that aformal process be followed with all interested parties
to determine which projectswill be funded each year and to what level.

The timing and budgeting processfor EM projects are the same as conventional
projects. However, as with any program/project, there are variationsin the kind
and level of detail required to support aproject. EM projects generaly require
more supporting detail than conventional projects. Thisis partly because of the
prioritization effort that takes place at the Field Office and the total EM HQ level.
However, the quantitative ranking process briefly mentioned for conventional
constructionisalso followed for EM work. Another significant difference be-
tween the two general types of effort in the budgeting processisthat “input” is
also received from the regulators, Tribal Nations, and the public before the Budget
Request is submitted to HQ.

4.2.1 Environmental Remediation and Facility Disposition
Projects

The planning, programming, and budgeting processfor ER and facility disposition
projects are the same. It isan integrated process that prioritizes all the projectsto
acommon set of criteria. The cornerstone of this prioritization and planning
processisthe project baseline or multi-year work plan that contains detailed
project-level estimated scope, schedule, cost, and performance measures for the
entirelife of the project. The plans are updated annually to support the planning
and budgeting process, and reflect past performance plus any changesin expected
funding requirementsand/or priorities.
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5.1

PROGRAMS/PROJECTS
ORGANIZATIONAL ROLES
AND RESPONSIBILITIES

Following are brief descriptions of the roles and responsibilitiesfor line manage-
ment at the various management levels within the DOE, from the Deputy Secretary
through the PSO to the Field Office, and from the Federal Project Manager to the
Contractor Project Manager. The most successful method (and the recommended
approach) of managing a project is ateaming arrangement, between the entities
and the contractor. Teaming develops a shared concern for the work to be per-
formed and is more conducive to problem identification and resolution. However,
akey activity to help assure a successful team is a clear understanding of roles,
responsibilities, authorities, and accountabilities.

ORGANIZATIONAL ROLES

Within the DOE, authority begins with the Deputy Secretary of Energy, as SAE,
who isthe senior manager responsible and accountable for all project acquisitions,
may delegate AE authority for Other Projects to the PSOs, with the concurrence
of the Under Secretary (for Energy, Science and Environment); or for the NNSA,
to the Administrator, NNSA who may redelegate AE authority at his discretion.
The organizational and functional relationships between the various officesis
reflected in Figure 5-1 and described in the following text:

5.1.1 Deputy Secretary

The Secretarial Acquisition Executive (SAE) reports, as Deputy Secretary, directly
to the Secretary and hasline accountability for field office and all program/project
execution. Additionally, the SAE serves asthe Chief Operating Officer (COO) for
DOE. The SAE aso

> servesas senior manager responsible and accountable for all project acquisi-
tions.

» exercises decision-making authority, including Critical Decisions and Level O
baseline changes for Major System Projects.

» maintains oversight for projects designated for the COO Watch List.
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» servesasthe Chair for the ESAAB, and directs external independent reviews.

» approvessite selection for facilitiesfor new sites.

5.1.2 Under Secretary for Energy, Science and Environment
and Deputy Administrator for NNSA

Under Secretary for Energy, Science and Environment consults with SAE and
concurs on PSO delegations under its cognizance.

Deputy Administrator for NNSA receives AE authority from the SAE and may
delegate AE authority as provided for in the order.

5.1.3 Lead Program Secretarial Office (LPSO), including the
Deputy Administratorsfor NNSA

The LPSOs have line accountability for applicable program/project execution and
implementation of policy promulgated by Headquarters staff and support func-
tions.

If LPSOs have project delivery responsibility, they shall establish project
management support officesthat report directly to them, to provide project
management support, throughout their organization.

5.1.4 Program Secretarial Office (PSO), including the Deputy
Administratorsfor NNSA, and Program Directors

Thisoffice and/or the staff involved perform the following:

» handleoverall line accountability for sitewide environment, safety, and health;
safeguards and security.

» responsibility for the success of all MS projects and Other Projects within their
programmatic area of control, as the responsible and accountabl e officer

» serve as Acquisition Executive (AE) for Other Projects that are not designated
asMS projects. Approve the CDsand Level 1 baseline changes for those
projects

» approve selection of the Federal project manager for projects where the equiva-
lent AE functions have not been further delegated
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» definetherolesand responsibilities of the project management support office

» delegate, if desired, equivalent AE functionsto a Senior Executive Service
(SES) program manager or Operations/Field Office Manager for projects with a
TPC lessthan $100M. The recipient of this AE delegation may recommend the
duration of aproject to ahigher level AE at any time.

5.1.5 Program Manager

A program manager

» directs project planning and execution roles for projects assigned by the PSO/
AE.

» initiates definition of mission need, based on input from sites, labs, and pro-
gram.

» oversees development of project definition, scope, and budget to support
mission need.

» initiates development of the Acquisition Strategy and the Acquisition Plan
(during the period of time preceding designation of the Federal Project Man-

age).

» recommends a Federal Project Manager for those projects for which the PSO
retains AE responsibility, and approves the Federal Project Managers where the
Program Manager has been delegated AE authority.

» develops performance measures, and monitors and eval uates performance
throughout the life of a project.

» alocates resources throughout the program.
» oversees and manages the project line management organization.

» performsfunctions as AE when so delegated by PSO.

5.1.6 Project Manager Support Office

The Project Manager Support Office
» providesindependent oversight and reports directly to the PSO.
» servesasthe Secretariat for PSO ESAAB-equivalent functions.
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coordinates quarterly performance reports for the PSO.

coordinates with the Office of Engineering and Construction Management
(OECM) to ensure effective and consistent implementation of this Order.

provides assistance and oversight to line project management organizations

anayzesthe full range of project management and project delivery issuesfor
the PSO.

5.1.7 Operations/Field Office Manager

Theoffice/staff involved

>

reports directly to an LPSO and has line accountability for contract manage-
ment of all site program/project execution.

recommends a Federal Project Manager for those projects for which the PSO
retains AE responsibility; approvesthe Federal Project Manager wherethe
Operations/Field Office Manager has been delegated AE authority.

for projects with TPCsless than $20M, may delegate project planning and
execution roles, including performance reviews, to adirect reporting subordi-
nate manager (or SES subordinate manager for AE delegation).

performs functions as AE when so delegated by PSO.

5.1.8 Federal Project Manager

A Federal Project Manager is

>

responsible and accountable for project management activities of one or more
discrete projects under his or her cognizance. General plant projects, accelera-
tor improvement projects, capital equipment projects, and operating expense
funded projectsthat are $5M or less are the responsibility of the Federal
Project Manager as delegated by the Operations/Field Office Manager.

responsi ble and accountabl e for planning, implementing, and completing a
project using a systems approach.

develops and implementsthe Acquisition Plan and Project Execution Plan.

defines project objectives, scope, schedule, and cost.
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allocates project funding and authorizes work activities.

overseesthe design, construction, environmental, safety, and health efforts
performed by various contractors, and other functions enumerated in the
Project Execution Plan, in accordance with public law, regulations, and Execu-
tive orders.

serves as the single point of contact between Federal and contractor staff for
all matters relating to the project and its execution.

serves asthe Contracting Officer’s Technical Representative, as appointed.

5.1.9 Contractor Project Manager

A Contractor Project Manager

>

manages day-to-day execution of assigned projectsin a cost-effective manner,
in accordance with requirements, procedures, and standards, as set forth in the
contract. (See CRD, O 413.X, Attachment 1.)

executes projects within approved cost, schedule, and scope baselines, as
defined in the Project Execution Plan, as set forth in the contract.

5.1.10 Office of the Chief I nformation Officer

The Office of the Chief Information Officer

>

establishes and maintains Department-wide guidance for Information Technol-
ogy (IT) investment management processes, including I T (e.g., hardware,
software, and application) and capital assets.

designs and guidesimplementation of the corporate-level I T investment man-
agement process.

provides|T investment management process assistance to Program Office,
Field Office, site, and contractor locations, as requested.

collects process performance measurement information regularly and prepares
asummary report on the status and performance of IT investment management
processes.
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5.1.11 Office of Engineering and Construction M anagement
(within the Office of the Chief Financial Officer)

The Office of Engineering and Construction management
» servesas DOE's principal point of contact relating to project management.

» developspolicy and assistsin the planning, programming, budgeting, and
execution process for the acquisition of capital assetsin coordination with
PSOs and project management support offices.

» supportsthe Office of the Secretary, the Chief Operating Officer, the Adminis-
trator of NNSA, and Program Secretaria Officesin the CD processfor MS
projects and oversight of DOE’s project management process.

» servesas Secretariat for the ESAAB and Chief Operating Officer Watch List
functions.

» establishesand overseesthe Federal Project Manager career/professional
development programs.

5.1.12 Integrated Project Team

The Integrated Project Team (IPT) performs as a program/project team in either
aninformal or formal relationship. Theteam leader shall bethe Federal project
manager. He must be experienced in project management and, if possible, the
particular technol ogy being devel oped/implemented.

The IPT isthe support team having the responsibility for project planning, devel -
opment, design/engineering, and construction/remediation as director by the
Federal project manager. The project manager should understand the user needs
and constraints, and have the demonstrated ability to manage large projectsto
scope, schedule, cost, and performance goals, and effectively lead the IPT. Team
support personnel should be cross-functional and provide experience in project
control, procurement, finance/budgeting, contracting, and user technology require-
ments, as appropriate and necessary. Asa project progresses from preconceptual
to completion, the IPT will change in both members and capabilities. Thisflexibil-
ity allows the project manager to adapt the IPT to meet the constantly changing
project needs. The IPT supports the project from preconceptual to closurein
order to facilitate management and accountability.
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As appropriate, the contractor should provide IPT support with similar cross-
functional personnel and leadership. Thelevel of commitment of IPT members
may belessthan full-time, if the project isnot of sufficient sSize or complexity to
warrant full-time. However, | PT support shall be each member’sfirst priority.
Working together, the IPT needs to focus objectively on the project’s mission asits
primary responsibility. ThelPT formulation and charter should be documented in
the PEP. See Section 7.2.1.

5.2 ENERGY SYSTEMS ACQUISITION ADVISORY BOARD

The Energy Systems Acquisition Advisory Board (ESAAB) advisesthe SAE in
making M S project CDs, Level 0 baseline changes, and site selectionsfor facilities
for new sites. The ESAAB meets once every 2 months, or at the call of the SAE.

Membership. ESAAB membership includes the SAE as Chair, the Under Secre-
taries, General Counsel, the Chief Financial Officer, the Director of OECM, the
Assistant Secretary for Environment, Safety and Health, the Assistant Secretary
for Environmental Management, the Deputy Administrator for Defense Programs,
the Director for Office of Science, and the Director of Procurement and Assistance
Management. The Deputy Secretary may designate other PSOs or functional staff
as board members as needed.

ESAAB Scecretariat. The ESAAB Secretariat residesin OECM and provides
administrative and analytical support and recommendationsto the ESAAB.

5.2.1 Other Project ESAABs

Each appropriate PSO appoints an ESAAB-equivalent board for advising on
actions regarding those projects within the PSO office that are not M S projects.
The PSO serves as AE for these projects and as chair of the ESAAB-equivalent
board. The ESAAB-equivaent board replicates and conducts the same functions
asthose performed by the corporate ESAAB. Members may be selected from
within the PSO’s office or from other Headquarters functions having Departmental
responsibility. At least one member isfrom adifferent PSO office and isdesig-
nated by the contributing PSO. OECM provides a member of each ESAAB-
equivalent board for projects having a TPC of $100M and greater. Each PSO
provides the composition of its ESAAB-equivalent board to OECM.
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5.3

5.2.2 Delegated Other Project ESAABsS

The Program Secretarial Office (PSO) may delegate equivaent AE functions,
including decision approvals, for those Other Projects below $100M to a SES
program manager or an operations/field office manager. For those delegated
Other Projects below $20M, the Program Manager or O/FOM may further del-
egate equivalent AE functionsto adirect reporting SES subordinate. DOE O
413.X, Attachment 3 provides an overview of the allowable AE delegations. The
AE s0 designated establishes and chairs an ESAAB-equivalent board, notifies
OECM of its composition, invites OECM to all board meetings, and provides all
agendas and minutes to OECM and the appropriate PSO project management
support office. However, OECM is not a board member.

DELEGATIONS

The Program Secretarial Office (PSO) or Deputy Administrator for NNSA may
delegate equivalent AE functions, including decision approvals, for projectswith a
total project cost of less than $100M to a Senior Executive Service (SES) program
manager or Operations/ Field Office Manager (O/FOM). For those delegated
Other Projects below $20M, operation/field office manager may delegate equiva
lent AE functionsto a Senior Executive Service direct reporting subordinate of the
Operations/Field Office Manager. Figure5-2 provides an overview of the allow-
able AE delegations. The AE so designated establishes and chairs an ESAAB-
equivalent board.
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6.1

DECISION POINTS AND
AUTHORIZATION

Critical Decisions (CD) are hold-pointsin thelife cycle of aproject. The Ciritical
Decisions provide DOE management and contractors an opportunity (1) to exam-
ine the work, particularly in terms of continuing need, and (2) to determine if
previously validated technical concepts and attendant cost and schedul e param-
eters remain appropriate. At each CD, areview or analysis of aproject is con-
ducted and a decision is made to either continue or expend resources to move the
program/project acquisition into a subsequent phase, or discontinue the project.
An independent review or baseline validation of the project may be conducted
prior to each request for a CD and will vary in scope dependent on the phase of
the project, current condition, or cost/complexity.

Responsibility for CDsrest with the SAE for MS projects.  For non-M S projects,
CD responsibility is assigned to the next lower management tier consistent with
the project’s estimated value and delegations. A CD isnot intended to be a
hinderance on the path to project completion; it is an opportunity to examine al
aspects of the project. Thus, CDs ensure that a project is still valid in light of
changing missions, technologies, and other influences such as negotiated agree-
ments. Too often, DOE projects have continued to be devel oped and pursued
based on momentum rather than informed decisions.

CRITICAL DECISIONS FOR CONVENTIONAL PROJECTS

A CD process facilitates oversight of conventional projects. EM, environmental
remediation and disposition projects have enough difference from conventional
projects that they are discussed separately. Detailed instructions for CD support
documentation are provided in Practice 14, Critical Decision Packages. The
relationship of CDsto the project life cycleisshown in Figure 1-1. The conven-
tional project Critical Decisionsflow isasfollows:

» CD-0, Approve Mission Need

Program funds needed to develop the proposed project’s conceptual design
shall be approved and a limited review accomplished that validates the
mission need and funding request. Based on the very preliminary informa
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tion that isavailable prior to approving funding the Department will determine
that thereis alegitimate tradeoff in scope, cost, and schedule. Approval of
CD-0 confirms mission need and allows the expenditure of program funds to
develop the Conceptual Design.

CD-1, Approve Preliminary Baseline Range

One output of the conceptual design effort isthe Conceptual Design Report
(CDR). The CDR documents the baseline range (preliminary scope, schedule,
and cost estimates for the project). Conceptual design documents and support-
ing plans and reports provide the basis for the decision to begin preliminary
design. Changesto the preliminary baseline range for the project are docu-
mented and controlled through the change control process. CD-1 also pro-
vides approval to expend PED funds for design.

CD-2, Approve Performance Baseline

At the end of preliminary design (approximately 20 to 35 percent of the total
design process), the performance baseline for the project is established and, in
effect, is“cast in concrete.” Critical Decision-2 is of paramount importance to
the project since it initiates arequest for construction funds which involves
Congress. A request for CD-2 also exposes the project to external reviews,
including an ICE. An external review of the project also serves as a measure
of a Department’s overall performance to date. Documentation prerequisites
for CD-2 areidentified in the PEP. A major input for CD-2 approval Indepen-
dent Cost Estimate (ICE) and an integrated or separate performance baseline
External Independent Review (EIR), validation review. CD-2 decisionis aso
commensurate with the Department’s commitment to continue with final
design and establish a baseline budget for construction.

CD-3, Approve Start of Construction

With design essentially complete and all environmental and safety documenta-
tion in place, the project initiates construction (including procurement) activi-
ties. CD-3 approves the expenditure of funds for construction activities. The
decision to proceed with construction is well documented and reviewed by
either an Execution Readiness EIR, for MS projects, or an IPR for other
projects. The type of review depends upon the project’s TPC. Aswith other
project decisions, there is no substitute for careful, thorough reviews and an
informed decision. Construction is generally performed with capital funds—
funding type, however, is not adriver for CD-3.
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6.2

To this point, each Critical Decision occurs at adiscreet point intime. For
particular decisions, however, it may be necessary to subdivide CD-3. For
example, along-lead procurement might constrain construction, and an early or
phased CD-3 could beinitiated and justified. In this case, however, the deci-
sion isonly applicable for this particular procurement package. Whilethereis
potential risk in procuring equipment before the design is complete, the poten-
tial schedule improvement may be significant and more than compensate for
therisk. If an early or phased CD-3 is anticipated, the need for this decision
and the process should be detailed in the PEP as the need isidentified.

CD-4, Approve Start of Operations or Project Closeout

The prerequisites for CD-4 include: construction complete (including the
punch list), final safety documentation completed and issued, Operational
Readiness Reviews (ORR) successfully conducted, and the facility turned over
to the user for beneficial occupancy. The project isready to begin operation, if
that was the intended scope, and permission to proceed is granted by CD-4. At

thistime, the use of construction funds to support the project ceases.

CDS FOR ENVIRONMENTAL MANAGEMENT PROJECTS

An environmental Management projects, as defined in the EM Integrated Planning

Accountability System Handbook, do not readily fit organized phases aswell as
conventional projects. Therefore, these projects do not always lend themselves to
the same decision process. However, in order to ensure a systematic review and
decision process, EM divides these projectsinto the following types:

» EM Conventional Projects
» Environmental Restoration (ER) Projects

» Facility Disposition Projects (Deactivation and Decommissioning).

6.2.1 EM Conventional Projects

EM work that may be categorized as conventional shall be projectized and
managed as a separ ate project. The acquisition processis the same as a con-

ventional project, except there are often more regulatory driversthat initiate the
project activity.
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6.2.2 Environmental Restoration (ER) Projects

While CDsfor ER work are appropriate, they do not introduce phases that are
consistent with conventional projects; rather the CDs require decisions that fit the
regulatory and remediation process. ER work requiring lower-tier work that may
be classified as conventional should be projectized and managed as a separate
project.

ER projects are based on RCRA, CERCLA, or other regulatory commitments.
These regulations and agreements, together with regulatory direction, provide the
input for the decision to proceed into the ER equivalent of mission need (CD-0).
The CD process asit relates to ER acquisition phases is presented in Section 2,
Figure 2-3. CDsfor ER projects are asfollows:

» CD-0, Approve Mission Need

Approval of the mission need enables the work to proceed into the investiga-
tion and characterization process. A Remedial Investigation/Feasibility Study
(RI/FS) isdeveloped and analytical sampling, geophysical investigations,
modeling, and proof-of-principle testing are performed. Studies conducted
during this phase serve to establish the technologies or processes necessary to
remediate the particular site. This phase supports the selection of aremedial
alternative and project specific remedial goals, and the establishment of project
technical requirements and design criteria. Issuance of a PA/SI report, Site
Assessment Report, or Removal Action Report or equivalent will be the basis
for completing CD-0.

» CD-1, Approve Preliminary Baseline Range

Approval of the preliminary baseline range includes the completion of the
Proposed Plan, Statement of Basis, or equivaent (e.g., RCRA permit modifica-
tion). Inaddition to US DOE review, the US EPA, state, other stakeholders,
and Tribal Nations (as appropriate) review the Proposed Plan or Statement of
Basis. Approval of CD-1 allows the commencement of final design activities
including studies, specification/drawing preparation, other regulatory permits,
etc. Any long-lead procurement actions are also initiated at thistime. The
Proposed Plan/Statement of Basis and an updated schedule and estimate will be
the basisfor CD-1 and establishment of cost and schedul e baseline ranges.
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» CD-2/3, Approve the Start of Construction/Remedial Action

CDs-2/3 arefinalized upon completion of engineering and design sufficient to
allow the start of construction/remediation. With engineering completed, all
required environmental and safety documentation isin place and third-party
concurrences have been obtained; therefore, physical cleanup activity isready to
proceed. Often the design isdefined in specifications. This activity nominally
equates to the construction phase of a conventional project. Updated cost and
schedule baselines form the basis for approval of CD-2/3.

» CD-4, Approve Start of Stewardship or Remediation Complete

Upon approval of CD-4, operations and/or maintenance may begin (if that is
included in the project scope), or the project is closed. The completion or
closeout of a project consists of completion of all post-construction documenta-
tion required for the restoration activity and transfer of the site for alternative
use or longterm stewardship as prescribed by the ROD, permit, or Post-Closure
Plan.

6.2.3 Facility Disposition Projects

For decommissioning and transition work, project phases align more with conven-
tional projects. The CD process, asit related to disposition acquisition phases, is
presented in Section 2, Figure 2-2. Critical Decisions for disposition projects flow
asfollows:

» CD-0, Approve Mission Need

CD-0 is appropriate and consistent with conventional projects, except that
planning/feasibility cost estimates are focused more on tradeoffs involving
demolition verses stabilization and longterm oversight. Proof-of-principal
testing isidentified and performed during this period.

» CD-1/CD-2, Approve Performance Baseline

The CD-1 and CD-2 are a combined decision. This combined baseline approval
isidentified as CD-1. The existing conceptual information is folded into the
submission for baseline approval at the approximately 30 to 35 percent of
completion design. Thisis done with the understanding that a design is not
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conventional sinceit identifies activitiesthat may demolish or stabilize (entomb)
astructure, rather than performing conventional construction. The effort then
entersinto the detail or final design activity.

CD-3, Approve Start of Construction or Remedial Action

The design is complete; al required environmental and safety documentation is
in place; third-party concurrence has been obtained; and physical activity is
ready to proceed. Often, however, the completed design is more in the form of
specifications that can be used to obtain bids. Thisactivity (1) equalsthe
construction phase of a conventional project and (2) starts transition, deactiva-
tion, decontamination, and decommissioning. Therefore, the decision to
proceed to this portion of the execution phase is well documented and re-
viewed.

CD-4, Approve Start of Operations or Project Closeout

For decommissioning activities, CD-4 indicates that (1) al work is performed
and (2) the project is complete, or the site is ready to be turned over for aterna-
tive-uses, longterm stewardship or surveillance. Also, all environmental
documentation is complete.

6-6

PROGRAM AND PROJECT MANAGEMENT
Decision Pointsand Authorization (10/01/00)



Level of Activity

PROJECT PLANNING,
INTEGRATION, AND REVIEWS

PMI’'s Project Life Cycle Processes

Executing Process

Planning
Process

Closing
Process

Initiating
Process

Phase - Phase
Time —P-
Start Finish

Figure 7-1. Overlap of Process Groupsin a Phase

Figure 7-1, as represented by the Project Management Institute (PM1) illustration
of process group overlap, shows projects processes overlap and vary as a project
progresses over time. A tailored approach should be implemented to determine
the formality and rigor to be applied to the project processes. Factors such asthe
project’simportance to safety, worker, public health, environmental/regul atory
compliance, current level of knowledge, safeguards and security, programmatic
importance, magnitude of hazardsinvolved, financial impact, and schedule con-
straints should be considered.

The approval of CD-0 isthe formal initiation of aproject. The approval recog-
nizes that a new project exists and should continue to the next phase. Project
planning, integration, and reviews involve detailed iterative processes that orga-
nize and validate work that accomplishes the mission by an optimally approved
method.
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7.1

PROJECT PLANNING

Planning (1) ensuresthat essential el ementsare included in the implementation of
the project and (2) establishes the appropriate rigor and formality of documenta-
tion. Planning should address two objectives:

» Perform conceptua phase activities which include preparing a Project Execu-
tion Plan (PEP) and obtaining CD-1

» Perform further engineering to better define the scope, schedule, and total
project cost in an Approved Performance Baseline (CD-2).

The project manager establishes the content for the initia project-planning docu-
mentation and uses atailored approach to match the project size, complexity, and
risks to the planning elements. Planning should provide for the following activi-
ties:

» Determine and describe the organizations performing the conceptual and
preliminary design activities. Organizational descriptions should include
staffing levels and personnel qualifications.

» Develop technical objectives and stakeholder values that will form part of the
basis-for-decision criteriato select from alternative solutions.

» Identify and pursue needed process/technology research and devel opment.

» Develop alisting of imposed external constraints, such as Federal and state
laws and regulations, departmental directives, and program policies.

» Develop operational and closeout scenarios, including cost estimates to be used
inthelife-cycle cost analysis.

» Identify and analyze requirements and functions for the project deliverables.

» Assess specific risks to evaluate the impacts on functions, requirements, sched-
ule, cost and resources.

» Prepare aproject schedule including major milestones, activity start and
completion dates, time-phased resource needs, and critical path.

» Prepare cost estimates, including total estimated cost and related other project
costs that together represent total project cost.

» Identify annual funding requirements and life-cycle cost estimates.
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Evaluate environmental impactsincluding pollution prevention, waste manage-
ment issues, and a determination on NEPA documentation.

Prepare apreliminary safety/hazard assessment report.

Prepare an initial Work Breakdown Structure (WBS) and WBS dictionary. The
WBS should align with the main subsystem and major elements of the deliver-
ables.

Provide schedule and event-driven reporting to satisfy a project’s monitoring,
control, and oversight needs during the conceptual and preliminary design
phases. Planning should also provide for in-house reviews and independent
reviews to confirm self-assessments of work progress.

Provide for evaluations of various project performance reports, identification
and assessment of new issues, and development of corrective actions for
unacceptable deviations from performance norms.

Implement the process for obtaining Approval of Preliminary Baseline Range
(CD-1) and Performance Baseline (CD-2).

Project Planning involves (1) development of aformal project charter and subse-

guent Project Execution Plan, and (2) expanding the Integrated Project Team. At
this point management responsibility shifts from the program office to the project
manager, and the contractors.

Prior to the commencement of conceptual design, include the following in project
planning:

>

>

>

Mission need

Minimum technical functional and operational requirements
Proposed scope, schedule, and cost ranges

Preliminary environmental strategy

Planning for the application of systemsengineering (including value
engineering)

| dentification of project technical and organizational interfaces
Integration with other projects and activities

Technical and process development efforts.
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Prior to the commencement of execution, includethe followingin project planning:
» Project objectives

» Scope, schedule, and cost baselines, including contingencies

» Life-cyclecostanaysis

» Preliminary safety assessment

» Project controls, including baseline change control, change control thresholds,
and statusing

» Low-level procurement status

» Completion of National Environmental Policy Act (NEPA) documentation
prior to final commitment to an aternative

» Performance criteriathrough test, startup, and its verification and evaluation
» Testing, turnover, and startup

» Design, cost, and schedule alternatives

» Technical and process development status

» Configuration control

» Records management.

Other project planning documents should be included in the formal plan based
upon the needs of the individual project. Detailed guidance for generation of
these plans can be found in Practice 4, Project Execution Plan.

7.1.1 Project Charter

A project charter should be issued by the PSO to formally recognizes the existence
of the project. The charter includes a description of the project mission and a
description of the product or service the project will create. The Federa project
manager and other key project personnel are identified in the charter along with a
brief outline of individual responsibilities. The project manager shall be held
responsible and accountable for ensuring the successful completion of the
project.
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7.1.2 Project Acquisition

A proposed project organization will be defined by the Federal project manager
and included in the PEP. A proposed contractor project organization will be
defined by the contractor project manager. Thiswill aso beincluded in the PEP,
Asfar as practicable, the two organizations should consist of personnel having
similar technical responsibilities. Both definitions should include the organiza-
tional structure; identify the project manager and other key personnel; define
individual roles, responsibilities, authorities, and accountabilities; and define
division authorities for the project manager.

The project charter (1) provides the project manager with the authority to apply
organizational resources to project activities, and (2) should be included in the
PEP when drafted.

7.1.3 Integrated Project Team

The Integrated Project Team (IPT) (described in Section 5.1.11) may be expanded/
reduced/modified by the Federal project manager as necessary to support each
project phase. Contractor support, asidentified in the Acquisition Plan, will be
identified and obtained, and the Contractor project manager assigned as a member
of the IPT. The contractor’s project team will similarly change as the project
progresses and project needs change.

Project rolesand responsibilities of the DOE and contractor member s of the
| PT shall be defined and documented in the PEP and/or formal memoranda
of understanding if not covered in the PEP. Job descriptions for IPT members
should be devel oped and issued.

Additional specific personnel resources required to accomplish project objectives,
scope, schedule, and cost are identified and assigned as IPT members. These
include a cross-functional group of personnel from safety, environmental, quality,
and operations or, appropriate facility user disciplines.

Asthe project progresses from the conceptual to the turnover, the IPT expands,
contracts, and evolves. Some early members might not continue past their initial
purpose. Resourcesto consider include the following:

» Operations/Maintenance/Construction » Financial Management
» Safeguards and Security » Contracting/Purchasing
» Environmental, Safety, and Health » Legd
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7.2

» Engineering » Human Factors Engineering
» Waste Management » Radiation Engineering
» Quality Assurance » Budgeting/Project Control.

INTEGRATION

A project manager hasthree general responsibilities on a project: resource man-
agement, planning and control, and coordination. Project integration is the sum-
marization of these responsibilities. It involves processes of |eadership, planning
and execution that keep a team focused on completing the project.

Project integration is the heart of project management. The work of multiple
organi zations performing numerous i nterdependent tasks must be carefully
planned, integrated and executed if the project isto succeed. Thiswork involves
adynamic process. Maintaining the project focus requires leadership, manage-
ment abilities, common sense, technical ability, and hard work. Because project
integration involves planning, execution, and control, these next sections discuss
the Project Execution Plan, project execution, change control of configuration
management, and project turnover.

7.2.1 Project Execution Plan

Development of aformal, detailed Project Execution Plan (PEP) by the IPT
shall be performed for all projects. A PEP summarizes critical information and
documentation necessary to manage the project. This plan uses the results from
all the planning processes and combines them into aformally approved document
used to manage and control project execution. The PEP is aso the primary
agreement on project planning and objectives between the Headquarters Program
Office and the Field.

The Project Execution Plan is developed by the project manager using an inte-
grated, systematic approach that ensures a project management system based on
effective management practices that are sufficiently flexible to accommodate the
size and complexity of the project. Organizational policies, constraints, and
assumptions are a so inputs into the development of the plan.

A structured planning methodology should be used to develop a PEP. Site-
specific methodologies may exist at some locations, and government contracts
may specify methodologies in some cases.
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Steps to consider in preparing a PEP include

» organizing and preparing aWBS and WBS dictionary.

» identifying and sequentially organizing project and activity durations.
» identifying project participant’sauthoritiesand responsibilities.

» performing critical path calcul ations and establishing project duration.
» interfacing the organizational breakdown structure with the WBS.

» establishing aprogress (performance) measuring system.

» communicating results, reviews, and revisions.

Oncethe project planning methodol ogy is established, the combined skillsand
knowledge of project team members and external stakeholders are used to maxi-
mum advantage in developing the PEP. The project manager builds the team as
they build the plan, developing both mutual consensus and a sense of ownership.

As more project information becomes available, the PEP changes. To support
Critical Decision-1 and -2, adraft Project Execution Plan and final Project Execu-
tion Plan are required and maintained current.

The elements of the PEP include the following (DOE O 413.X)
» Mission-need justification/project objectives
» Project description

» Organizational structure: roles; responsibilities, authorities and accountabilities
including decision authority for Headquarters, field element, program and
project management; and accountabilities including aformal memorandum of
understanding

» Resource requirements

» Lifecyclecost

» Integrated Safety Management Plan

» Project scope, schedule, and cost baseline ranges/performance baselines
» Description of the baseline change control process

» Risk management planincluding risk analysisand risk handling, and
contingency
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» Project controls system and reporting system
» Acquisition Plan or procurement plan
» Alternatives, tradeoffs

» Technical considerations, particularly technical and process devel opment efforts;
environment, safety and heal th; configuration management, and systems engi-
neering

7.2.2 Project Execution

Execution comprises the longest and most costly phase of a project and isthe
phase where controlling, directing, progressing, and reporting are most important.
Project execution includes project phases that extend from the compl etion of
conceptual design to turnover for operations. Execution thus extends from CD-1
to CD-4, and includes preliminary design, final design, construction, testing and
turnover, and is the summation of these activities with completion of the deliver-
ables.

The process of project execution will require the project manager to coordinate
and direct the various physical, contractual, technical, financial, and organiza-
tional interfaces that exist during thistime. Thisis particularly important because
the execution phase is the portion of the project that requires the most resources
and when mistakes result in the greatest schedule and cost impacts.

The success of the construction and turnover portions of project execution are
dependent upon decisions made during the design. Therefore, the project manager
needs to maintain an awareness of the design philosophy being pursued; design
products planned; contracting/purchasing practices, methods and procedures,
environmental, safety, health, and quality requirements; fabrication and construc-
tion practices; closure of construction and procurement contracts; and SSE check-
out, testing, and acceptance. Because of these varied and demanding require-
ments, the IPT is at its greatest number and has its greatest diversity during the
execution phase of the project. The execution phase is also the project phase that
requires that a project manager (and the IPT) be given (1) significant project
authority and (2) support of upper management.

The success of an execution phase is dependent upon design efforts: preconcep-
tual, conceptual, preliminary and final design. No amount of careful construction
management or contacting can guarantee success if the design isflawed. Thisis
because the products of the design—defining requirements, devel oping baselines,
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and developing planning for the remainder of the project—form the basis of all
future project activities.

For the above reasons, construction management plan is heavily dependent upon
the design phase of the project. And thisisthe reason that the IPT needsto
include construction, maintenance, and operations-type personnel throughout the
design process. Theintent of these “precautions’ is that approval of significant
design or scope changes after preliminary design may be difficult to implement,
since hardware is impacted and changes require the review and approval of the
change control board.

During the construction phase of the project, the important elements for success
include

» clear contract, procurement, and construction contractor requirements.

» effective management and control of scope, schedule, cost, and contingency.
» efficient change control.

» well-planned commissioning and acceptance.

» oversight and management of subcontractors and vendors.

In order to assist the project manager and the IPT to perform their assignments,
the following systems are available for their use:

Integrated safety management system. Assuresthat safety isincluded in all
project planning documents, especially construction work packages. Required
|SM practices are imposed on all project suppliers, contractors, and subcontrac-
tors, as appropriate. And finally, that safety audits are implemented, and incidents
and accidents are promptly and adequately investigated, learned from, and re-
ported.

Quality management process. Provides assurance that necessary quality features
are included in design documents; audits and appraisalsto identify system defi-
ciencies are performed, documented and tracked to closure; inspections are per-
formed as required; deficiencies are noted and corrected; and project deliverables
meet project mission requirements.

Resource management process (Section 7.1.4). A structured system that continu-
ally evaluates the resources availabl e to the project and compares availability to
forecasted project needs. This process continually attempts to identify qualified
personnel to assist in project execution.
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Configuration management process. Assures changesto established project
baselines are documented, evaluated, and considered at the proper management
level for acceptance or rejection. This system also documents all requests-for-
changes, justification for changes, and final decisions concerning changes.

Each project should insist that any individual requesting a change become the
“gponsor” of that change and be responsible to complete the change request form
identifying scope, schedule, and cost impacts to the project and any associated
activities. The use of a change-request checklist is encouraged. Configuration
management should also assist in preparing, documenting, and submitting CD
requests.

Documentation and data management process. Assuresthat all essential project
documents are prepared, identified, reviewed, approved (as appropriate), repro-
duced, distributed, filed, and dispositioned at project completion. Also assures
that only the latest versions of approved design and construction documents are
being used. The documentation process should assure the completion of design
reviews, prompt response to review comments, and track comments towards
closure.

In addition, this process should assure the receipt of specified contractor, subcon-
tractor, and vendor data, and its review, approval, and acceptance. This process
will prove especially valuable during the turnover and project closure activities,
particularly in obtaining as-builts of all structures, systems, and components.

Two major functions of the project manager and the IPT isto prepare project
status reports and to prepare and present project status review meetings. Properly
planned and presented, these efforts reduce the number of information requests
imposed on the project. These two activities are to be timely, informative, and
accurate.

7.2.3 Configuration Management and Change Control

Configuration Management isaformal, documented change-control system.
Rigorous surveillance and control of project baselines are warranted for even
simple projects. Configuration Management includes identifying and document-
ing the functional and physical characteristics of an item or system; controlling
changesto such characteristics; recording and reporting a change and itsimple-
menting status; and auditing items and systemsto verify their conformance to
requirements.
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The project manager shall control changesto ensure changes areidentified,
coor dinated and communicated, and that each approved change benefitsthe
project. Project management is dynamic and following a predetermined planis
insufficient. All change requests shall be documented, evaluated for project
impact, approved and reconciled with the approved project baseline before
physically implementing a change. Further discussion is provided in Section 14.

Change control systems shall include Change Control Boards (CCB) that are
responsiblefor reviewing and approving or reecting changerequests. The
authority and responsibility of a CCB shall be defined in the CCB charter
and agreed upon by key stakeholders.

Opportunities to improve performance, lower cost, or shorten schedule often arise
during project execution. Alternatively, issues arise during project execution,
some of which can threaten the success of the project. When an issue or opportu-
nity occurs, time should be taken (1) to identify and understand the issue (2) gain
opinions on what the actual issue is and (3) understand the possible consequences
of alternative actions. When an issue arrises, a course of action should be identi-
fied; consensus sought; and corrective action plan developed and implemented.
To minimize the number of major changes, and promote program stability, issues
should be resolved as quickly as possible.

7.2.4 Project Turnover

The project manager, with the support of the I PT, shall establish a turnover,
occupancy, stakeholder acceptance, and user-acceptance process that in-
cludes punchlist item resolution, user walkthroughs, and verification of
requirement compliance and system startup for proper operation. An early
turnover activity should be a memorandum-of-understanding with a user to
document the extent of the turnover package; for example, spare parts, manuals,
procedures, vendor data, and so forth.

Structure, system, or component checkout and testing is demanding, and reward-
ing as the project team realizes success as structures, systems, and components are
tested and accepted. A key activity isthe preparation and approval of test proce-
dures, and the organization of test teams. Procedures are prepared by personnel
who are part of the test teams. User organization personnel are also part of the
test teams. An important concept of acceptance testing is“Don’t lose momen-
tum!” When testing begins, the project manager assures testing continues safely,
to the extent possible, without interruption.
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7.3

The project manager and the IPT remain involved, as requested, in the Readiness
Assessment/Operational Readiness Review process. This makes those efforts
more efficient in time and resources.

The project-execution phase is challenging and may be frustrating, but is reward-
ing. A key to aproject’s success during this effort is detailed continuous advance
planning, good communication, qualified support personnel, and remaining fully

committed and involved.

REVIEWS

Reviews are part of the planning process and are used to assist the project man-
ager in developing project plans and validating that the project mission will be
met. Reviews provide information to help make decisions, and demonstrate and
confirm a project’s accomplishments at various stages. The objectives of reviews
include:

» Ensure readiness to proceed to a subsequent project phase.
» Ensure orderly and mutually supportive progress of various project efforts.

» Confirm (1) functional integration of project products and (2) efforts of organi-
zational components.

» Enableidentification and resolution of issues at the earliest time, lowest level,
and lowest cost.

» Support event-based decisions.

» Control risk.

7.3.1 DOE Project Review

Peer and/or independent reviews are an important project management tool and
serve to verify the project’s mission, organization, development, process, baseline,
progress, etc. Reviews may beinitiated internally by the project to provide assur-
ance of a particular technology or other facet of the work, or may be independent
and conducted by an external, nonadvocate, organization. Reviews may be
scheduled or unscheduled to meet a specific objective or need to a particular
project event such as a budget validation or arequest for aCD. The scope of a
review is dependent on the cost/complexity of the project and its current status.
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The project may also experience reviewsthat are initiated by other governmental
agencies, such as the Government Accounting Office, Office of the Inspector
General, Defense Nuclear Facilities Safety Board, or others. These reviews need
to be conducted with as little impact to the project as possible.

For all projects, the appropriate AE conducts a quarterly project performance
review with the Federal Project Manager and staff. The contractor may participate
in thisreview as appropriate. OECM isinvited to participate in all performance
reviews for projects with a TPC over $5M.

For MS projects the PSO participatesin the review process; quarterly reviews for
other projects with TPCs of less than $100M may be delegated to a program
manager or operations office/field office manager.

The DOE recognizes that independent reviews are valuable in assessing the status
and health of its projects. An independent review is conducted by a non-proponent
of the project. Independent reviews may be combined for efficiency, as appropriate.

7.3.1.1 External Independent Reviews

An External Independent Review (EIR) is conducted by reviewers outside the
Program. The OECM, in conjunction with the program and project, selects an
appropriate contracting agency to contract for such reviews, excluding the M& O/
M& contractors. The EIRs are managed by OECM. OECM coordinates all such
reviews with the appropriate PSO to define review scope, choose an optimal time
during the acquisition process, minimize impact on the project of conducting
multiple reviews, and evaluate credentials of potential reviewing organizations
and individuals.

7.3.1.2 Independent Project Review

An Independent Project Review (IPR) is conducted by reviewers within the
Department. The Deputy Secretary as SAE, or the PSO and the Operations/Field
Office Manager and Program Managers and Federal Project Managers, can autho-
rize or conduct IPRs asrequired. The OECM isincluded as an invited observer
for al planned reviews. The PSO or operations office/field office manager may
request IPRsfor any project. The OECM coordinates the extent of participation
on a case-by-case basis with the appropriate organization. Committee members of
an IPR team are not drawn from the responsible program office within a program
secretarial organization, related contractors from the project office, or arelated
funding program.
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7.3.1.3 Independent Cost Estimates

The Independent Cost Estimates (ICE) are used primarily to verify project cost
and schedule estimates and support the CD-2 process in establishing project
performance baselines. |CEs are part of the performance baseline EIR. AnICE
may be requested at other times and for other reasons. The OECM functions as
DOE’s agent to establish contracts for ICEs. The ICEs are documented in formal
reports submitted to the SAE/AE by OECM. Each ICE is reconciled with the
current program office estimate by the Federal project manager.

7.3.1.4 Types of I ndependent Reviews

The following reviews must be conducted on all projects over $5M:

» Mission Need IPR. Thisisalimited review of the project prior to CD-0. It
validates the mission need and the funding request.

» Performance Baseline EIR. Thisisadetailed review of the entire project,
including an ICE, prior to CD-2. It verifies the mission need; validates the
proposed technical, cost, and schedul e baseline; and assesses the overall status
of the project management and control system.

» Execution Readiness EIR or IPR. Thisisagenera review of the project prior
to CD-3 that may range from an abridged review of specific areas within a
project to acomprehensive review of the entire project. Asaminimum, it
verifies the readiness of the project to proceed into construction or remedial
action. Thisreview isan external review for M S projects, and an internal
review for other projects. OECM shall be provided the I PR report for
preview prior to thecritical decision meeting.

7.3.2 Project Reviews

Reviews communicate information on current status, progress, compl eteness,
correctness, or work completion. Reviewsinclude users, suppliers, contractors,
managers, stakeholders, and peers. Under the direction of the project manager,
the project shall organize, schedule, and present project reviews based on
user needs (tailored approach). One or more of the following types of reviews
are performed in support of DOE projects:

Regular/Periodic. Involves project status, trends, and design progress for sys-
tems and interfaces, quarterly reviews, peer reviews for development work, and so
forth. All are an integral part of ongoing project activities.
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Special Areas of Concern. Involve critical technology, hazards—some of these
reviews can be planned and budgeted in advance, others will be on an as-needed
basis. All such unplanned reviews are funded from “contingency.”

Event-Driven. Involves mission validation, SAR, baseline validation. These
reviews are necessary to obtain approval to proceed to follow-on project phases.
These reviews are an integral part of a project and are planned in advance; most
are performed by independent panels.

Unscheduled. Could involves GAO, DNFSB, DOE HQ or the user. Generally
performed on projects with high congressional visibility or projects that experi-
ence schedule or cost difficulties. For large visible projects, these reviews should
be anticipated and planned, including both schedule and cost.

Reviews are an important project activity and shall be planned as an integral
part of the project, based on project complexity, duration and Critical Deci-
sion points. Additional reviews may be requested by the user or management.
The project manager must establish a balance between a need-to-inform and the
cost of reviews.

Reviews determine if a product (drawings, analysis, or specifications) is correct
and will perform its intended functions or meet requirements. These reviews are
peer or internal reviews and are an integral part of the project test and evaluation
effort and should be planned as such.

Reviews are also performed to determine the current condition of a project or
activity. For example, progress towards completion, compliance status, or readi-
nessto proceed. Reviews could include items (project baseline, requirements,
subsystem, or the project end product), or activities (planning, design, or construc-
tion). These reviews can involve management and/or the user. Products from
these reviews include review plans, review reports, action item lists, and action
item resolution reports.

Reviews are generally organized and provided by project personnel, including
contractor and subcontractor personnel. Others are used when needed by technol -
ogy experts, engineering management, senior management, the end product user,
and appropriate stakeholders. A review has a specific objective and the perform-
ers plan the review to meet the objective. Review information is generally pre-
sented in a meeting setting with the review participants questioning the presenters
to assure a thorough understanding of the material. Unresolved issues are placed
on an action-item list and the action assigned to individuals for resolution within a
specific performance period. A review report is prepared. It summarizesthe
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results of reviews and includes alist of unresolved or open issues and responsible
personnel. Resolutions of unresolved issues noted during areview are docu-
mented. Critical design reviews, CD-0 through CD-4, are held during a project
life cycle. This assesses the status of a project in order to obtain an approval to
proceed to the next phase.

7.3.3 Technical Reviews

Technical reviews are necessary when uncertainty exists about the outcome of a
project effort. If adesignisnew, untried, or unproven, and no standards against
which judgements regarding viability can be made, then areview by appropriately
trained and knowledgeable peersisin order. Specific types of reviews can in-
clude:

» Alternative Systems

» Constructability

» System Requirements

» System Functional

» Preliminary Design

» Detailed Design

» Technology

» System Verification

» Physical Configuration Audit

» Test Readiness

» Functiona Configuration Audit
» Operability and Reliability, Availability, and Maintainability (RAM).
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7.3.4 Decision-Point Reviews

Decision-point reviews verify that sufficient (often prescribed) progressis
achieved, level of information is developed, and requirements are satisfied to
effectively initiate performance of subsequent activities.

The nature of decision-point reviews (excluding CD reviews) can be project-
control-systems oriented, technically oriented, or both. The higher level the
decision, the greater the need to have a mixed review. Depending on the project
needs and the purpose, the scopes of decision-point reviews vary; they can range
from simple reviews of minor project elements to critical decisions of which five
exist. Thefive project critical decisions are described in Practice 14, Critical
Decision Packages.
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8.1

8.2

SYSTEM/VALUE ENGINEERING

The primary goal of the systems engineering process is to transform mission
operational requirements or remediation requirements into system architecture,
performance parameters, and design details. Beginning with the definition of a
need, the systems engineering processis viewed as a hierarchy that progresses
through a baseline and ends with verification that the need is met, including
interfaces, fit, and completeness. The application of systems engineering to a
project istailored to the project’s needs.

INPUTS TO SYSTEMS ENGINEERING

The purpose of the mission need definition process establishes a foundation for
proceeding with a project by understanding, confirming, and documenting the
mission-need being addressed and the criterion for success. The initial state
(current situation) and the desired final state (desired outcome) is defined, along
with ahigh-level set of project deliverables and performance requirements that
change aninitial state to the final state. The mission need definition is completed
in order to reach CD-0, and al documents should be provided to the project
manager. A project manager shall review CD-0 documentation and ensure
top-level deliverables and/or functions have been defined.

FUNCTIONAL ANALYSIS
Shown in Figure 8-1, Functional Analysis and Allocation, is the iterative process

of breaking down top-level project deliverables or functions into successive levels
of subfunctions.

Top-Level Functions  ———| Functional Analysis and Allocation — Function Hierarchy

Breaking down functions into a hierarchy of
Top-Level Quantified functions and subfunctions until discrete Function Allocation to Structures,
tasks can be defined and related to mission [ > Systems, or Components

originating requirements. Functions and
subfunctions are allocated to structures, sys-
External Interfaces —————| tems, or components. — Functional Flow

Performance Requirements

Figure 8-1. Functional Analysis and Allocation
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8.3

A project manager performsthis analysisto develop the subfunctions that are
necessary and sufficient to accomplish the top-level functions. These
subfunctions form the key input for the Work Breakdown Structure (WBYS).

The WBSisadeliverable-oriented grouping of all project elements (technical and
nontechnical) shown in graphic display to organize and subdivide the total scope
of the project. Thetop-level set of functions are defined and documented in the
preconceptual design phase. Asthe activity progresses through the conceptual
and the preliminary design phases, initial functions are decomposed at each level
into subfunctionsto identify all the necessary and sufficient subfunctionsto
accomplish the parent function. Thisis an iterative process that occurs as more
information becomes available, such as studies and design selection.

At each level (system, subsystem and component), subfunctions are identified
based on the functions, requirements, and resulting design decisions from the
previouslevel. Asthelevel of detail increases, the subfunctions are allocated to
systems, subsystems and/or components.

For complex activities, afunctional hierarchy diagram may be used to depict the
breakdown of functions into subfunctions. Also, afunctional flow block diagram
may be generated to show the logical relationship of functions or subfunctions at
the system or subsystem level (See Practice 13). The functional flow diagram
may be used as atool to analyze and model system behavior. An allocation

matrix can be used to document which system, subsystem, or component performs
the function and subfunctions.

REQUIREMENTS ANALYSIS

Requirements Analysisis conducted to identify the necessary and sufficient set of
performance requirements, design constraints, and interface requirements for each
function. Generally, the project manager would perform this analysis for each
identified function.

Performance requirements state how well the solution should perform the func-
tion. Requirements may be imposed on the design solution (design constraints) or
be related to interfaces between systems (interface requirements). Identified
requirements may result from the functions and requirements from the next higher
level, or derived from an aternative study. Regardless of the source, each
requirement shall have a documented basis. The depth to which thistype of
analysisis conducted for agiven project is based on project risk and complexity,
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consistent with the depth of functional analysis performed. It may be performed at
each level for large projects or at the system level for small low-risk modifications.

Therequirementsanalysisand alocation step isillustrated in Figure 8-2.

Function Hierarchy ~——8—» ‘ Performance Requirements
Requirements Analysis and Allocation Allocation to Functions

ified Perf -
Quantified Performance Performance requirements are identified

Requirements 7 and allocated to functions. Design
congtraints are allocated to structures, |, System Interface
External Interfaces —— 3| systems, or components. Interface Requirements
requirements are identified for system-to-
Alternative Design system interfaces.

Selection Design Congtraints Allocated

to Structures, Systems, or

Environmental and Safety
> Components

Studies and Analyses

Figure 8-2. Requirements Analysis and Allocation

Aninitia top-level set of requirementsis established and documented during the
preconceptual design phase. Additional detailed requirements are developed
during the conceptual and preliminary design phases.

Design constraintsidentified for systems are typically traceable to national codes
and standards, DOE Orders, specific site standards, permits, Federal and state
regulations and statutes, trade-off/alternative studies, and experience with similar
systems. Because design constraints constrain the design of structures, systems,
or components; they are alocated to structures, systems, or components rather
than to functions.

The characteristics at the interface of two systems are used to identify and impose
requirements (Examples: functional, performance, constraints or physical) on the
interfacing systems. These are identified as interface requirements.

Practice 13, System/Value Engineering, provides a complete description of the
methodology for conducting alternative studies, inclusive of guidance on appro-
priate level-of-effort activities.
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9.1

ALTERNATIVE ANALYSES AND
TRADE-OFF STUDIES

Alternative analyses and trade-off studies are performed to select subfunctions
that satisfy established performance requirements. A synthesis process translates
the functional allocation into a physical architecture by grouping functions and
subfunctionsinto logical physical elements that will make up the end product.
These physical elements are composed of hardware, software, material, data,
facilities, people, services, and/or processes. Alternatives are analyzed to deter-
mine which best satisfies allocated functional and performance requirements,
derived requirements, interface requirements, and constraints. A synthesis pro-
cess defines and integrates physical architectureto alevel of detail that enables
verification that the functional and performance requirements have been met. The
process tranglates the architecture into specifications, baselines, and a Work
Breakdown Structure (WBS).

ALTERNATIVE STUDIES

As necessary, the project manager should obtain alternative studies and provide
recommendations as to which of the alternate “ methods’ should beincludedina
given project or activity. An alternative study can be ssimple, requiring little effort
and minimal documentation, to one requiring time, effort, and extensive reporting.
The less the consequences of selecting one alternative over another, the less
justification needed (See Figure 9-1).

Function Hierarchy —————| Alternative Solutions, Evaluation,

and Selection
Performance

Requirements — | Alternaivesidentified to meet necessary
and sufficient requirements and con-
Design Constraints > straints.  Alternatives evaluated against
risk, schedule, cost, and other decision
criteria. Select the preferred alternative.

— Preferred Alternative Selected

—— Alternative Evaluations Report

Mission Goals and

o —_—
Objectives
Figure 9-1. Alternative Solutions, Evaluation, and Selection
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Within the DOE process of project management the use of aternative studiesisan
integral part of the planning process. Alternative studies take the defined scope
and establish avalidated design.

Alternative studies are to betailored to the intended application, inclusive of
timing within the framework of the activity. Alternative studies are applied at all
stages of the design process and may even be applied at the individual system
level or component level. At theinitial project level, the study should fully
consider all life-cycle cost impacts as input into making final decisions concern-
ing which aternative to pursue.

The aternative study processis a THREE-step process at minimum, as follows:
(1) delineate the deliverables or function and requirementsthat are required
(2) identify alternativesthat can meet the deliverables or function and requirements

(3) evaluate and select one of the alternatives.

For slightly more complex decisions, these steps are augmented with the establish-
ment of criteriato be used in making the alternative selection. These criteriaare
selected such that they are independent of each other and provide adistinction
among the alternatives. Criteriais selected based on goals, objectives, and re-
quirements. For highly complex applications, criteria are weighted to establish
their relative importance in the decision-making process. Alternative studies are
generally reported as a section of the PEP or as an Alternative Study Report.

9.1.1 Value Engineering

A value engineering (VE) study isan alternative study. Thisstudy evaluatesif
thereis a*“better” value approach than the approach currently specified. Value
engineering requires that atechnical approach has been already selected. The
project manager should employ value engineering studies where appropriate,
particularly to differentiate between repair, upgrades, new capability, etc.

A value engineering study is not synonymous with a cost cutting activity. How-
ever, this conclusion isanatural observation about any activity geared toward a
“better” approach than that currently baselined; “ better” usually meaning less
costly. Theterm baselineis not limited to the traditional definition of having firm
commitments, via CD-2 approval. Instead, this means that a preferred choiceis
identified and is being used as a basis for ongoing project work. By contrast, at
the same stage of design, an aternative study has not yet selected a preferred
approach (or the preferred approach has been determined to be unsuitable).
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9.2

One distinction between VE and other alternative studiesisthat alternative studies
are focused at a specific project level and often impose restraints on the alterna-
tivesto be considered. In value engineering, the life cycle of an activity (Ex-
ample: mission definition through decommissioning) is to be considered. The
only constraints that should be considered in VE are those identifying the starting
point for the study scope.

Consistent with the concept that VE is based upon identifying alternativesto the
current approach, the optimum timing for use of VE is between conceptual and
preliminary design. Earlier than thisthereisusualy insufficient detail to enable a
full-scope evaluation (Example: from mission identification through decommis-
sioning). Later than thisthereis often such an extensive investment in the se-
lected approach that even highly valuable alternatives have insufficient benefit
due to the effort required to implement the change, as opposed to the effort re-
maining asis.

Practice 6, System/Value Engineering, provides a complete description of the
methodology for conducting alternative studies, inclusive of guidance on appro-
priate level-of-effort activities.

DESIGN VALIDATION AND VERIFICATION

A design validation and verification activities are conducted during the project life
cycle to ensure that a project meets the defined mission by fulfilling the identified
functions and requirements. Validation focuses strictly on the requirements and
ensures the right problem has been defined. Verification focuses on the design
solution for the validated requirements and ensures that the problem is solved.
The formality and rigor of the conduct and documentation of validation and
verification are commensurate with the associated risk, and the complexity of
structures, systems and equipment.

9.2.1 Design Validation

The project manager should validate that the devel oped requirements are compl ete
and technically adequate with respect to the mission, and are consistent with each
successive developed layer of detailed requirements. Thisisdone by assuring that
requirements flow down from the facility to systems, to appropriate components,
andfinally to atask. Validation (1) includes acompleteness check of the system-
to-system interface requirements, and (2) ensures that these interface requirements
link to an appropriate interface control documentation where necessary.
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9.2.2 Design Verification

The project manager shall verify selected solutions meet validated require-
mentsfor high-risk structures, systems, and components. Verification meth-
ods that can be used include analysis, design reviews, system and component
testing, and proof-of-principle demonstration testing. The rigor of verification
performed isbased on risk. Selected high-risk components can undergo severd
design reviews as well as testing to mitigate uncertainties associated with the
identified risk. Also, proof-of-principle design demonstrations can be used for
selected high-risk items where the test results help to define requirements and
refine the final design.

9.2.3 Post Construction Verification

After construction, the project manager shall test and inspect systemsin
accor dance with the validated requirements and developed functional accep-
tancecriteria. Post construction verification ensures that functions and require-
ments are fulfilled; installed components work together as intended; and working
systems perform as prescribed by mission needs. Post construction verification is
usually accomplished through testing.
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TECHNOLOGY DEVELOPMENT

Technology devel opment identifiestechnol ogy goals and devel ops, demonstrates,
and implements new technol ogies that support the project mission and reduce
project risk. Technology development provides sufficient design input to permit
detailed design. An early problem indicator of aneed for atechnology develop-
ment program isthe risk analysisresult(s). A second important indicator isthe
inability to define or meet project functions and requirements.

To resolve these problems, atechnology development program isimplemented that
iswell defined and structured, yet flexible. Thisisachieved by establishing goals
and objectives, including aclearly defined path for technol ogy devel opment activi-
ties, and the completion and turnover of deliverables.

10.1 TECHNOLOGY DEVELOPMENT PLAN

For projects requiring technology development, the project manager develops a
proj ect-specific Technology Development Plan and incorporatesit into a PEP.
Thisplan iskept current aslong as technology development activities described in
it are being conducted. The format of a plan follows the outline provided in
Practice 5, Technology Management. Variations on this approach, such as
roadmayps, decision matrices, and so forth, may be used when deemed appropriate
by the project manager or an assigned technology development manager.

Because of the need to maintain flexibility in technology development, theimple-
menting process can not be overly prescriptive. There are key pointsto consider
in order to keep a process focused and controlled, as follows:

» Establish goalsand objectives.

v

Define scopes and responsibilities.
» Identify deliverablesto be completed prior to starting project design.

» Allow structured flexibility to evaluate alternatives and adjust to process and
equipment development findingsand failures.

» Clearly defineany required test, including anticipated results.

» Definedevelopmental risk and uncertainty.
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» Establish aschedulefor completing technology development activities.

» Completetechnology development tasksearly in preliminary design; Proof-of -
Principle tasks can continue into final design but should be considered high
risk.

» Manage the technology development program asaWBS element and asa
subcontracted effort; that is, change control and program reporting.

» Link development actionsto information needs: functions, requirements, risk,
and design.

» Control changesto the technology development plan.

» Periodically review the technology development program, preferably at the
completion of each project phase. A review should focus on project/design
maturity and research peer review.

» Establish aformat and processfor submitting technology development results
to the project

» Definethelevel of technology development support required after the planned
technology devel opment iscomplete.

Other sources of information that help define atechnology development program
include:

» Project mission statement

» Project schedule

» Project Execution Plan

» Lessonslearned from other DOE projects

Participation in technology development varies based on the nature of the technol-
ogy being devel oped and the phase of the development activity itself. Generally
participantsinclude:

» Technology development organization (serves astask lead for planning and
implementing technol ogy development activities).

» Designauthority
» Program manager

» Project manager
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10.2

» Engineering (Design and Systems) and project controls
» Specidists

» DOE

» User

Theresults of atechnology development activity areintended (1) to identify new
technological approaches to resolve existing problems, and (2) to verify that a
technology isadequate. Establishing user expectationsis essential to ensuring that
appropriate measures are established and pursued to solve the problem. Primary
customersincludethefollowing:

» Designauthority

» Designengineering
» User

» Project manager

» DOE

TECHNOLOGY DEVELOPMENT FINAL REPORT

Upon compl etion of the technology development activity, atechnical reportis
provided that documents the results of the devel opment activity and the recom-
mendations for the project’s path forward. This report includes any design, con-
struction, operations, and maintenance constraints that are identified. The report
should also identify the impact of results and recommendations on aproject’s
schedule and cost.
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11.1

RIsk MANAGEMENT

Throughout a project, risk management is used as amajor input for a quantitative
evaluation of the probability of successfully defining and implementing the
activity. Thisevaluation begins at the “mission” level for new ventures, sequen-
tially proceeding through implementing projects, subprojects, and other activities.
At each step, the evaluation is an estimate of the potential impact that risk could
have on activity and defines strategies about how to best proceed.

Key decision makers should understand the nature, quantity, and impact of risk in
order to make informed decisions.

The benefit/cost analysis and thus the decision to proceed with an activity is
influenced by therisk involved. Such a decision needsto include a clear under-
standing of the mission to be accomplished and why this mission needs to be
implemented. Risk decisions should include stakeholder input.

PROCESS

Risk analysisfollows a six-step process: risk awareness, risk identification, risk
quantification, risk handling, risk impact determination, and risk reporting and
tracking. See Figure 11-1.

Risk mitigation activities (subsequent to those at project preconceptual planning)
are the responsibility of individualsidentified in the Risk Management Plan.
These responsibilities do not change unless the Risk Management Plan is revised.

11.1.1 Risk Awareness

The project manager shall develop a Risk Management Plan. Thisplan (1)
identifies the scope of the project’s risk definition and defines interfaces with
other entities, for example, other projects, facilities, and organizations, (2) delin-
eates the methodol ogy that will be used to identify and quantify or assess risks,
(3) assigns personnel and/or organizational responsibilities, and (4) provides risk
tracking and closure mechanisms. For smaller projects, the Risk Management
Plan may be included in the PEP.
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Figure 11-1. Risk Management Functional Flow Diagram

The Risk Management Plan is maintained throughout the life of aproject, includ-
ing updating references and basic information to reflect prior risk assessment
activities. Ascompared to theinitialy developed plan, other planning changes
may be appropriate, depending on how the project isevolving . However, the
Risk Management Plan is devel oped once and then periodically maintained.

11.1.2 Risk Identification

Risk identificationisinitiated through risk screening. Thisscreening, performed
against an established set of trigger questions, (1) identifies significant potential
risks associated with a project and (2) focuses on the ability to design and execute
the proposed project and to operate the resultant facility.

The process identifies “ potential” project risks (e.g., cost, schedule, technol ogy),
preparing clear-risk statements with corresponding bases as flagged in the risk
screening step. When defining risks, the level of detail is commensurate with the
stage of the project. For example, during project preconceptual planning, new
technology isbeing considered. In describing thisrisk, it can have applicability not
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only to the technology area but also to the potential resources, design complexi-
ties, testing, interfaces—among systems and components within the project scope
and with external entities, or procurements.

The degree to which these details are applicable to the project are unknown at the
preconceptual planning stage. However for risk purposes, they should be “ex-
pected” and considered in risk evaluation and be identified as potential cost and
schedule impacts even if thereis only onerisk identified. Thisis sufficient, since
an early objective of arisk analysisisto establish a sufficiently accurate planning/
feasibility of scope, schedule, and cost to ensure that the program can be success-
fully implemented.

The difference in arisk identification process between an initial risk assessment
and subsequent risk assessmentsisthe level of detail expected as a project ma-
tures. Asmore information becomes available, previously identified risks are
divided into discrete risks to better facilitate the handling and tracking of both
risks and associated action items.

11.1.3 Risk Quantification

Risk quantification follows the process documented in the Risk Management Plan.
Using one of the methods described in Practice 8, Risk Management, thisis based
on acombination of risk probability and consequence. If theinitia processis
revised, the new process selected isreflected in revising the Risk Management
Plan.

11.1.4 Risk Handling/Response

For each identified risk, therisk handling strategy is reviewed to ensure that
necessary action items are being developed and implemented. For each new risk
identified, arisk handling strategy is devel oped.

Several tools exist to mitigate risks, including the following:

Cost. Involves contingency, value engineering, and constant cost reduction/cost
control activities.

Schedule. Involves contingency, long-lead procurements, work-arounds, make/
buy decisions, and fast track (not generally recommended).

Technical. Involvestechnology development plans, laboratory tests and demon-
strations, bench scale tools, and pilot-plant tests.
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11.1.5 Risk Impact Deter mination

Each identified project risk has potential impact(s) on the project. Impacts should
be documented. The potential for project impacts minimized by

» theincorporation of handling strategies intended to minimize the impact of an
identified risk into the project baseline, and adjustment of the proposed base-
line range (scope, schedules, cost) to reflect thisincorporation.

» the development of arisk-based contribution to project contingency to reflect
the anticipated cost associated with potential risks.

» theincorporation of anticipated schedule contingency into the integrated
project schedule to reflect the delay associated with potential risks.

For smaller projects without an integrated schedule, scheduled delays can be
converted into equivalent dollars based on expenditures per unit delay in time, and
this should be included in the project budget. A risk activity recognizes that this
practice servesto identify the cost of the delay. The process does not contribute to
an improved forecast of the project end date.

11.1.6 Risk Reporting, Tracking, and Closure

Risk reporting isthe documentation of risk identification, risk quantification, risk
handling strategies, impact determination, and risk closure.

Risk tracking is the monitoring of action items from risk-handling strategies/
responses; the identifying of a need to evaluate new risks; the reevaluation of
changes to previousrisks.

Action items include assignment of each risk to aresponsible individual and
identifying a completion date.

Completion dates are tracked and each action item status updated through closure.

A tracking system is commensurate with the size and complexity of the project.
This process follows the system prescribed in the Risk Management Plan. |If
deviations prove necessary, they are shown in arevision to that plan.

Detailed guidelines for risk handling strategies are provided in Practice 8, Risk
Management.
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12.1

ENGINEERING AND BASELINE SETTING

ENGINEERING

In preparation for initiating procurement and construction (execution) activities
(CD-3), engineering consists of those actions that support the completion of the
project design and its integration into the overall project. For example, approved
design and procurement documents; engineering support during construction; and,
specialty engineering. The project manager must be sufficiently acquainted with
these activities in order to effectively implement and manage them during the
execution phase of the project.

12.1.1 Basic Elements

The success of project execution and engineering management restson five basic
elements:

Competent People. Those qualified, experienced, and dedicated people, who
form a“team,” are the key element in any field of endeavor. Project execution and
engineering management require people with superior competency in project
management, Systems engineering, accounting, and traditional engineering spe-
cialties, such as safety, security, reliability, and maintainability. The project organi-
zation should effectively integrate staff size and qualifications. The project should
also provide effective training that provides and maintains knowledge and skills
specific to the project.

Documented and Disciplined Processes. Project management and the technical
processes should be defined, documented, and applied in a disciplined, tailored
manner. Processes are tailored from proven general processes that are appropriate
for the project. The responsibilities and accountabilities associated with each
management and technical roleis clearly identified including decision authority
and change-control authority.

Project Sructure, Methodol ogies, and Tools. The project structure, methodol o-
gies, and tools are defined, documented, and included in training curricula. The
project structure provides facilities, tools, and equipment, and promotes commu-
nication among the entire project team. Methods of management and engineering
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areidentified for aproject and should provide support in performing and verifying
various project tasks.

» End Product Development. The project shall clearly define and document
the end product(s) to be provided to a user. A project definesand docu-
ments the processes (including procedures) to be used (if any), while provid-
ing the end product. Both the end product and the process meet requirements
and perform functions that satisfy mission needs.

» User/Customer Interactions. The project should implement user interaction
techniques and processes during development, delivery, and acceptance. The
user should also be assured of a continuous interface with the IPT.

12.1.2 Engineering Principles and Process

Engineering performs evaluationsto identify the best design approaches that use
available hardware, software, and people to meet requirements. Project managers
integrate the methods, techniques and processes used to communicate project
procedures and engineering processes with the management, budget, and planning
processes.

Project procedures that document the process to be followed throughout the
execution phase are developed by the project manager prior to initiating project
execution. A process should accomplish the following objectives:

» Transform mission, operational, or disposal requirements into a system archi-
tecture, performance parameters, and design details

» Integrate technical parametersto ensure compatibility among the physical,
functional, and programmatic elements of a project

» Ensurethat availability, reliability, maintainability, and operability require-
ments are met

» Ensurethat safety, security, environmental protection, and human factor
requirements are met

» Fabricate hardware, develop software, construct facilities, or perform
remediations

» Inspect, test, and accept components and functional units that will be used in
the end products
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» Integrate components and functional unitsinto end products
» Verify that al mission requirements are met
» Provide an end product demonstrating mission needs have been met.

During the preliminary design phase, a comprehensive, finalized Project Execu-
tion Plan (PEP) is submitted for approval at CD-2. The PEP at this stage defines
how the execution and closure phaseis conducted. During a project, implement-
ing a PEP provides information about the following activities:

Management

» defined roles, responsibilities, and authorities of project personnel, including
design and decision authority.

» identify key personnel by position, staff level, discipline, and qualifications.

» identify the major project activities with inputs, outputs, performance metrics,
and completion criteria.

» thetraining curriculum and facilities necessary to establish and maintain staff
gualifications, and indoctrinate all project personnel with project policies,
procedures, and practices.

» funding request documents (e.g., Project Data Sheets, Activity Data Sheets,
etc.) submitted each fiscal year for the Congressional budget.

» project scope, cost and schedule baselines, and planning for baseline manage-
ment, including establishment of a change control process and change control
thresholds.

» contracting and procurement plans to determine the scope of work best suited
for performance by contractors, in order to request and evaluate bids and
select contractors.

» construction management plan to establish a procurement-delivery system for
construction of project facilities.

» aplan for monitoring, control, and oversight activities.

» aprocedure for monitoring key project activities and identifying and control-
ling these activities to atarget performance level.
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» aprocedure for project oversight to: identify and resolve new project issues,
assess outcomes of project activities, and initiate corrective actions as neces-
sary to assure acceptable results.

» scheduled and event-driven status reporting necessary to satisfy aproject’s
monitoring, control, and oversight needs and requirements.

Engineering

» plan the engineering organization and staffing levels, including disciplines and
gualifications.

» plan for configuration management control and records management.

» include workers, the public, environment, nuclear, industrial, and safety
planning in all design efforts.

» plan to assure public and stakeholder inputs to baseline devel opment, mainte-
nance and changes.

» test, evaluate, and turnover the completed end products to the user, including
as-built design drawings and specifications, vendor data and manuals, and
procedures.

» provide the information for the Approve Start of Construction (CD-3) and for
conducting the critical decision process.

» provide the information for the Approve Start of Operations or Project Close-
out (CD-4) and for conducting the critical decision process.

» planfor transition to the user.

» planfor project closeout, including methods and activities for closing out the
project after the operations phase has begun.

» provide appropriate plans, personnel lists, equipment lists, supplies, etc., as
necessary, to demobilize the project.

» plan to integrate Specialty Engineering into the following engineering design
effort:

— Human Factors

— Reliability, Availability, and Maintainability (RAM)
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— Inspectability, Manufacturability, Operability, and Survivability
— Safeguards and Security

— Risk Management

— ValueEngineering

— Constructability

— Environmental, Safety and Health

— Configuration Management

— Quality Assurance

» Perform test, evaluation, and acceptance plans to ensure the end product(s)
meet or exceed design requirements, such asto

— Outlinetheresponsibilities of participating organizations, including inde
pendent testing

— Include rationale for the kind, amount, and schedule of project tests and
inspections

— Relate these efforts to technical risks; operational and maintenance
concepts and issues; performance requirements; reliability, availability,
maintainability; and critical decision points.

Specialty Engineering I ntegration Activities

Speciality engineering integration activities might consist of the following:

» aplanfor environmental, safety, and health (ES& H) documentation to provide
information on critical statutory, regulatory, and directive requirements neces-
sary to develop the project’s ES& H milestones and schedules. ES&H docu-
mentation should include policies, organization, training, safety analyses,
environmental permits, reviews and audits, reporting of unusual occurrence
and remedia actions, management procedures to protect the health and safety
of employees and the public, and risks from hazards to life and property.

» A planto provide for preparation of the required NEPA documentation (e.g.,
Categorical Exclusion, Environmental Assessment, Environmental Impact
Statement). The plan should aso provide for areview of the NEPA documen-
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tation determination from the conceptual phase to determine if the impact
anaysisissufficiently broad or still valid for the execution phase.

» aplanfor safeguards and security requirements, and the documentation neces-
sary to develop and implement an adequate security system. Integrate the
design into the end product.

» aplanfor quality assurance requirements and documentation for both con-
tracted and in-house work.

» aplan for configuration management requirements and documentation includ-
ing organizational structure, responsibilities and authorization, technical
baseline identification, configuration change control, and configuration
recording and reporting.

12.2 BASELINE SETTING

Project baselines contain three elements: (a) a scope baseline (b) a schedule
baseline and (c) a cost baseline. A scope baseline is developed first. Thisde-
scribes the desired configuration, performance, and characteristics of an end-
product. The work necessary to provide the end-product is determined using a
scope baseline. The scope-of-work is divided into elements that become the work
breakdown structure (WBS). These elements are the basis for devel oping sched-
ule and cost baselines. WBS elements are very tightly coupled; achangein one
baseline may affect others.

Baseline ranges are identified and established at both the program (WBS) and
project (CWBS) level. Baseline ranges are further detailed through expansion of
the Work Breakdown Structure (WBS) and the WBS Dictionary to the cost
account plan level. The cost accounting plan is the primary tool used to plan,
control, and measure the execution of work.

Preliminary baseline ranges are established during the project conceptual phase.
Approved performance baselines are established at CD-2. Management and
control of approved baselines are the responsibility of the project manager. These
baselines are quantitative expressions of planned technical, schedule, and cost
workscope performances that serve as the basis and standard for measuring the
execution of work.

The formulation and maintenance of baselines are guided by certain principles,
include the following
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1. Baseline elements are traceable to the Work Breakdown Structure (WBS) and
WBSdictionary.

2. Thetechnical scope baselineisderived from mission requirementsand isused
asthe basisfor establishing the schedule and cost baselinesin accordance with
system engineering processes, using atailored approach.

3. Thenear-term portions of the baselines are detailed to alevel enabling annual
budget formul ation.

4. Thelong-term portions of the baselineswill evolvein detail and precision as
work is executed, until they are approved at CD-2.

5. Baseline components aretightly coupled and achangein one element (scope,
schedule or cost) will most likely affect other elements.

Any changeto an approved baseline shall bethoroughly reviewed, under -
stood, documented, and for mally approved through a structured change
control process.

During conceptual design, few details appear in the project baselines and may
include only the performance directly related to program mission, some bare
specifications, and an outline of the technical approach. Asadditional informa-
tion isavailable, details are added, including end product and critical subsystem
specifications and drawings, which lead to establishing the project performance
baselines. For environmental cleanup, the initial performance and specification
details focus on cleanup standards, requirements, and the associated regulatory
and compliance drivers.

Baselines evolve in greater detail (until CD-2 approval) with experience, estab-
lished designs, regulatory decisions, and work performed. During thistime,
changes to baselines are approved, documented, and implemented through a
formal change control process; and after careful consideration of all scope, sched-
ule, and cost impacts. To ensure integrity, baseline elements are traceable be-
tween the various levels at which they are described and controlled. For ex-
ample, akey milestone on the top level (master) scheduleisidentified with the
same description and start and completion dates as appear on the lower-level
schedules, and in the cost account in which the work is performed.

The history of the maturing baseline is recorded through systematic configuration
management that provides areference for managing and evaluating the project.
Configuration management ensures changes are made only after adequate review
and that thereisan audit trail of reviews and changes. The process of change
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control is distinct from the process of developing the baselineitself. The baseline
change control processis used to manage baselines.

12.2.1 Scope/Baseline

Initially a scope baselineis derived from program or mission requirements. Base-
line maturation occurs (during project preconceptual and conceptual design) from
increasingly detail ed studiesresulting from improvements, changes, increased
understanding or problems encountered. During each phase, the scope baseline
contains sufficient detail to support the scope of work, and the schedule and cost
baselines.

The scope baseline defines the desired end-product and includes at a minimum the
following:

» Functional and operational requirements

» Specifications (for environmental projects, this may be aWork Breakdown
Structure Dictionary)

» Drawings.

12.2.2 Schedule Baseline

A schedule baseline (including critical path definition and milestones) should
reflect all project requirements including programmatic, operational, legidative,
site, regulatory, compliance, DOE reviews, CD approvals, and institutional con-
straints. The baseline components should correspond to the WBS. The schedule
baseline facilitates project planning, and the identification of time-phasing and
logic relationships among subsystem activities, and with other projects.

The schedul e baseline hel ps determine critical project activities and performance
measurement criteria. This baseline should specify the time needed to complete
work- scope elements, reach project milestones, and complete the project. Mile-
stones, including key customer milestones, should be frequent, measurable and
distributed evenly through time, so project performance can be continuously
tracked and measured. The schedule baseline shall be resource-loaded at the
appropriate level to facilitate costing and budgeting. The schedule baseline
should include sufficient flexibility to allow for scheduling contingenciesin
response to risks, problems, or delays. To further define the schedul e baseline,
the project should negotiate lower-tier milestones with its vendors, suppliers, and
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subcontractors, which support accomplishment of the schedule baseline. Mile-
stones should be defined on milestone description sheets, including deliverables
and dates. Key milestones should also be included in a milestone control 1og,
along with a completion date and, if appropriate, aresponsible individual.

Schedule activities shall be activity-based when possible, with a strong rela-
tionship between schedule and cost estimate activities. Generally, near-term
activities are more detailed than future activities. Activity duration is determined
by those responsible for the activity. Duration times are based on historic experi-
ence or extrapolated from other similar activities.

12.2.3 Cost Baseline

The cost baselineisbased on validated or independently verified project cost
estimates. The cost estimates shall be prepared using appropriate estimating
methodologies. Estimates should be consistent with the WBS, and the DOE cost
structure as defined by the DOE, for all contract work. The project must ensure
that all estimates are consistent with the guidance provided in DOE G 430.1-1,
Cost Estimating Guide. The estimates will satisfy an analysis conducted under
FAR clauses 15.403, Obtaining Cost and Price Data Analysis, and 15.404 Pro-
posal Analysis, as applicable. Discussion on cost estimating is aso provided in
Practice 12, Scheduling and Cost Estimates.

Estimating the cost of a project in accordance with DOE Standards is required by
DOE O 413.1. The DOE places importance upon the accuracy and validity of
project cost estimates since they are the basis of funding requests. Cost estimates
should be devel oped and maintained throughout the life of the project, using the
most appropriate estimating technique.

During concept devel opment, the cost baseline may consist of asingle cost figure
for the entire project. Later, for most large systems, and often for a particularly
critical or risky subsystem, the baseline will be divided into the major subsystems
(thefirst level of the WBS).

The cost baseline shall reflect all capital, expense, R& D, and outside funds
required from preconceptual design to beneficial or user occupancy. The
cost baseline shall also include escalation calculations using the DOE ap-
proved escalation rates.
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12.3 CONTINGENCY

The application of contingency shall be considered in all scope, schedule, and
cost baselines as being both prudent and necessary. Contingency is most
often derived through arisk analysis of the work scope being estimated. This
analysisincludes scope, cost, schedule, and technical risks as they apply to the
program/project efforts, underscoring the uncertainties existing in each element.
The magnitude of estimated contingency (schedule and cost) depends on plan-
ning, design, procurement, and construction; and the complexities and uncertain-
ties of the operation or component parts of the project or program element.

For less complete projects, contingency is often estimated as a percentage of a
particular cost or category of work. Contingency should be estimated at an appro-
priate level based on areview of each major cost category/activity. A base esti-
mate is a best effort to develop expected project cost. Then a contingency analy-
sisis performed and the project contingency developed. Substantial projects
should use Monte Carlo simulation and devel op a probability-based risk analysis,
which generates the bases for the contingency.

Contingency involves the following:

1. Contingency isestimated at an activity level or at asummary level. Prefer-
ably, contingency will be estimated as close to the activity level as possible.

2. Contingency considers the varying degrees of risk associated with various
tasks

3. Contingency shall not be used to avoid the effort required to prepare a
properly detailed and documented cost estimate

4. Contingency shall be controlled, approved, tracked and documented,
based upon established and approved levels of control

5. Contingency is monitored and reported separately

6. A schedule contingency shall be developed for each project task, with the
amount of contingency assigned to the various activitiesreflecting the
importance, cost, and difficulty of thetask. Theindividual contingencies
will then be used to develop the project schedule contingency.

7. A process contingency (or margin) should also be included in project design,
especially those having process systems, equipment, valves, lines, and vessels.
(This contingency accommodates margins of error in process equipment
sizing, and a prudent amount of “surge” in the process systems.)
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12.4

Contingency is part of the expected cost at project completion and must be in-
cluded in the TPC established as the performance baseline. Although contingency
is consumed as project work is performed, the distribution of contingency is
controlled through aformal change control process. In addition, a contingency
usage log shall be maintained to document contingency usage by date, pur-
pose, and amount. A contingency usage curve should be prepared and main-
tained to provide a clear visual history of contingency usage. Contingency usage
and status should be included in monthly performance reports and discussed in
status reviews.

PERFORMANCE BASELINE

The performance baseline (PB) represents the DOE commitment to Congressto
assess Total Project Cost (TPC). The TPC baseline is aguide by which Congress
assesses DOE performance and is areference point for Congressional and GAO
inquiries related to DOE project management performance. Therefore, TPC
baseline shall be established with a high degree of confidence so that project
completion can be achieved within the cost and schedule baselines. An
element in formul ating the performance baseline is a systematic risk analysis that
identifies and assesses uncertainties related to project scope and design definition;
and also the development and inclusion of adequate contingency to address
factors that might cause cost/schedule growth during project execution. Project
completion without an increase in the TPC is the primary measure of successin
formulating the TPC performance baseline.

The TPC for the performance baseline shall be established at CD-2. If estab-
lished earlier, it is done after careful consideration. Establishing a performance
baseline earlier than CD-2 is a contributor to baseline growth. The project man-
ager isresponsible for project completion within the performance baseline.

In establishing the perfor mance baseline, project completion shall be clearly
and unambiguoudly defined. A primary consideration is whether project
completion is defined as system/facility turnover to the user, or whether subse-
guent costs (operating and D& D) are included in the performance baseline (life-
cycle approach).

From a Congressional accountability perspective, the Perfor mance Baseline
shall capture all project costs (Total Project Cost [TPC] includes both the
capital and OPC [OPEX] components) even if the project isfully OPEX
funded. Thus,
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TPC = TEC + OPC (including all contingency)

TEC isTotal Estimated Cost, representing system/facility design/procurement/
construction costs related to system/facility acquisition, executed with capital
funds.

OPC is Other Project Costs related to engineering, development, startup, and
operations. These activities/costs are essential for project execution, and are not
considered a part of the normal capital system/facility acquisition costs, and are
thus OPEX funded.

12.4.1 TPC Baseline and Contingency

Total project cost formulation is based on the devel opment of the component
baselines that are linked together by estimating and all ocating appropriate contin-
gency based on risk analysis.

The DOE project execution is through a Contract Budget Baseline (CBB) that
represents the DOE/contractor contractual agreement for execution of the cur-
rently defined project scope of the project. Thus, while the CBB represents the
project scope as presently understood/intended, the TPC includes expected project
completion costs.

TPC = CBB + DOE Contingency

The DOE contingency is controlled by DOE, held outside the CBB, and trans-
ferred to the CBB as needed during project execution via documented change
control. This Contingency is intended to account for evolution/changesto the
project scope, and other events that occur between establishing the CBB and
project completion that are beyond the control of the contractor. Simply stated,
the DOE contingency should be adequate to cover all probable changes that occur
during project execution. The DOE contingency should include a 3 percent to 5
percent (management decision) allowance to account for the unknown unknowns.

The CBB itself is comprised of two components:
CBB = TEC (Capital) + OPC (OPEX) (including TEC and OPC contingencies)
TPC = CBB + DOE Contingency

For both the TEC and OPC, the uncertainties related to design evolution, estimat-
ing, and changes within the contractor’s scope are addressed through establishing
contingency.
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TEC = TEC (base) + TEC Contingency
OPC = OPC (base) + OPC Contingency

Note that during project execution, asthe TEC and OPC contingencies are utilized
and become part of the TEC (base) and OPC (base), the TEC and OPC do not
change. The TEC and OPC increase only when the DOE contingency is utilized
through change control and transferred to the CBB.

There are two approaches to budgeting the TEC and OPC contingencies that are
part of and included within the CBB:

1. Contingency is part of and included within the cost account budgets established
in the Performance Measurement Baseline (PMB) for scope execution. Inthis
case, the PMB is equal to the CBB.

2. The TEC and OPC contingencies are held outside the PMB cost account
budgets and during project execution transferred to the PMB cost accounts via
the change control process. Thus

PMB = TEC (base) + OPC (base)
CBB = PMB + TEC Contingency + OPC Contingency
TPC = CBB + DOE Contingency

Contingency is part of the expected costs at project completion and, therefore,
must be included in the TPC established as the performance baseline. During
project execution, contingency funds are transferred, viaa documented change
control systems, to the CBB and/or the Performance Measurement Baseline for
scope execution. Tracking of the consumption of contingencies during project
execution is part of the periodic review/update of the Risk Management Plan. This
plan serves as the documented basis for devel oping and establishing project contin-
gency used for formulating CBB and TPC baselines.

In summary, the TPC established asthe project’s performance baseline must
include contingency. The three components of contingency are:

» TEC Contingency
» OPC Contingency
» DOE Contingency

The TEC and OPC contingencies are included in the Contract Budget Baseline.
The DOE contingency isincluded in the TPC as part of the expected cost, but is
held outside the CBB.
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Several “baselines’ have been discussed in this sectionincluding TPC, TEC, OPC,
CBB and PMB. These“baselines’ are linked to each other through the various
contingency elements as discussed above. The baseline formulations presented
here are intended to ensure the following:

1. Project execution and completion without an increase inthe TPC. Thisis
accomplished by establishing the DOE contingency as part of the TPC, which
istotally controlled by the DOE, and initially held outside the Contract Budget
Baseline.

2. Significant progressin project execution without any changes to the CBB,
TEC or OPC baselines unless and until the DOE Contingency (controlled by
the DOE) is utilized in the project.

3. Significant ability during project execution to address uncertainties and
changes without increases to the TEC or OPC through transfer of the TEC
contingency and OPC contingency to the Performance M easurement Baseline
via documented change control.

4. Tracking and reporting of rate of consumption of each contingency allow-
ance—TEC, OPC, DOE.

12.4.2 Estimating and Allocating Contingency

The risk based approach to estimating contingency to account for the cost estimat-
ing uncertaintiesinherent in formulating a TPC baseline utilizes Monte Carlo
simulation techniques. These techniques establish an 85% to 90% underrun
confidence level for the TPC (see Figure 12-1). The probability and cost distribu-
tions assigned to the Monte Carlo simulation elements must account for all the
uncertainties, including the degree of scope and design definition, maturity of
technology versus first-of-a-kind efforts, project cost structure and funding profile
assumptions, and potential cost impacts due to scheduling uncertainties. If all
these uncertainties are not captured in the Monte Carlo simulation elements, then
the 85% to 90% “confidence” level islikely to provide afalse and misleading
sense of security. The Federal project manager isresponsible for selecting the
confidence level and for project completion within theresulting TPC.
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Figure 12-1. Monte Carlo Simulation: Estimating and Allocating Contingency

The*“allocation” of contingency utilizing this approach establishesthe project’s
contract budget baseline at the 60% to 65% underrun confidence level at the start
of the project. During project execution, the DOE contingency is transferred to
the CBB via documented change control in response to events/changes that are
not within the contractor’s control.

The Contractor Project Manager isresponsible for execution of the defined scope
within the contract budget baseline.

The assumptions used in the Monte Carlo simulation and the confidence levels
used to establish the TPC and CBB baselines must be documented in the Project
Execution Plan. During project execution, the risk analysis basis should be
periodically reviewed and revised.
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CONTRACTING AND PROCUREMENT

Project Procurement Management includes processes required to acquire goods
and services from outside the performing organization. Goods and services are
called a“product.” Thefollowing are major contracting and procurement pro-
cesses that are adapted from the PMI PMBOK®:

» Procurement Planning. Determines when and what to procure.

» Solicitation Planning. Documents product requirements and i dentifies poten-
tial sources

» Solicitation. Obtains quotations, bids, offers, or proposals, as appropriate.
» Source Selection. Chooses from among potential sellers
» Contract Administration. Manages the relationship with the seller

» Contract Closeout. Completesand settles a contract, including resolution of
any openitems.

These processes are interactive with each other, and with processes in other
project areas. Each process can involve effort from individuals or groups based
on aproject need. Although the processes are discrete elements with defined
interfaces, they can overlap and interact.

In abuyer-seller relationship, project contracting and procurement management is
discussed from the perspective of the buyer. The buyer-seller relationship exists at
many levelson any project. Depending on the application, the seller iscaled a
contractor, avendor, or asupplier. The seller manages his/her work as a project.
The terms and conditions of a contract become a key input to many of the seller’s
processes. The contract may actually contain the input (Examples: major deliver-
ables, key milestones, or cost objectives) or the contract can limit the project
team’s options; that is, the buyer’s approval of staffing decisionsis often required
on design projects.

This section assumes that the seller is external to the performing organization.
However, most of the discussion isequally applicable to formal agreements en-
tered into with other units of the performing organization. Practice 15, Procure-
ment and Contracting, provides additional details about project contracting and
procurement.

PROGRAM AND PROJECT MANAGEMENT 131
Contracting and Procurement (10/01/00)



13.1 PROCUREMENT PLANNING

Procurement planning identifies which project needs are best met by procuring
products or services outside the project organization. See Figure 13-1. Itin-
volves whether to procure, how to procure, what to procure, how much to
procure, and when to procure.

Inputs Tools & Techniques Outputs
Scope statement Make-or-buy Procurement
Product description Expert judgement management plan
Procurement resources Contract type selection Statement(s) of work

Market Conditions
Other planning outputs
Constaints
Assumptions

Figure 13-1. Procurement Planning

When a project organization obtains products and services from outside its
performing organization, the processes from solicitation-planning through con-
tract closeout are performed once for each product or service item. When
needed, the project manager seeks support from contracting and procurement

specidists.
When a project organization does not obtain products and services outside its

performing organization, the processes from solicitation planning through con-
tract closeout are not performed.

Procurement planning can include consideration of potential subcontracts,
particularly if the buyer wishes to exercise some degree of influence or control
over subcontracting decisions.

13.2 SOLICITATION PLANNING

Solicitation planning involves preparing documents that are needed to support a
solicitation. See Figure 13-2.
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Inputs Tools & Techniques Outputs

Procurement Standard forms Procurement

management plan Expert judgement documents
Statement(s) of work Evaluation criteria
Other planning outputs Statement of work updates

Figure 13-2 Solicitation Planning

13.3 SOLICITATION

13.4

Solicitation involves obtaining information (bids and proposals) from prospective
sellers about how project needs can best be met. See Figure 13-3. Most of the

effort in this process is expended by the prospective sellers, normally at no cost to
the project.

Inputs Tools & Techniques Outputs
Procurement Bidders conferences Proposals
documents Advertising

Qualified seller lists

Figure 13-3. Solicitation
SOURCE SELECTION

Source selection involves the receipt of bids or proposals and the application of
the evaluation criteriato select a subcontractor/vendor. See Figure 13-4. This
process is seldom straightforward because

» price may bethe primary determinant for an off-the-shelf item, but the lowest
proposed price may not be the lowest cost if the seller proves unable to deliver
the product in atimely manner.

» proposals are often separated into technical (approach) and commercia (price)
sections, with each evaluated separately.

» multiple sources may berequired for critical products.
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13.5

Inputs Tools & Techniques Outputs

Contract

Proposals Contract negotiation
Evaluation criteria Weighting system
Organizational policies Screening system

Independent estimates

Figure 13-4. Source Selection

Thetools and techniques described bel ow may be used singly or in combination.
Depending upon the item being procured and the method of its procurement, a
weighting system can be developed and used to

» select asingle source who is asked to sign a standard contract.
» rank-order al proposals to establish a negotiating sequence.

On major procurement items, this process can be iteration. In any case, regard-
less of which weighting systems are used, a short list of qualified sellerswill be
selected based on a preliminary proposal, and then a more detailed evaluation
conducted based on a more detailed and comprehensive proposal. In any case,
which weighting systems are used, the basis of the system must be documented
along with the process and the results to assist future projects and/or claims.

CONTRACT ADMINISTRATION

Contract administration is a process of ensuring that a seller’s performance
meets contractual requirements. See Figure 13-5. On larger projects with
multiple product and service providers, an aspect of contract administration is
managing interfaces amongst the various providers. The legal nature of a con-
tractual relationship requires that the entire project team be acutely aware of the
legal implications of actions taken when administering the contract and when
interfacing with the contractor.
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13.6

Inputs Tools & Techniques Outputs

Correspondence
Contract Contract change Contract changes
Work results control system Payment requests
Change requests Performance reporting
Seller invoices Payment system

Figure 13-5. Contract Administration

Contract administration includes (1) the application of the appropriate project
management processes to the contractual relationship(s) and (2) the integration of
the outputs from these processes into the overall management of the project.
When multiple sellers and multiple products are involved, this integration and
coordination often occurs at multiple levels.

CONTRACT CLOSE-OUT

Contract closeout is similar to administrative closure, and involves both of the
following:

» Product \erification. “Waswork completed correctly and satisfactorily?’

» Administrative Closeout. Update records to reflect the final results and to
archive such information for future use.

The contract terms and conditions may prescribe specific procedures for contract
closeouts. Early termination of a contract is a special case of contract closeout.
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14.1

PROJECT CONTROLLING

Change control ensures that project changes are identified, evaluated, coordinated
and controlled, reviewed, approved, and documented in a manner that best serves
the project. Errors, problems, opportunities, new management, or the availability
of new methods or tools can trigger project changes. Uncontrolled changes lead
to chaos due to the far reaching effects even small changes have on aproject’s
scope, schedule, cost, safety, risk, quality, and product.

Approved project scope, schedule, and cost baselines (Practice 7, Baseline Devel -
opment and Validation) are the controlling elements for aproject. Controlling
changes to these baselines is an inherent element of project management that is
directly related to the risks and uncertainties associated with a project.

Project changes shall beidentified, controlled, and managed through a
traceable, documented and dedicated change-control process. The goalsof a
baseline change-control process are as follows:

» Torecognize and to predict changes

v

To evaluate and to understand the impacts of each change
» To control consequences of changes
» To prevent unauthorized or unintended deviations from approved baselines

» To assure each change to approved baselines is evaluated, reviewed and
approved at the proper level of management.

CONTROLLING BASELINE CHANGES

Baseline change control should be established early in a project’slife cycle,
but shall be organized and functioning prior to requesting CD-2. Thus, the
project manager institutes aformal change-control processto control changesto
these baselines prior to submitting arequest for aCD-2. A key responsibility of
each project manager is controlling changes to project baselines.

The objective of the change control processisto understand project changes. This
provides better mitigation and management; the change control processin not
intended to simply prevent changes. Therefore, baseline changes are managed

and controlled as are other project risks: establishing a process for identifying,
evaluating, and dispositioning changes.
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14.2 INPUTS TO CHANGE REQUESTS

14.3

14.4

Change control framework is established in the PEP. The PEP provides the base-
lines against which changes are monitored and controlled. Also, baselinesare
compared against project performance as reported in monthly performance re-
ports.

Once a scope (technical) baseline has been established for scope (technical)
changes, engineering change requests are a method of requesting changes. How-
ever, during design, design change-requests are used for minor design errors/
changes; and, during construction, field change requests are similarly used to
disposition minor field errors/changes. These methods of initiating changes are
monitored and approved using atailored change control process.

CHANGE PRINCIPLES AND PROCESSES

Responsibility for change control exist at every management level, and are moni-
tored by change-control boards (CCB boards) at those levels. However, regard-
less of the source or the seeming innocence of a change request, the project
manager is ultimately responsible for assuring requested changes are documented,
evaluated, processed, and dispositioned.

CHANGE CONTROL BOARD

Each organizational level (as appropriate and documented in the PEP) shall
establish a CCB for disposition of baseline change proposals within their
level of authority/control. For the Secretary of Energy, the Energy System
Acquisition Advisory Board (ESAAB) acts asthe CBB board. A board includesa
chairperson, a secretariat, members, and advisors. The chairperson is responsible
for change decisions, and is the only approval authority. Members and advisors
sit on the board to advise a chairperson about technical matters involving quality;
reliability; financial, schedule, and environmental, safety and health (ES& H)
matters. Board meetings and decisions are documented with meeting minutes and
letters-of-decisions. Procedures for establishing a board and defining the opera-
tion of aboard isincluded in the CCB charter.
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14.5 CONTROL LEVELS

Four control levels govern baseline change control for DOE projects. Agreed
upon thresholds limit the control each organizational element has over baseline
approval and the change-control process. The proposed baselines and thresh-
oldsfor each project shall be documented in the Project Execution Plan, and
approved at the Approve Perfor mance Baseline, the CD-2, or the equivalent
decision point. Levelsand thresholds are specified in Order 413.X, Attachment
5, and are shown in Table 14-1.

Level-0 changes are for the Secretary or Acquisition Executive; Level-1, the
Program Secretarial Officers,; Level-2, aFederal Project Manager, as delegated by
the Operations/Field Office Manager or Program Manager. Level-3 resideswith
the project manager.

14.5.1 Change I nitiation

Theinitiator of a change proposal shall preparethe change request describ-
ing the change and identifying the amount of budget required or to bere-
turned. Theinitiator also describes the scope of the change as well as any sched-
ule impacts, aswell as analysis of the changes.

The analysis of a change includes cost, scope, and schedule baselines, aswell as:
safety, quality, procurement, performance, personnel, training, other projects,
other facilities, documentation, and so forth. A structured approach for evaluat-
ing the impacts of a proposed changeis for the project manager to require that
each change request be accompanied by a completed and signed preestablished
project change impact checklist. Thisis done during project execution because of
the large impact of small changes.

Each project should establish and maintain a change control log from which a
unigue number is assigned to each change request, and in which the title, scope
and cost of the change is recorded, along with the disposition of the change and
any assigned action items. If the change impacts project contingency, then entries
must also appear in the project contingency log.

Often, a project change isinitiated by Congressional action, such as an appropria-
tion act that reduces funding. In such cases, the project manager would prepare a
project change request and submit it through normal channels for review and
approval. The change must be documented and approved by the appropriate SAE/
AE within 3 months from when the Congressional action occurs.
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Table 14-1. Baseline Change Control Approval Thresholds

Approval Authority

Level 0 Changes
Level 1 Changes
Level 2 Changes

Level 3 Changes

Secretarial Acquisition Executive

Program Secretarial Officer

Federal Project Manager as delegated by the
Operations/Field Office Manager or Program Manager
Contractor

2.a Major System Projects

Major System Level-0 Level-1 Level-2/3
Technical Scope Changes to scope Changes to scope As defined in the
that affect mission that may affect Project Execution
need requirements. operation functions Plan.
functions, but does
not affect mission
need.

Schedule Six or more months Threetosix months  Asdefined in the
increase (cumula increase (cumulative)  Project Execution
tive) inaproject-level  inaproject-level Plan.
schedule milestone schedule milestone
date. date.

Cost Any increasein Project cost Asdefined in the

2.b Other Projects

Total Project Cost

and/or Increasein Total

Estimated Cost.**

sub-elementsas
defined in the Project
Execution Plan.

Project Execution
Plan.

Other Projects* Level-1 Level-2/3
Technical Scope Changes to scope that affect Asdefined in the Project
mission need requirements. Execution Plan.
Schedule Six or more monthsincrease Asdefined in the Project
(cumulative) in a project- Execution Plan.
level schedule milestone
date.
Cost Any increase in Total Project Asdefined in the Project

Cost and/or increasein Total

Estimated cost.**

Execution Plan.

* For Other Projects less than $100M, the PSO may delegate Level-1 approval authority to the Program
Manager or operations/field office manager. General plant projects, accelerator improvement projects,
capital equipment projects, and operating expense funded projects that are $5M or less are the
responsibility of the Federal Project Manager as delegated by the Operations/Field Officer Manager.

** Total Estimated Cost does not apply to environmental restoration projects.
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15.1

PERFORMANCE M ANAGEMENT

Performance management covers techniques used by the Federal project manager
and staff to measure, grade and, as appropriate, reward contractor performance.
Thelevel of control or oversight and contract type are the drivers for determining
the type and complexity of the process used for measurement and level of imple-
mentation. In all cases, the measurement process should be cost-effective and
represent a contractual requirement between DOE and the contractor.

The three most-often applied performance management techniques within DOE
are earned value, award fee, and performance indicators. While these methods of
measurement and their application are described, there are other performance
management techniques; for example, cost-sharing incentives. The type of con-
tract and project should dictate the most appropriate technique applied.

PERFORMANCE MEASUREMENT

Measuring and reporting project performance on a scheduled basisis a key project
management responsibility during project execution. This process (1) demon-
strates progress toward accomplishing goals and objectives, and (2) hel ps project
management do the following:

» assess the results of activities compared with planned goals
» determine progress toward achieving the projects mission

» improve performance at all organizational levels

Each DOE project shall develop and implement a comprehensive, yet tai-
lored, perfor mance measur ement/ear ned value system.

Performance measurement

» provides the basis for making informed management decisions.

» keeps responsible organizations and stakehol ders apprised of successes,
problems, progress, and results.

» provides acommon link between planning, budgeting, execution, and evalua-
tion.

» providesabasisfor establishing accountability (Integrated Planning, Account-
ability, and Budgeting System Handbook, IPABS, February 16, 1999).
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For any performance measurement systems to be effective it must be supported by
an Earned Value Management system (EVMS). In addition, asappropriate, the
application of performance measurement/ear ned value shall beimposed on
project suppliers, vendors, manufacturers, and support organizations.

15.1.1 Award Fee

An award fee within DOE rewards a contractor with an additional fee for perform-
ing certain identified tasks. This processis used with Management and Operating
(M&O) contractors to obtain a higher level of performance tasks associated with
an incentive. The processis (1) contractual with an agreement on the total award
amount of earned fee, (2) spread over various aspects of the contracted work.
Award feeis often used to strengthen and direct management attention to an
underperforming area. The DOE and the contractor create a written agreement
describing the desired tasks the contractor is to accomplish and the associated
award fee.

The process has merits as well as shortcomings. While award fee often focuses
management emphasis on specific tasks, the “ shift in attention” was often
achieved at the expense of performance in other areas. 1n addition, the appraisal
process was cumbersome, generally subjective, and subject to dispute. Asthe
Department increases Management and Integration (M&1) contracting, the award
fee processis used less frequently.

15.1.2 Performance-Based Contract I ncentives

The Government Performance and Results Act (GPRA) of 1993 requires Federa
organizations to develop formal plans and goals for measuring performance. A
long-range strategic plan forming the basis for performance measurement is
required at the Federal Agency level (DOE) and flows to the PSO and the opera-
tions or field office, which are required to annually report progress toward the
goal.

To meet the growing emphasis on performance-based management, delivery of
results, and accountability for achieving results, DOE has moved toward a greater
use of Performance-Based Contract Incentives (PBCI). The contract incentives
are performance measures/indicators that place incentives on the attainment of
baseline schedule elements, physical accomplishment, and management perfor-
mance by the contractor. These incentives are promulgated to the contractor in
terms of performance regarding objectives, measures, and expectations.
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15.2

Thereisatop-down correlation at all levels of performance between DOE'’s
desired outcome, what is being done to meet it, and how well it is being done.
For the M& I contractor, performance indicators and their values are negotiated
and become contractual. They are then used by the DOE to measure: (1) contrac-
tor accomplishments and (2) the level of quality-incentive fee payment or, con-
versely, loss of incentive fee.

15.1.3 Traditional Performance Reviews

All the methods for ascertaining performance is no substitute for a standup, face-
to-face presentation that provides aforum for determining progress/performance.
For all projects, the appropriate AE shall conduct a quarterly project perfor-
mance review with the Federal Project Manager and staff.

The contractor may participate in thisreview as appropriate. For MS projects, the
schedule and agenda are coordinated with OECM; the OECM isinvited to partici-
pate with the PSO in the review. Quarterly performance reviews for Other
Projects with TPCs less than $100M may be delegated to a Program Manager or
Operations/Field Office Manager. The contractor may participate in thisreview as
appropriate. The OECM isinvited to all performance reviews for projects with a
TPC over $5M.

Thisreview takes many forms. Generadly it isaFederal project manager/contrac-
tor project manager verbal and visual presentation of a current program/project
condition. Such reviews do not replace the contracted fee incentive process, but
are an adjunct that provides timely information in an open forum. The perfor-
mance review is scheduled on a consistent periodic interval to help ensure the
attendance of all affected parties, and to award the possibility of long periods of
time between reviews. These reviews, conducted in the proper interface mode,
increase teaming between the DOE and contractor staff.

EARNED VALUE MANAGEMENT SYSTEM

Contracts with project TPCs of $20M or more (except as noted in 15.2.1) must be
Earned Value Management System (EVMS).

An Earned Value Management System (DOE Order 413.X, Attachment 3) for
project management will assist in effectively integrating a project’s work scope
with schedule and cost elements. The primary purpose of the EVMS systemisto
support management. (Earned Value Management Systems, EIA Sandard ANSI/
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EIA—748-1998, May 19, 1998) and PMI PMBOK®, Section 10.3, Performance
Reporting. The basic input to an EVMS are to:

» identify the project’stotal work scope and correlate it with the project WBS.
» plan all work scope that the project must complete.

» integrate work scope, schedule, and cost into a baseline plan at the work control
level against which performance (accomplishments) can be measured.

» objectively assess accomplishments at the work performance (work package)
level.

» anayze significant variances from the plan and forecast the impacts.

» provide datato higher levels of management for decisions and implementation
of corrective actions.

The essence of earned value management is that at some level of detail appropriate
for the degree of technical, schedule, and cost risk or uncertainty associated with
the project, atarget value (for example, budget) is established for each scheduled
element of work. Asthese works are completed, their target values are “earned.”
As such, work progressis quantified and earned value becomes a metric against
which to measure: @) the funds spent to perform the work and, b) the work sched-
uled to have been accomplished.

Schedule variances not seen in a standalone budget versus actual cost tracking
system, areisolated and quantified. Therefore cost variances are true cost vari-
ances not distorted by schedule performance. Thisgives early awareness of perfor-
mance trends, variances from baselines, and allows management to make decisions
while there istime to implement corrective actions. Without earned value, a man-
ager can only compare planned expenditures with actual expenditures. This com-
parison, however, does not provide an objective indication of the planned work was
accomplished.

For earned value benefits to be realized, planning along with the establishment and
main- tenance of a baseline for performance measurement are necessary. Advance
planning, baseline maintenance, and earned value analysisyield earlier and better
visibility of project performance than that of nonintegrated methods of planning
and control.
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15.2.1 EVMS Guidelines

For projects less than $20M, implementation of an EVMSisnot required. Addi-
tionally, it is not required on some contracts such as:

» timeand materias
» firm, fixed-price
» level-of-effort support contracts

However, these contracts and contractor s shall also have adequate control
systemsthat suit the nature of the effort and reflect good business practices.

PROJECT MANAGEMENT METRICS

Project management metrics and earned value are similar yet different. They are
similar in that both are used to evaluate/measure project progress and perfor-
mance. They are different in that earned value is the total budgeted value of that
portion of the scheduled work that actually accomplished (BCWP). Earned value
isthus related to the detailed project schedule and cost estimate, and awell-
defined work scope. Performance metrics, on the other hand, are measures of
physical progress, such as the following:

» Material quantitiesto be processed: mass, volume, number of containers,
handling units
» Documentsdelivered: SAR, Project Execution Plan, Seismic Study

» Productsdelivered: yards of concrete placed, tons of rebar installed.

15.4.1 Measuring for Results

Systematic measur ement of baseline perfor mance shall be conducted for each
project in order to facilitate timely, meaningful, and proactive monitoring.
The performance measurement activity monitors the quality and utility of techni-
cal, schedule, and cost baselines. This program recognizes that the primary goal
is better management and informed decision-making, not just measurement.

In developing metrics to assess performance against baselines, consideration
should be given to ensuring the following:
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All baselines are linked to the WBS.
Scopeisdefined for all baseline elements.
Schedule and cost baselines are traceable and linked to the scope baseline

Thetechnical baselineistraceable and linked to the project mission.

A

Thelevel of baseline detail should be commensurate with the project phase and
appropriatetailoring.

Metrics focus on output and the achievement of overall output goals (as opposed
to input or process) and avoid micro-management.

The following Four-step processis used in a performance measurement program:
Step One. Planning (identifying and defining the metrics)
Step Two. Measuring achievement/progress/performance
Step Three. Comparing performance to goals
Step Four. Identifying corrective actions for poor performance.

Asaproject progressesfrom initiation through execution, performance
measurement criteria shall be periodically reviewed and updated. Metrics or
criterianot being met are reviewed to determine the reason(s) for the variance(s)
and to identify corrective action(s), whether it be revisions to the metrics or
project work-arounds. Thisreview should involve al project team members and
should also help identify problems and potential problems.

Metrics are a“broad” level measurement while earned value is directly linked
with project schedules, costs, milestones, and scopes of work. If desired, metrics
become earned-value items by linking them directly to cost and schedule
baselines.

15.4.2 Contract Milestones

The DOE expects arelationship between performance measure and key DOE and
EM planning and reporting documents (see EM FY 2000 Limited Update Budget
Guidance from EM-20, October 1, 1998). From both Congress and the OMB, the
DOE has requirements to track volumes of waste (or other measures) and to report
them at least annually.
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Two typical metrics/performanceindicatorsincludethefollowing:

Milestone Reporting. All project milestones are statused on amonthly basis,
identifying: (a) scheduled completion dates, (b) actual completion dates, and (c)
forecast completion dates for milestones expected to be different from those
scheduled.

Technical Progress Indicators. Certain product or production-oriented param-
eters are evaluated/measured periodically and compared to time-phased plans for
measuring schedule performance. Examples of such indicators include gallons of
waste processed, number of drums produced, tons of soil removed, or cubic yards
of concrete placed.

Whereas these indicators are an accurate measurement of schedule performance,
they do not provide direct measurement of cost performance. However, the
progress-to-date and forecast schedule completion dates are useful. For example,
waste stream datais periodically provided at a customer’s request and used along
with similar information from other DOE sites for quarterly tracking of national
cleanup information.

Regar dless of the EVM Simplemented on a project, each project shall (on a
tailored basis) preparealist of metricsthat can be used to gauge project
progresson an overall basis. These metrics prove most useful if the progress of
tracked item is provided in graphical form (pie chart; bar chart). Use of metricsis
useful in evaluating subcontractor performance. Typically, metrics areidentified
in asubcontract so no misunderstandings exist about what is desired and expected
of the subcontractor.

In-house support performance is gauged using metrics. For example, the review
times required for design review packages, types and number of review com-
ments, number of surveillances performed, number of vendor audits performed,
number of welds radiographed, and so forth.

Safety isimportant where metrics are used to measure company, organization,
project, or subcontractor performance. Typical examplesinclude lost-time acci-
dents, reported injuries, attendance at safety meetings, contamination incidents,
radiation exposures, and so forth. In this case, project performance is compared to
company performance, DOE performance, industry performance, and past-period
performance. In the case of safety graphs and curves, a secondary use is project-
ing future performance and identifying needed training.
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PROJECT RESOURCE MANAGEMENT

Each DOE project has both a Federal project manager and a contractor project
manager.

To be effective, aproject must be performed by motivated, qualified, and diversi-
fied individuals. Both the project management and the project team—thisis not
the Integrated Project Team—are totally dedicated to the project.

To ensure that project personnel emphasi ze project planning, and work towards
successful project completion, roles and responsibilities should be clearly defined;
individuals with appropriate capabilities and experience selected; appropriate
training provided to develop or enhance under-represented capabilities or skills,
and proactive communication established.

Project human-resource management includes the processes required to ensure
effective use of project personnel. It includes all the project stakeholders: spon-
sors, customers, individual contributors, and others as appropriate. Specific
activities that comprise human resource management include the following:

Organizational planning that identifies, documents and assigns project roles,
responsibilities, and reporting relationships.

Saff acquisition that obtains necessary human resources, assigns resources to the
project, and assigns work to project personnel.

Team development that develops individual and group skills to enhance project
performance and provides opportunities for advancement and promation.

Although the processes are often presented as discrete elements with well-defined
interfaces, they can develop and interact in many ways. A project manager should
select and develop the project team in areas/skills that can include

» leading, communicating, and negotiating.

» delegating, motivating, coaching, mentoring, and so forth that relates to
interfacing among individuals.

» team building, dealing with conflict, and so forth that relates to interfacing
among groups.
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» performance appraisal, recruitment, retention, labor relations, health and saf ety
regulations, and other subjects related to administering the human resource
function.

16.1 ROLES AND RESPONSIBILITIES

The nature of projects and project processes makes everyone both a customer and
asupplier. Therefore, each person involved must have a clear understanding of
his/her roles and responsibilities. Projects are often divided into discrete work
tasks (subprojects) with aresponsible project individual assigned to manage a
portion of thetotal project. Early in the project life-cycle, the project manager
shall prepare aresponsibility/authority matrix that identifies a responsible
individual for each project work task. Theindividualsinvolved should under-
stand and concur with their assignment of responsibility, authority, and account-
ability and be aware of similar assignments among the project team.

Organizational planning involvesidentifying, documenting, and assigning project
roles, responsibilities, and reporting relationships. Roles, responsibilities, and
reporting relationships are assigned to individuals or to groups. The individuals
and groups may be internal or external to the organization performing the project.
The linkage between the organization and the Work Breakdown Structure (WBYS)
isthe Organizational Breakdown Structure (OBS).

The majority of organizational planning is done during the earliest project phases.
However, the results of this process are reviewed regularly throughout the project
to ensure continued applicability. Since different skill-mixes are frequently
required, thisreview is particularly important during project execution.

16.1.1 Project Manager

A project manager (Federal project manager or contractor project manager) isthe
individual responsible for accomplishing a designated unit of work or group of
closely related efforts to achieve a designated objective within a certain time
frame. The project manager is responsible for assuring that project goals and
objectives are met—quality work is on time and within budget—and for making
appropriate management decisions on the project.

A number of different organizations and individuals are orchestrated by the
project manager into ateam effort that ensures project goals and objectives are
met. The project manager isthe primary contact for all response actions, and as
such coordinates, directs, and reviewsthework of al individualsinvolved.
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Each Federal project manager shall prepareformal Memoranda of Under -
standing with management, user and contractor project manager (s) asearly
aspossible, but prior to requesting CD-2. These memoranda of understanding
may be in the PEP and should clearly identify the responsibilities and authorities
of each organization associated with the project to avoid misunderstandings and
confusion. Each memoranda shall betimed, dated and signed by each in-
volved individual.

A project manager shall prepare and issue a project charter which defines
the project and thejob descriptionsfor all team members. This document
helpsidentify and clarify roles, responsibilities, and authorities.

16.1.2 The Integrated Project Team

An Integrated Project Team (IPT) is organized and led by a Federal project man-
ager. ThelPT includes a number of DOE functiona areas, such as budget, finan-
cial, legal, safety, and contracting. The IPT has aresponsibility in the perfor-
mance of a project and remains organized and functioning throughout the life-
cycleof aproject. The earliest responsibility of the IPT isto assist the Federal
project manager in developing an acquisition strategy, and in preparing and
issuing an Acquisition Plan. As a project progresses from the preconceptual to
the operation, the members of the IPT can change during the life-cycle of the
project to reflect changing project activities. Asaresult, the IPT eventually
includes operators, engineers, scientists, legal personnel, and a contracting officer.
The IPT members include both DOE and contractor employees.

Selection of the project team isacrucial project manager responsibility. Team
members must be educated, trained, and skilled. They should be self-starters, able
to work with minimum supervision; possess excellent communication skills; and
able to function as ateam member. Asthe primary contact for project activities,
the project manager isin the best position to know what strengths the project team
needs. Early team organization enhances future success by establishing early
group communication and a sense of ownership of the project. Organization of
the team varies by project, but generally the members fall within FOUR catego-
ries. the core team, the base support team, the decision-makers, and outside
agencies. The project manager exerts as much control over the makeup of the
team as possible.

The project manager determines what expertise is needed in a core project team.
For example, the expertise required for an environmental restoration project might
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consist of environmental assessment, health and safety, biological sampling, water/
wastewater sampling, soil sampling, air sampling, engineering experts (environ-
mental, civil, safety, and mechanical), public affair/community relations coordina-
tion, legal, planning commission (local planning and design), industrial hygiene,
construction contractor with engineering oversight, and various technical experts
for review committees.

Asaproject team starts to function, backup or replacement members areidentified
and trained, particularly for critical activities. Assuring project continuity is
important. Backup personnel are members of the project team. The *backup
philosophy” especially applies to the project manager.

CUSTOMER INTERFACE

For DOE projects, the DOE is the ultimate “ customer” for the project products.
However, the DOE generally assigns or contracts responsibility for operating and
maintaining facilitiesto contractors (M& O/M&]1). Thus, the term “user” in this
discussion refersto the entity that operates and maintains the completed facility.
The user isthe entity that owns, operates, uses, or benefits from the product of the
project, and thus must be a member of the core project team. The user provides
an initial description of the project purpose and objective; the project manager
makes the user aware of their responsibilities for the project. For example, as
early as possible, the project manager should inform the user that failure is pos-
sibleif the project cannot be clearly defined and scoped early in the process.

Changes by the user/customer can result in schedule delays and cost overruns.
Continuous and intensive communication between the user/customer and the
project team should occur during the project definition stage. Thisis crucial to
the development of the Project Execution Plan and to the successful completion of
the project in accordance with that plan. The customer is primarily concerned
with quality and function and relies on the project manager and the project team
for project direction and decisions, schedule and cost information.
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16.4

STAFFING MANAGEMENT PLAN

The staffing management plan describes when and how human resources are added
to and removed from the project. Based on the needs of the project, the staffing
planisasubsidiary element of the overall Project Execution Plan (PEP), and may
beformal or informal, highly detailed or broadly framed. The staffing management
plan includes resource histograms.

Project managers should give particular attention to how project team members
(individuals/groups) are released when no longer needed on the project. An
appropriate reassignment policy and effort may be asfollows:

» Reduce costs by minimizing or eliminating the tendency to “make work” to
fill the time between an individual’s present assignment and the next assign-
ment

» Improve morale by reducing or eliminating uncertainty about future employ-
ment opportunities.

ORGANIZATION CHART

An organization chart isagraphic display of project reporting relationships. This
chart may be formal or informal, highly detailed, or broadly framed, based on the
needs of the project. For example, the organization chart for athree-to-four
person internal-service project is unlikely to have the rigor and detail of an organi-
zation chart for a 3,000-person, nuclear power plant outage.

An organizational chart should be created for each DOE project showing the
responsible and accountable person for each required functional area. Customer/
user interfaces should also be reflected in this chart.

An OBSisaspecific chart that showing which organizational units are respon-
sible for which work items. A project OBS should integrate with the WBS and the
baseline cost estimate.
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16.5 TRAINING

16.5.1 Program/Project Management Career Development
Program (PMCDP)

The Deputy Secretary of Energy has endorsed the devel opment of the Program/
Project Management Career Development Program in response to several recom-
mendations from the National Research Council (NRC) report on DOE project
management. The NRC report recommended that DOE:

» Establish adepartment-wide training program for project managers
» Establish criteriaand standardsfor selecting and assigning project managers
» Requireall project managersto betrained and certified.

The end product of the effort to develop a DOE PMCDP will be amulti-level
certification process, wherein DOE Federa project managers will be required to
be certified. The specific certification provisions/processes, including
“grandfathering” of existing project managers, will be developed by the task
force.

16.5.2 Project Personnel Training

Once project team members have been selected, the project manager should ensure
each individual has (or receives) the training necessary to complete the assigned
project tasks. Project managers are expected to utilize existing training programs
when possible. During project definition, the project manager needs to factor
training into the project scheduling and cost estimating efforts. Assessing project
personnel training needsinvolvesthree steps:

» Evauating thejob functions of all project personnel

» Developing essential and supplemental core competency requirementsfor the
project manager and other key project personnel based upon the
multidisciplinary nature of the project

» Identifying and evaluating current project management, project definition, and
process-specific training offered by DOE, contractors, regulatory agencies,
and others.
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When properly devel oped and implemented, training is aproject-specific program
that, ensures that project participants have the knowledge and skillsto effectively
perform assigned tasks. Training includes general project indoctrination, class-
room, on-the-job (performance-based), simulator exercises, reading, conferences,
and workshops.

Training subject matter should include project mission, project baselines, project
procedures, engineering and management processes, communication and approval
channels, identification and management of project interfaces, and definition of
the end product. The training organization uses the project mission asabasisin
preparing training materials and conducting training. A particularly important
portion of each project’s training program should be training of project personnel
(and later operations and maintenance personnel) in policies and procedures. This
training assuresthat al involved personnel are aware of the required methods of
performing projects, and operating and maintaining completed facilities.

Generation of the training program begins with a training organization working
with the project to gather information and prepare atraining plan that identifies
training needs. This effort evaluates project needs, organizational plans, and
required employee qualifications. The project team participatesin all phases of
the training process. The training organization generates the training programin
accordance with thetraining plan. Training materials are commensurate with the
need to train personnel in new skills; maintain existing skills; and cover technolo-
gies, tools, methods, and procedures.

An external interface exists with the training program for the operations and
maintenance phase. Interfaces may also exist in the form of conferences, work-
shops, and symposia, which may significantly enrich training programs with
discussions on state-of-the-art training and technical systems. The training orga-
nization seeks these interfaces and promotes their use within the project organiza-
tion. The training organization aso maintains a continuous interface with the
project manager to assure project needs are being met.

The training organization should update training materials as needed and maintain
them in an accessible repository. Also, the training organization should develop
and maintain training records and ensure that they are (and remain) current.
Certificates, licenses, and other documentation associated with formal training is
tracked and maintained in atraining file or database. A meansto track and im-
prove one'straining and qualifications is to create development plans for each
team member.
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The project manager periodically reassessestraining effectivenessand initiates
actionsto correct deficiencies and provide improvements.

16.6 PROJECT TRANSITION

As aproject proceeds from execution to checkout and turnover to the user, a
project manager assures that the unique capabilities, skills, and knowledge of a
project team are not “lost” to the user organization. Activities that the project
manager should implement during this processinclude:

» Assuring that auser both witnesses and participates in component and systems
testing. Thisactivity initiates operations and maintenance personnel trainingin
(2) facility layout, (2) equipment design requirements, (3) equipment location,
and (4) system and equipment operation and maintenance.

» Planning and providing (or participate in providing) on-the-job and classroom
training for user personnel. This assures that the knowledge and experience
gained by a project team is not lost over the life of the project, but is passed-
on; and user personnel obtain facility knowledge before a project teamis
reassigned.
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REPORTING AND INFORMATION
M ANAGEMENT

Project information management isinseparabl e from project documentation and
data management process. It provides critical links among people, ideas and
information necessary for success. Everyonein aproject must send and receive
communications in the project “language.” They must also understand how
information or documentation sent or received affects the project as awhole.
Information management includes processes required to ensure timely and appro-
priate generation, collection, dissemination, storage, and ultimate disposition of
project information.

Early in aproject’slife cycle the task of managing documentation iseasier. The
project participants are usually small and document management is simply con-
trolling the revising and the distributing of project documents. Asthe project
progresses, document management expands exponentially and the task of manag-
ing information becomes complex. The increased volume of information, number
of documents, number of participants, and number of requestsfor changes*“all”
contribute to project complexity. The task of managing thisinformationisa
challenge, and it is essential to project success.

Key processesto effective information management include the following:

Identification. Selects components that require control and selects documents
that define the project and components.

Document Control. Receives, identifies, stores, controls, reproduces, tracks,
retrieves, and distributes documents.

Change Control. Provides amethod for managing project changes to ensure that
changes are properly identified, evaluated, reviewed, and if approved, imple-
mented, tested, and documented.

Data Management. Ensuresthat project information and project end-product(s)
are recorded and disseminated.

These processes interact with each other and with other project processes and may
overlap. Based on the needs of the project, each process involves efforts from one
or more individuals or groups of individuals. Each process occurs continuously
throughout the project’slife cycle.
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17.1 COMMUNICATIONS PLANNING

The management skill of communicating is related to, but not the same as, project
communications management. Communicating is a broader subject and involves
asubstantial body of knowledge not unique to a project.

Communications planning determines the information and communi cations needs
of stakeholders: who needs what information; when they need it; and how isit
provided to them. While projects need to communicate project information, the
methods of distributing information vary widely. Identifying the information
needs of stakeholders and determining a means of meeting them are important for
project success.

Since aproject’s organizational structure has amajor effect on a project’s commu-
nications requirements, communications planning is linked with organizational
planning.

Communi cations requirements are the sum of the information requirements of the
project stakeholders (including project personnel). Requirements combine the
type and format of information required with an analysis of that information’s
value. Project resources are expended on communication contributing to success
or where communication can lead to failure. Information required to determine
project communications requirements includes the following subjects and inquir-
ies:

» Project organization and stakeholder responsibility relationships
» Disciplines, departments and specialties involved in the project

» Logistics of how many individuals are involved with the project and at
what locations

» External information needs; for example, communicating with the media.

The technologies or methods used to transfer information among project elements
should be selected based on the following:

» Theimmediacy of the need for information—is a project’s success dependent
upon having frequently updated information available on a moment’s notice or
would regularly issued written reports suffice?

» Theavailability of technology—are the systems already in place appropriate or
do project needs warrant change?
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» The expected project staffing—are the communications systems proposed
compatible with the experience and expertise of the project participants or will
extensivetraining and learning berequired?

» Thelength of the project—is available technology likely to change before the
project is completed and in a manner that would warrant adopting a newer
technology?

» Sakeholder needs—The information needs of the various stakeholders should
be analyzed to develop a methodical and logical view of their information
needs and sources to meet those needs. The analysis considers methods and
technol ogies suited to the project that provide the information needed.

The project should develop atailored communications management plan that
provides the following:

» A collection and filing structure that details what methods are used to gather
and store various types of information. Procedures should cover collecting
and disseminating updates and corrections to previously distributed material.

» A distribution structure that details

— towhom information will flow; information types, such as status reports,
data, schedule, technical documentation, and so forth.

— what methods are used to distribute various types of information; methods
such as written reports, meetings.

This structure must be compatible with the responsibilities and reporting
relationships described by the project organization chart.

» A description of the information to be distributed including format, content,
level of detail, and conventions/definitions to be used

» Production schedules showing when each type of communication will be
produced

» Methods for accessing information between scheduled communications

» A method for updating and refining the communications management plan as
the project progresses and devel ops.

A communications management plan may be formal or informal and highly
detailed or broadly framed. The plan should be based on the needs of the project
and isasubsidiary element of the overall PEP.
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17.2

17.3

INFORMATION DISTRIBUTION

Information distribution makes information available to project stakeholders. It
includes implementing the communications management plan as well as respond-
ing to unexpected requests for information.

Communications skills exchange information. A sender’s information isto be
clear and complete so that it isreceived correctly and confirmed. The receiver
makes sure that information is received in its entirety and understood correctly.
Communicating has many dimensions, as follows:

» Written and oral, listening and speaking

» Internal (within aproject) and externa (to a customer, the media, the
public, etc.

» Formal (reports, briefings ...) and informal (memos, ad hoc conversations. . .)
» Vertically up-and-down the organization and horizontally with peers

Information is shared by teams through a variety of methods, including manual
filing systems, electronic text databases, project management software, and
systems allowing access to technical documentation, such as engineering draw-
ings.

Project information is distributed using methods such as project meetings, hard
copy document distribution, shared access to networked el ectronic databases, fax,
electronic mail, voice mail, and video conferencing. The project manager assures
a“rumor mill” will not become the project’s informal method of information
exchange.

Project records include correspondence, memos, reports, and documents describ-
ing aproject. Thisinformation should be maintained and organized. Project team
members may maintain personal records in a project notebook. The project
manager must assure, however, that project records are not maintained, held or
controlled by project personnel. That isthe function of document control.

REPORTING

Using the data el ements, analyses, and other information specified in thismanual,
the Federal project manager submits monthly and/or quarterly project status
reports to line management, the project management support office, and the
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OECM. Internal project reporting typically begins during CD-0 with (1) acom-
parison of contractor performance with the conceptual design schedule and cost
plan, and (2) a comparison of earned value performance against the preliminary
baseline range at CD-1. External reporting to OMB isinitiated at CD-2 with a
comparison of earned value performance with the performance baseline. The
program manager and Federal project manager defines the specific reporting
requirements in the appropriate project documentation. At a minimum, such
reports for projects with a TPC greater than $20M include the Earned Value
Management System performance and financial status.

A DOE project management reporting system is used for tracking project perfor-
mance and corrective actions. Trending datais established by OECM for cost,
schedule, scope, and timely resolution of corrective actions.

Each project is responsible for preparing required reports on atailored basis. All
reports are thoroughly reviewed and approved by the responsible cost account
managers and the project manager prior to release. Typical project reports are
described in the following subsections.

17.3.1 Progress Report

Based upon an agreed frequency, a project provides a monthly and/or quarterly
project status report(s) that includes al costs, activities and progress, through the
last working day of the previous reporting period. The report is provided to the
customer soon following the end of the previous reporting period, before the tenth
working day of the following period. Theformat and content of the project’s status
report is established by agreement with the customer and is consistent from report-
ing period to reporting period. Each report is comprehensive and self-explanatory
such that areader can grasp and understand the status of project activities, espe-
cialy those concerning established baselines: scope, schedule, and cost.

Specificaly, aproject’s status report should include

» anarrative of accomplishments and activity status, and the project manager’s
assessment of the overall project, including each major project activity; for
example, subcontracts and procurements.

» cost performance curvesfor the entire project and each major activity. These
curves provide cumulative and fiscal year-to-date BCWS, BCWP, and ACWP.

» earned value reports; cost, funding and budget data; arevised estimate to
complete (EAC); reserve transactions, milestone status, and labor figures.
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» technical performance analysisreport, and corrective action plan for variances
to aproject’stechnica baseline as defined in the PEP.

» schedule and cost variance analyses and corrective action plans that integrate
scope, schedule and cost performance, if cumulative or if at-completion
variances exceed established thresholds as defined in the PEP.

» analysisof schedule and cost performance, and projections of future perfor-
mance.

» identification or forecast of potential problems.
» analysisof financia status.

» baseline change history at baseline control Levels 0 and 1, and impact of
approved changes on project contingency.

» summary of schedule, schedule and cost performance, financial and critical
decision issues.

» identification of new and closed action items and current status of open action
items.

» for each high-level WBS element, a description of the scope and status of
work being performed in that element.

A status report provides a customer and management with detailed, current project
status information to support program and project decisions; and, if necessary,
identify and implement corrective actions.

17.3.2 Financial Report

A financial report provides aspending variance as measured against the Financial
Plan. Thisreport displays current and cumulative cost status of both DOE fund-
ing and other funding sources; reports variances at the contract level; and projects
future planning for the remainder of the fiscal year. The contents of this report are
by agreement with the DOE.

17.3.3 Labor Summary

A labor summary report (if required) providesafiscal year chart and tabular
summary of project labor budgeted and actual head-counts planned for each
reporting period.
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17.3.4 Cumulative Summary

A cumulative summary report provides a graphic and tabular representation of
percent budgeted, performed, and spent each period for Levelsl, I, and 11 of the
WBS. Datais cumulative from the beginning of the fiscal year.

A cumulative performance curve illustrates cumulative BCWS, BCWP, and
ACWP on aperiodic basisat Levels| and |1 of the WBS, while atabular summary
provides numerical data aswell as schedule and cost variances.

17.3.5 Project Manager’s Quarterly Progress Report

At DOE direction, aquarterly progress report is prepared for the DOE Program
Office. Thisreport provides performance data, financial data, schedule and
milestones status, and a narrative assessment of the project’s current status. In
addition, thisreport provides earned-value data, project contingency transactions,
and the status of project milestones.

17.3.6 Status Reviews

Projects prepare and provide project status reviews for the DOE and contractor
management. These reviews provide both information exchanges and information
more detailed than that provided in status reports.

These reviews provide opportunities to provide more specific and detailed project
information than possible in a structured, formal status report. These meetings
provide opportunities to respond to questions or concerns, discuss future actions
and activities, identify needed user or contractor support, and discuss actions or
decisions by external entities influencing the Project; for example, OMB, EPA,
Congress, DNFSB. Finally, these meetings are aforum for identifying, discuss-
ing, and resolving issues (or assigning actions) before they become a problem and
previously assigned actions become closed.

17.3.7 Other

Additional reporting requirements, if any, shall be deter mined by the DOE
Federal project manager and theresponsible DOE program office. Agree-
mentswill be documented in the Project Execution Plan.
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17.4

The project manager shall submit quarterly project statusreportsusing the
data elements, analyses and narrative information specified above. The
report should include an assessment of project status by the DOE project staff.

DOE program manager s shall provide project statusreportsto the Acquisi-
tion Executive on a quarterly basis, including their assessment of project
performance asrequired by the Acquisition Executive.

Project statusis reported to the Office of Management and Budget as stated in the
Chief Financia Officer’s Budget Formulation Handbook.

ADMINISTRATIVE CLOSURE

After either achieving its objectives or being terminated for other reasons, a
project requires closure. Administrative closure verifies and documents project
results to formalize acceptance of a product or project acceptance by a sponsor,
client, or user. It includes project records (ensuring they reflect final specifica-
tions), analysis of project success and effectiveness, and archiving such informa-
tion for future use.

Administrative closure activities are not delayed until project completion. Each
phase of the project is properly closed to ensure that important and useful infor-
mation is not lost.

All documentation that records and analyzes project performance, including
planning documents that establish framework for performance measurement, must
be available for review during administrative closure. Thisincludes appropriate
project records that aid understanding project initiation, performance, scope,
schedule, and cost.

Documents that describe the product of the project (plans, specifications, techni-
cal reports/studies, drawings, electronic files, etc.) must also be available for
review during administrative closure.

A set of indexed project recordsis prepared for archiving by the project. Any
project-specific or program-wide historical databases pertinent to the project is
updated. When projectsare performed under contract or when they involve
significant procurement activity, particular attention must be given to
archiving financial records.

Documentation stating that a client/sponsor/user accepts the product of a project
isprepared, signed, and distributed.
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18.1

TRANSITION AND TURNOVER

A planned, structured, and organized project transition and turnover is essential for
the success of any project. Transition and turnover is (1) the progression of a
system or facility from a project mode to an operation and maintenance mode or
(2) the completion of aremedial action including packaging and disposal of al
waste.

Planning for the transitioning of a project to a user is an integral part of project
planning and performance activities from the planning phase of aproject. Plan-
ning for this activity includes the identification of fundsto perform the required
activities. Without proper planning, preparation, and adequate funding, an activity
can become unsatisfactory.

Although turnover of acompleted facility is preferred, because of the phased
nature of construction projects, partial transfers/turnovers can become necessary.
Turnovers are acceptable if cost-effective and beneficial to the DOE. These
turnovers are equipment items, operating systems, or facility areas. A properly
planned and implemented project transition and turnover develops ownership
within the user organization and serves to transfer ownership from project to user.

CHECKOUT AND TESTING

Early physical activitiesof transition and turnover include (1) facility walk-
downsfor identification of deficiencies, and (2) planning, preparation, perfor-
mance, documentation of equipment, and systemstesting and operation. These
activitiesareidentified by severd titles; asexample, component testing and system
testing can be used.

18.1.1 Checkout

Equipment, systems, and facility checkouts/walk-downs are an effort by the con-
struction entity and the project organization. However, the project manager
performs walk-downs and compl etes corrective actions (punch lists). Walk-
downs occur by constructor notification that a construction is complete. The
bases for walk-downs is to approve design and construction documents. Walk-
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18.2

downs are performed by (1) establishing combined project/construction/user teams
that review and inspect areas or systems asthey are declared complete by the
construction contractor and (2) comparing the “completed product” against
approved requirements. A team documents discrepancies and deficiencies using a
punch list(s); identifies a corrective action; assigns aresponsible individua for
each deficiency; and identifies a corrective action completion date. Deficient
items are tracked to compl etion and then are reinspected and retested for accept-
ability. The walk-down activity serves as abasis for the customer accepting a
completed project.

An especialy important, yet separate walk-down, isthe safety walk-down. This
walk-down is performed by qualified project/user/safety personnel immediately
prior to facility transition. A safety walk-down identifies any facility, system, or
equipment safety deficiencies that might still exist. A safety walk-down team is
instructed concerning the purpose of the walk-down and should be totally focused
on safety and nothing else.

18.1.2 Testing

The purpose of testing is to assure technical performance. The project manager
shall prepareor have prepared component and system test procedures,
perform or witnessthe tests, document thetest results, and complete or have
completed all required corrective actions. Test teams should be organized to
prepare test plans, perform all test activities and evaluate test results. The test
teams should include project and user personnel. Testing serves two valuable
purposes: (1) to verify that the components, systems and facilities meet design
requirements and (2) to train user personnel in the arrangement, location, control,
and operation of the completed facility.

KNOWLEDGE TRANSFER

The project organization works closely with a user in developing and presenting
(or helping present) specific support to the user operations and maintenance
forces. The“driver” for thisactivity isto transfer project knowledge and experi-
ence to the user prior to closeout of the project and reassignment of project per-
sonnel. Training should include both classroom and hands-on (performance-
based). If possible, project personnel should remain available “as needed’
through facility cold operation.
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18.3

18.4

18.5

DOCUMENTATION

Turnover of a completed project shall include theturnover of appropriate
project documentation/recordsto the user. Recordsin this activity must in-
clude design, procurement, construction, preoperational, startup, safety, and as-
builts. Records should be complete, properly identified, approved, and orderly.
Records not provided to the customer are prepared for storage. In certain cases,
electronic and hard copies of project records are provided. Documentation is
further discussed in Practice 16, Records.

LESSONS LEARNED

At completion, the project shall prepare and distribute a lessons lear ned
document. If properly planned, a project lessons-learned program isin-place
when the project is organized, with frequent distribution of interim lessons learned
reports. The final lessons learned report then becomes the assembling and issuing
of prior reports as a single document.

OTHER

There are other activities leading to orderly cost-effective project turnover. A
project manager shall perform or assurethese activitiesare performed prior
to turnover, project closeout, and per sonnel reassignment.

At the time of project turnover and project closeout, and before any personnel are
reassigned, the following list istypical of itemsto be provided, and documentsto
be made complete and available:

» Operating and maintenance manuals and procedures
» Vendor datafiles, including drawings, manuals, and specifications

» Preventive maintenance procedures as well as preventive maintenance records
for those items of equipment purchased by the project that have or will require
preventive maintenance prior to turnover

» Special tools, lubricants, and spare parts as recommended by vendors, with
sufficient inventory provided for one year of operation
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» Completered-line or as-built drawingsthat have been verified by system walk-
downs. Also, as-built specificationsfor those equipment itemsthat have an
operating lifetimelessthan thefacility designlifetime.

» Sufficient cold chemicalsfor any planned cold runs requirements prior to
facility hot operation.

18.6 OPERATIONAL READINESS REVIEWS (ORR)/READINESS
ASSESSMENT (RA)

The project shall consider, plan, and work towards ORR/RA activities
throughout the project lifetime. In addition, the project shall initiate all
actions and activitiesthat will improve or accelerate the ORR/RA process.

Specific guidance and direction can be found in
» DOE 0425.1A, Startup and Restart of Nuclear Facilities

» DOE-STD-3006-95, Planning and Conduct of Operational Readiness Reviews
(ORR)

» DOE-HDBK-3012-94, Team Leader’s Preparation Guide for Operational
Readiness Reviews (ORR).

The project team should cooperate and serve as a support system during the
planning, performance, and completion/closeout of the ORR/RA.
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19.1

CLOSEOUT

Termination of a project involves bringing a project to a planned and orderly
conclusion. Project termination is planned with care and attention as are other
project phases. Termination and closeout is to avoid an occurrence where project
personnel either leave or are reassigned prior to final project closeout, leaving
othersto “clean up.”

The two primary issues that arise during completion are procedural issues and
emotional issues. The Project manager must effectively resolve both.

DEMOBILIZATION

Demobilization isasignificant event for the project manager and the project
personnel. Emotional issuesinvolve (1) project team breakup and loss of identity,
(2) aneed for fewer personnel during project completion, (3) pressure from
functional organizations to return personnel, and (4) concern of project workers
about their next assignment. To smooth the demobilization process, the project
manager considers the following actions:

» Prepare and issue acloseout plan, including an evaluation of existing resource
requirements.

» Meeting with the project team to finalize remaining tasks and provide support
to remaining team members.

» Determine assignments for final documentation, such as a summary status
report, budget report, final costs report, and executive summary.

» Work with functional peers and team members to establish clear phase-out
procedures in terms of each individual’s responsibilities.

» Meeting with human resources, functional managers, and line managers to
identify personnel needs; assist team members in scheduling interviews and
participate in matching needs, capabilities and availability.

» Hold afinal meeting or social function during which the project manager
acknowledges and recognizes the contributions of all project participants.
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19.2 CLOSEOUT

Closeout involves: (1) procedural issues and phase-out administrative procedures,
(2) transfer of responsihilities, (3) cost closure activities, and (4) preparation of
appropriate documentation. To ensure orderly closeout of a project, the project
shall, at the direction of DOE, and once all costs areincurred against the
project with invoices and contracts closed, prepar e a project closeout report
following the approval of Critical Decision 4, Approve Start of Operations or
Project Closeout. The purpose of a project closeout effort isto assure atimely,
orderly, cost-effective project termination. Using a graded approach, the follow-
ing items should be addressed in the closeout report:

>

>

Technical, cost, and schedule baseline accomplishments

Final Cost Report with details as required (including claims settlement strat-
egy where appropriate)

Deactivation and decontamination planning (if required)
Closeout approvals

Permits, licenses, and/or environmental documentation
Contract closeout status

Lessonslearned

Adjustments to obligations and costs

Photographic documentation

Baseline change control log

Turnover and formal acceptance of official project files.
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